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Systemluminaires
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Type of installaticGuspended
Light distribution Direct, Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family LED type Tunable White

n
MacAdam Light 3
asSi
Connection of theON/OFF

luminaires DALI
We simply classify the Basi family of luminaires as follows - they have

perfect light parameters and contain special sourkietimee high L80/B20 50 000 hours
brightness of the LED with color rendering of Ra> 80 or Ra> 90

perfectly illuminates the required object. That's v%a;/”Baa{]stycan be uggdmonths

mainly in shopping centers, store-front windows, cultural spaces or car

shows. The RealColour technology with color rendering of Ra> 97

displays colors as naturally as daylight. StrongColour highlights the

desired color and RealWhite illuminates white objects even better. The

luminaire is tiltable, if you need to illuminate movable objects, simply

direct the luminous flux.

Luminaire family variants Basi
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Basi

Assembly Light distribution

e -

Energy class Marks

A++, A+, A
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70-003F-10GDE/840,

70-003F-10GGE/840,

70-003F-10GHE/840,

70-003F-10GHE/830,

70-003F-10GHE/830,

70-003F-10GHE/840,

70-003F-10GHE/830,

70-003F-10GHE/840,

70-003F-10GHD/830,

70-003F-10GHD/840,

70-003F-10GHD/830,

70-003F-10GHD/840,

70-003F-10GHD/830,

70-003F-10GHD/840,

w

w

w

S

70-003F-10GIE/840, W

70-003F-10GJE/840, W

Technical datasheets of luminaires

Dimensions

I/w/h (mm)
162 x 95 9.7
162 x 95 15.2
162 x 95 23.6
" 162 x 95 23.6
162 x 95 23.6
162 x 95 23.6
162 x 95 23.6
162 x 95 23.6
162 x 95 23.6
" 162 x 95 23.6
162 x 95 23.6
162 x 95 23.6
162 x 95 23.6
162 x 95 23.6
162 x 115 37.2
" 162 x 115 41.7

Power of the Luminous

luminaire (W)flux (Im)

1280

1990

2870

2800

2800

2870

2800

2870

2800

2870

2800

2870

2800

2870

4090

4750

Colour

Temperature

(K)

4000

4000

4000

3000

3000

4000

3000

4000

3000

4000

3000

4000

3000

4000

4000

4000

6/332

UGR

<

<

13.

15

16.

16.

16.

16.

16.

16.

17

1¢

The indicated codes stand for a white luminaire with colour temperature of 4000K and with a medi
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Notes Beam angle 24, 24-62, 41, 62

Colour of the e

luminaires

Colour Temperatur8000 K warm white
4000 K cool white
2700 K - 6500 K Tunable White
3500 K neutral white
Meat

Bakery products
Fruit

Silver
Optic system Reflector

Connection of the ON/OFF
luminaires DALI
ON/OFF + 1h emergency

Tunable white

Ra 65
80
90
95
97

Luminaires come complete with all necessary accessories.
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Accessories

Type of installatidecessed

Light distribution Direct

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit
K - 6500 K Tunable White, 3500 K ne

white, Meat, Bakery products, Fruit,

Material Sheet metal

Family

Light source LED MODUL

B l I r b l | MacAdam Light 3
source

Connection of theON/OFF

In the Burbu family, we round off squares with cothBiRaiiES we makBAL!

ovals from rectangles. These luminaires with a 70 mm profile heigth/OFF + 1h emergency

have a positive and pleasant effect in the room. Combine luminairesunable white
with different diameters and different hanging poﬁlsflethIJHL_‘es' In a ra]_nsgoe/BZO’ L80/B10 50 000 hours
of colours and power versions, flush-mount, wall and pendant models,

the Burbu family of luminaires are ideal for hotelWalbbaesty entrance60 months

halls, offices, shops and households.

Luminaire family variants Burbu

www.halla.eu Technical datasheets of luminaires 8/332
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Burbu
Assembly
] C [
— Energy class
_TP A++, A+, A
155 |
F/4 _I
155
A
I |
Code Dimensions
I/w/h (mm)
19-205K-30GEE/840, W 922 x 155 x 70 28.2
19-205K-40GEE/840, W 1222 x 155 x 70 37.6
19-205K-50GEE/840, W 1522 x 155 x 70 47

9/332

Light distribution

Marks

Power of the Luminous

luminaire (W) flux (Im)

3220

4290

5360

Colour UGR

Temperature (K)

4000 -

4000 -

4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ® 0

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency

Ra 80

For pendant assembly, you must order a pendant set containing cables and a ceiling

www.halla.eu Technical datasheets of luminaires
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Burbu
Assembly
] C [
Energy class
A++, A+, A
Code Dimensions Power of the
I/w/h (mm)
19-214K-10GEE/840, W 350 x 350 x 70 12.4
19-214K-40GEE/840, W 600 x 600 x 70 34.1

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

For pendant assembly, you must order a pendant set containing cables and a ceiling

Notes Colour of the ® 0
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency
DALI + bluetooth
Ra 80
Burbu

Assembly

Energy class

www.halla.eu Technical datasheets of luminaires

luminaire (W) flux (Im)

10/332
Light distribution
Marks
Luminous Colour UGR

Temperature (K)

1440 4000

4680 4000 -

Light distribution

Marks

10/332
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For pendant assembly, you must order a pendant set containing cables and a ceiling
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Accessories

Code Description

%&Eg 00-00331, W suspension set 2000mm, 4 pcs.of wires, cable 4x0,75mm, ceilir
00-00333, W suspension set 2000mm, 4 pcs.of wires, cable 5x0,75mm, ceilir
00-00338, W suspension set 4000mm, 4 pcs.of wires, cable 4x0,75mm, ceilir
00-00340, W suspension set 4000mm, 4 pcs.of wires, cable 5x0,75mm, ceilir
00-00342, W suspension set 6000mm, 4 pcs.of wires, cable 4x0,75mm, ceilir
00-00344, W suspension set 6000mm, 4 pcs.of wires, cable 5x0,75mm, ceilir

Notes Accessories colour

Type of installaticurface, Wall mounted, Suspended
Light distribution Direct

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family Connection of theON/OFF

luminaires DALI

D r O b ON/OFF + 1h emergency
ON/OFF + 3h emergency
DALI + bluetooth

Dimmable, tilting track luminaire, its shape is slibinfﬂglirpgminiscentL08f0/320 50 000 hours
the floodlights used by vintage cars. It features :ngrqgnlwightness é’gl?nonths
with Ra > 80 or Ra > 90 color, transparent plexiglass or satin diffuser.
Shops, bars, and less formal receptions will be bright and refined. The
RealColour technology with color rendering of Ra> 97 displays colors

as naturally as daylight. StrongColour highlights the desired color and
RealWhite illuminates white objects even better. The luminaire is

tiltable, if you need to illuminate movable objects, simply direct the

luminous flux.

www.halla.eu Technical datasheets of luminaires 12/332
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Luminaire family variants Drob
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14/332

Assembly Light distribution

X -

Energy class Marks
A++, A+, A
]
Code Dimensions Power of the Luminous Colour UGR
[/w/h (mm) luminaire (W) flux (Im) Temperature (K)
177-600F-10GGE/940, W " 85 x 110 16.7 2000 4000 -
177-600F-10GGE/840, W 85 x 110 16.7 2300 4000 -

The indicated codes stand for a white luminaire with colour temperature of 4000K and with a medi

Notes Beam angle 18, 25, 32, 52

o0

Colour of the

luminaires

Colour Temperatur&000 K warm white

4000 K cool white
Optic system Reflector

Connection of the ON/OFF

luminaires DALI
Ra 80
90

Track luminaires come complete with adapters for Global Track from Nordic Aluminiun

www.halla.eu Technical datasheets of luminaires 14/332
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Drob

Assembly Light distribution

< ]

Energy class Marks

A++, A+, A

Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
177-600X-10GXX/840, W "0 x0 16.7 2000 4000 -

The indicated codes stand for a white luminaire with colour temperature of 4000K and with a medi

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white

Ra 0

Track luminaires come complete with adapters for Global Track from Nordic Aluminiun

www.halla.eu Technical datasheets of luminaires 15/332
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Accessories

Code Description
00-01000 reflector 18°
00-01001 reflector 25°
00-01002 reflector 32°
00-01003 reflector 52°
Code Description
00-01100 Satinice diffuser
Code Description
00-01101 Linear optic

Type of installati®ncircuit track
Light distributionDirect

Colour of the White

luminaires

Colour Temperatud®00 K cool white

Material Aluminium
Light source LED MODUL

Family MacAdam Light 3

n n source
I I I l I Connection of theON/OFF

luminaires DALI
Lifetime L80/B20 50 000 hours

An independent luminaire, Fini, is an invisible luminaire which will

enhance the atmosphere of any interior. The lumiWainresntyre adjust®d®lenonths
thanks to which you will achieve an ideal light effect, moreover,

without any shadows. Install any number of independent luminaires in

a row at lengths of 850 mm, 1130 mm, 1410 mm or 1690 mm. We offer

three levels of luminous flux, a tuneable white version and an

important IP40 housing for spaces where dust may accumulate.

www.halla.eu Technical datasheets of luminaires 16/332
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Luminaire family variants Fini
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Fini
Assembly Light distribution
bk} J
= f ] - -
80 | [ |
B i i
L Energy class Marks
s
o
[ L d Ate. A+, A
B0
Code Dimensions Power of the Luminous Colour UGR
I[/w/h (mm) luminaire (W)flux (Im) Temperature
(K)

160-202K-15GEE/840, E 850 x 68 x 60 11.2 1450 4000 -
160-202K-15GGE/840, E 850 x 68 x 60 15.8 2000 4000 -
160-202K-15GHE/840, E 850 x 68 x 60 31.4 3650 4000 -
160-202K-20GEE/840, E 1130 x 68 x 60 14.8 1950 4000 -
160-202K-20GGE/840, E 1130 x 68 x 60 20.8 2650 4000 -
160-202K-20GHE/840, E 1130 x 68 x 60 41.8 4900 4000 -
160-202K-25GEE/840, E 1410 x 68 x 60 18.8 2500 4000 -
160-202K-25GGE/840, E 1410 x 68 x 60 27.7 3340 4000 -
160-202K-25GHE/840, E 1410 x 68 x 60 52.3 6100 4000 -
160-202K-30GEE/840, E 1690 x 68 x 60 22.4 2950 4000 -
160-202K-30GGE/840, E 1690 x 68 x 60 31.3 4000 4000 -
160-202K-30GHE/840, E 1690 x 68 x 60 63.2 7300 4000 -

These codes represent luminaires without a profile with chromaticity temperature 4000K and opal

www.halla.eu Technical datasheets of luminaires 18/332
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Colour of the ]

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the ON/OFF

luminaires DALI

Ra 80

Luminaires come complete with all necessary accessories.

Technical datasheets of luminaires

19/332
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Accessories

Type of installatic®gurface
Light distributionDirect

Colour of the Silver

luminaires
Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium

MacAdam Light 3

F . source
amily
Conn ion of theON/OFF
Flumol1l00«&
-a
A4
Lifetime L80/B20 50 000 hours
Warranty 60 months

Large spaces, long corridors such places require something special.
A linear aluminium profile that winds through the spaces and draws a
perfect navigation curve according to your wishes. Flumo-S system
luminaires can fully adapt to your possibilities and imagination. They
can lead directly or meander like the Colorado River. All the different
lengths and angles mean that there are no limits. Our technical
support will help you build a suitable lighting system, including the

necessary lighting calculations.

Luminaire family variants Flumo100-S

www.halla.eu Technical datasheets of luminaires 20/332



luminaires

Technical datasheets of

Assembly

-

==

Energy class

A++, A+, A

Code Dimensions Power of the Luminous
I/w/h (mm) luminaire (W) flux (Im)
128S-XXXK-XXGXE/840, W 0 x 100 x 87 8.3 830
Notes Colour of the ® 0
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires
Ra 80
Flumo-S
Assembly
A-A T =
[ &
bimd
[ ma0 | Energy class
[ 1420 ]
— ] A++, A+, A
[ 1980 ] _A
[ 2260 ]
A

www.halla.eu

Technical datasheets of luminaires
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Light distribution
Marks
Colour UGR

Temperature (K)

4000 -

Light distribution

Marks

21/332
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Code Dimensions Power of the
I/w/h (mm) luminaire (W)

128S-X0XK-XXGXE/840, W 0 x 100 x 87 5.8

Notes Colour of the o C

www.halla.eu

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires

Ra 80

Technical datasheets of luminaires

Luminous

flux (Im)

580

22/332

Colour UGR

Temperature (K)

4000

22/332
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Accessories

Type of installatic®durface, Suspended
Light distributionDirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family LED type Strong Colour, Real Colour, Real Wh

Tunable White

G a t u MacAdam Light 3

source

Connection of theON/OFF
By combining a simple design and adding functiorfgrlﬂ}xa.we achieved

the Gatu family lighting system. You can turn the bLli!t-iI;e!sl_!minaire

with a tiltable reflector toward the desired objectLafetrigrgauired. In L80/B20 50 000 hours
addition to highly illuminating LEDs with a color rendering of Ra> 80 or

Ra> 90, the lighting also contains a wide range oW?irng?tntsyources. 60 months

RealWhite technology accentuates white, StrongColour accentuates

the selected color, and Realcolour with an extremely high color

rendering of Ra> 97 underlines the actual color. The illuminated object

thus looks even more appealing, so Gatu lighting is suitable for

commercial and cultural spaces, car showrooms, and shop windows.

Luminaire family variants Gatu

www.halla.eu Technical datasheets of luminaires 23/332



4

\\\\~ Ha"a Technical datasheets of luminaires 24/332
Gatu
Assembly Light distribution
74 h
o y wlm J‘ Energy class Marks
\max.SO" A++, A+, A
R -
- 333x333
T d@‘
- 350 ——
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
21-001F-40GDE/840, W 350 x 350 x 100 38.8 1280 4000 <1
21-001F-40GGE/840, W 350 x 350 x 100 60.8 1990 4000 < 1
21-001F-40GHE/840, W 350 x 350 x 100 94.4 2870 4000 < 1

The indicated codes stand for a white luminaire with colour temperature of 4000K and with a medi

www.halla.eu

Technical datasheets of luminaires
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Light distribution

Marks

\\\\ Ha"a Technical datasheets of luminaires
Notes Beam angle 24-62, 24, 41, 62
Colour of the @0
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
3500 K neutral white
Meat
Bakery products
Fruit
Silver
Optic system Reflector
Connection of the ON/OFF
luminaires DALI
Other type of dimming
R a 65
80
90
95
97
Luminaires come complete with all necessary accessories.
Gatu
Assembly
(|
7, : T Energy class
W . m _l A++, A+, A
~ — ~
\:nax.au“
185 # (Zi}L\
| 495x165

www.halla.eu

520 i
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Code Dimensions Power of the Luminous
I/w/h (mm) luminaire (W) flux (Im)

21-001F-30GDE/840, W 520 x 185 x 100 29.1 1280

21-001F-30GGE/840, W 520 x 185 x 100 45.6 1990

21-001F-30GHE/840, W 520 x 185 x 100 70.8 2870

The indicated codes stand for a white luminaire with colour temperature of 4000K and with a medi

Notes

www.halla.eu

Beam angle 24-62, 24, 41, 62

Colour of the ®

luminaires

Colour Temperatur8000 K warm white
4000 K cool white
3500 K neutral white
Meat
Bakery products
Fruit

Silver
Optic system Reflector

Connection of the ON/OFF
luminaires DALI
Other type of dimming

Ra 65
80
90
95
97

Luminaires come complete with all necessary accessories.

Technical datasheets of luminaires
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UGR
Temperature (K)
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Gatu
Assembly Light distribution
r -
(‘%K‘% l-l Energy class Marks
w o wlm J— A++, A+, A
'-\r‘113x.30°
—-
| |
185
| | 330165
- 350 —
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
21-001F-20GDE/840, W 350 x 185 x 100 19.4 1280 4000 <1
21-001F-20GGE/840, W 350 x 185 x 100 30.4 1990 4000 <1
21-001F-20GHE/840, W 350 x 185 x 100 47.2 2870 4000 <1
21-001F-20GIE/840, W 350 x 185 x 120 74.4 4090 4000 <1
21-001F-20GJE/840, W 350 x 185 x 120 83.4 4750 4000 <1

The indicated codes stand for a white luminaire with colour temperature of 4000K and with a medi

www.halla.eu Technical datasheets of luminaires 271332
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Notes Beam angle 24-62, 24, 41, 62

Colour of the o

luminaires

Colour Temperatur&000
4000
2700
3500
Meat
Bake
Fruit

warm white
cool white
- 6500 K Tunable White

neutral white

X X X X

ry products

Silver

Optic system Reflector

Connection of the ON/OFF

luminaires DALI
Othe

r type of dimming

Tunable white

Ra 65
80
90
95
97

Luminaires come complete with all necessary accessories.

Gatu

@a.x. 3

www.halla.eu Technical

Assembly

Energy class

A++, A+, A

00

165x165

datasheets of luminaires

Light distribution

Marks

28/332

28/332
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Code Dimensions

I/w/h (mm)
21-001F-10GDE/840, W 185 x 185 x 100
21-001F-10GGE/840, W 185 x 185 x 100
21-001F-10GHE/840, W 185 x 185 x 100
21-001F-10GIE/840, W 185 x 185 x 120
21-001F-10GJE/840, W 185 x 185 x 120

15

23.

37.

41.

Power of the Luminous

luminaire (W) flux (Im)

.2

6

2

7

1280

1990

2870

4090

4750

Colour

Temperature (K)

29/332
UGR
4000 <1
4000 <
4000 < 1
4000 < 1
4000 <

The indicated codes stand for a white luminaire with colour temperature of 4000K and with a medi

Notes

www.halla.eu

Beam angle 24-62, 24, 41, 62

Colour of the e

luminaires

Colour Temperature000 K warm white

4000 K cool white

2700 K - 6500 K Tunable White
3500 K neutral white

Meat

Bakery products

Fruit

Silver
Optic system Reflector

Connection of the ON/OFF
luminaires DALI
Other type of dimming

Tunable white

Ra 65
80
90
95
97

Luminaires come complete with all necessary accessories.

Technical datasheets of luminaires
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Halla

Accessories

Type of installatidecessed
Light distributionDirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit
K - 6500 K Tunable White, 3500 K ne
white, Meat, Bakery products, Fruit,

Material Sheet metal

Family

Light source LED MODUL

H l I e LED type Strong Colour, Real Colour, Real Wh
Tunable White

MacAdam Light 3

A round luminaire with an aluminium profile with §°HéF§ht of 87 mm
and an excellent luminous efficacy of up to 145Im({\évn.n/éctl'|1g eoff?hnzel(s)f\l/OFF

not only in name, but in function and dimension, with a .diameter ofDM)_
uminaires |

to 1150 mm. Flush-mount and pendant luminaires as basic lighting 6(””” type of dimming
commercial and residential spaces at an affordable price. Thanks t'PunabIe white

their sophisticated technology, the luminaires cause no glare, and the

lighting adjusts to smaller or larger commercial slpidetisneCombine sle&@MB20, L80/B10 50 000 hours
different dimensions of this model or with Puri and Rundo luminaires.

rrant 60 months
Choose from Huge luminaires with a PMMA opal d\{\{‘?user gr a micro-

prismatic optical structure.

Luminaire family variants Huge

www.halla.eu Technical datasheets of luminaires 30/332
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Huge
_I_ Assembly Light distribution
h e -
1
o d |
Energy class Marks
A++, A+, A
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
191-230K-10GEEI/840, W " 300 x 87 22.4 2500 4000 -
191-240K-10GGEI/840, W " 400 x 87 29.1 3500 4000 -
191-250K-10GGEI/840, W " 500 x 87 36.4 4500 4000 -
191-260K-10GGEI/840, W " 600 x 87 40.4 5500 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ®

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF
luminaires ON/OFF + 1h emergency
ON/OFF + 3h emergency

Ra 80

For pendant assembly, you must order a pendant set containing cables and a ceiling

www.halla.eu Technical datasheets of luminaires 31/332
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Huge
Assembly Light distribution
T -
."l .Il\'u
/ \ Energy class Marks
.'rll l\
Tl A++, A+, A
87
-
ed |
Code Dimensions Power of the Luminous Colour UGR
[/w/h (mm) luminaire (W) flux (Im) Temperature (K)
191-230K-10GEEI/840, W + 00-0033B2 xW7 22.4 2500 4000 -
191-240K-10GGEI/840, W + 00-00438B®2 x V&7 29.1 3500 4000 -
191-260K-10GGEI/840, W + 00-0038B®2 x V&7 40.4 5500 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ® 0

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency

Ra 80

Luminaires come complete with all necessary accessories.
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Huge
590 T30 Assembly
'J_| -
12 §
1000
Energy class Marks
A++, A+, A
87 ' ’
d_1
od
Code Dimensions Power of the Luminous
I[/w/h (mm) luminaire (W)flux (Im)
191-230K-10GEEI/840, W + " 300 x 87 22.4 2500
00-00384-1000/HU3, W
191-240K-10GGEI/840, W + " 400 x 87 29.1 3500
00-00384-1000/HU4, W
191-260K-10GGEI/840, W + " 600 x 87 40.4 5500

00-00384-1000/HUG6, W

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

www.halla.eu
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Colour

Temperature

(K)

4000

4000

4000

33/332

UGR
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Notes

Huge

Technical datasheets of luminaires

Colour of the [

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF
luminaires ON/OFF + 1h emergency
ON/OFF + 3h emergency

Ra 80

Luminaires come complete with all necessary accessories.

Assembly

-
h L
1l

www.halla.eu

Energy class

A++, A+, A

Technical datasheets of luminaires

Light distribution

Marks
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Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W)flux (Im) Temperature
(K)

191-260K-10GHE/840, W " 600 x 87 53.5 7130 4000 < 23.
191-280K-10GEE/840, W " 850 x 87 57.2 7750 4000 < 20.
191-280K-10GGE/840, W " 850 x 87 78.3 10420 4000 < 20.
191-280K-10GHE/840, W " 850 x 87 97.2 12680 4000 < 22
191-2A0K-10GEE/840, W " 1150 x 87 91.3 11730 4000 < 2
191-2A0K-10GGE/840, W " 1150 x 87 121.7 15790 4000 < 2
191-2A0K-10GHE/840, W " 1150 x 87 150.5 19470 4000 < 2

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ®

luminaires

Colour Temperatur8000 K warm white
4000 K cool white
2700 K - 6500 K Tunable White

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF
luminaires DALI
DALI + sensor
Tunable white
DALI + bluetooth

Ra 80
90

For pendant assembly, you must order a pendant set containing cables and a ceiling
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Accessories

Type of installati®gurface, Wall mounted
Light distributionDirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit
K - 6500 K Tunable White

Material Aluminium
= i Light source LED MODUL
amily
n Connection of theON/OFF
I I b I luminaires DALI
DALI + sensor

Tunable white

DALI + bluetooth
When Matia Opéalka closed himself into his study ifor a monih, we were

wondering what he would come up with. He desigﬂréfueﬁiﬁ'l?ting that L80/B20, L80/B10, L90/B50 0 hours
gives off a gentle but luxurious effect. The indirect two-sided emission

with reflection from the wall creates a pleasantly soft light with

adjustable intensity. The aluminum profile has been fitted with

powerful LED boards. We offer a separate wall-mounted luminaire in

black, silver and white embodiment. If you are looking to light up

meeting rooms, all kinds of corridors, halls, conference and banquet

halls, the Ilbi is for you.

Luminaire family variants Ilbi

www.halla.eu Technical datasheets of luminaires 36/332
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Ilbi
Assembly Light distribution
R ': =y =
Energy class Marks
DRSNNENINNNNNNNNNNNNNN iy ase e a
| | Es
! |
Notes Colour of the ®

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the ON/OFF
luminaires DALI

Other type of dimming

Ra 80
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Accessories

Notes

www.halla.eu

Technical datasheets of luminaires

Code

00-00350, K
00-00351, K
00-00352, K
00-00353, K
00-00354, K

00-00355, K

Code

00-00370, W

Description

cable 3x0,75 1000mm
cable 4x0,75 1000mm
cable 3x0,75 2000mm
cable 4x0,75 2000mm
cable 5x0,75 1000mm

cable 5x0,75 2000mm

Description

ceiling cup 80x80x32mm

Accessories colour

Technical

datasheets of luminaires

38/332
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Type of installaticgurface, Wall mounted, Suspended
Light distributionIndirect
Colour of the Black, Silver, White
luminaires
. Colour TemperatuB®00 K warm white, 4000 K cool whit
. Material Aluminium
Light source LED MODUL
Family MacAdam Light 3
n source
I I b I I Connection of theON/OFF
luminaires DALI

Other type of dimming

Combining maximum usefulness with the minimaliftlfcei?isn%%n of Mat“iso/szo 50 000 hours
Opalka gives you the Ilbi+ family of lighting. We have, moreover, 6 added

a dual function. In addition to lighting up the rooWainrégingyxtly, it ch@lgeenths

electronic devices through an integrated USB port and acts as a

suspension system for inserting hooks, handles or shelves. You can

hang your clothes, place books, hang kitchen utensils, lay a towel or

other everyday necessities on the luminaire. Ilbi+ luminaires are great

for hotels, households, meeting rooms, and thanks to their IP 44

housing also for wellness centers, bathrooms and swimming pool

dressing rooms.

Luminaire family variants Ilbi+

i e
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Code Dimensions

109-321K-20GEE/840, W
109-301K-30GEE/840, W
109-311K-30GEE/840, W
109-301K-40GEE/840, W
109-311K-40GEE/840, W

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

www.halla.eu

I/w/h (mm)

616 x 37 x 106

896 x 37 x 106

896 x 37 x 106

1176 x 37 x 106

1176 x 37 x 106

Technical datasheet

Technical datasheets of luminaires

Assembly

Energy class

A++, A+, A

Light distribution

Marks

Power of the Luminous Colour

luminaire (W)flux (Im)

19.3

29

29

38.6

38.6

s of luminaires

Temperature

(K)

2370 4000
3560 4000
3560 4000

4740 4000

4740 4000

40/332

UGR
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Notes Colour of the ®C

luminaires

Colour Temperatur8000 K warm white
4000 K cool white
3500 K neutral white

Optic system Opal diffuser

Connection of the ON/OFF

luminaires Other type of dimming
Ra 80

Wall fastenings must be ordered for the luminaires. Option of ordering shelves, cups,

I1bi+

Assembly Light distribution

O -

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

I/w/h (mm) luminaire (W) flux (Im) Temperature (K)

109-331K-40GEE/840, W 1176 x 37 x 106 38.6 4740 4000 <
109-341K-40GEE/840, W 1176 x 37 x 106 38.6 4740 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ® 0

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the ON/OFF

luminaires
Ra 80

Wall fastenings must be ordered for the luminaires. Option of ordering shelves, cups,
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Accessories

Type of installatiomall mounted
Light distributionlIndirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

.‘_J Material Aluminium

Light source LED MODUL
Family Connection of theON/OFF
n luminaires
I n d I Lifetime L80/B20 50 000 hours
Warranty 60 months

GERMAN
DESIGN
AWARD
SPECIAL
é 2016

When Matla Opalka closed himself into his study for a month, we were

reddot design award
winner 2014

wondering what he would come up with. He designed lighting that
gives off a gentle but luxurious effect. The Indi luminaire has received
many awards for its appearance. Let s name the three most important
ones Red Dot Award, the iF Design Award and the German Design
Award. If you are looking to light up meeting rooms, all kinds of
corridors, halls, conference and banquet halls, the Indi is for you. The
aluminum profile has been fitted with powerful LED boards. The
indirect two-sided emission with reflection from the wall creates a
pleasantly soft light with adjustable intensity. Our tip: Multiple Indi
circular luminaires suspended in a room will give it an attractive

appearance.
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Luminaire family variants Indi
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Assembly
—
IJ‘|
| [.-I
D 3J1m Energy class
R A++, A+,
Code Dimensions

108-501K-31FOD/840, W

108-511K-47FSD/840, W

108-521K-63FVD/840, W

108-531K-77FzD/840, W

108-541K-95FZD/840, W

108-551K-B2FZD/840, W

108-561K-C6FZD/840, W

Technical datasheets of luminaires

I/w/h (mm)
1000 106
1500 106
2010 106
2466 106

" 3012 106
3558 106
4000 106

96

144

192

238

288

334

384

Light distribution

Marks

Power of the Luminous

luminaire (W)flux (Im)

8390

12590

16790

20820

25180

29210

33580

Colour

Temperature

(K)

4000

4000

4000

4000

4000

4000

4000

441332

UGR

18

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

www.halla.eu
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Notes Colour of the e

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the ON/OFF
luminaires DALI

Other type of dimming
Ra 80

Luminaires come complete with all necessary accessories. For assembling luminaires

more, you must purchase a tightening strap to install the luminaires.
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Accessories

Type of installati®Guspended
Light distribution Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 3
n source
I I I ‘ ! I I Connection of theON/OFF
luminaires DALI

Other type of dimming

Ineli is a pendant luminaire with two luminous flulz(ﬁgt?nqg a height B§0/BZO 50 000 hours
only 27 mm, which is best used in an office. The Ineli luminaire with
direct-indirect distribution of light will attract yoWaritanittys low 60 months
aluminium profile which forms the frame of the lighting area. Thanks to

its superior technical features, it can also make every meeting room,
informal café or relaxation zone more pleasant. Power supplied via the
suspension wires without the presence of a power cable provides a

clean and fine detail, which makes this minimalist design of Ineli

luminaire fit easily into all types of interiors. The luminaire can be hung
straight or at any angle, which gives the space an impression of

uniqueness and airiness. In addition, it can be perfectly combined with

the free-standing version, i.e. the Sineli luminaire.
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Luminaire family variants Ineli
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Ineli
Assembly Light distribution
T_LT -
|
I Energy class Marks
A++, A+, A
Code Dimensions Power of the Luminous Colour UGR
[/w/h (mm) luminaire (W) flux (Im) Temperature (K)
235-5711-20GGE/840, W 1194 x 294 x 27 47.2 7000 4000 -
235-5711-20GHE/840, W 1194 x 294 x 27 66.7 9500 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ®C

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Microprisma

Connection of the ON/OFF
luminaires DALI

Ra 80

Luminaires come complete with all necessary accessories.
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Ineli
Assembly Light distribution
5 B
27T /£ \ Energy class Marks
- A++, A+, A
594
I 594
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
235-5011-10GGE/840, W 594 x 594 x 27 47.2 7000 4000 -
235-5011-10GHE/840, W 594 x 594 x 27 66.7 9500 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ®C

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Microprisma

Connection of the ON/OFF
luminaires DALI

Ra 80

Luminaires come complete with all necessary accessories.
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Accessories

Type of installati®Guspended
Light distribution Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 3
source
K V a d O Connection of theON/OFF
luminaires DALI
Lifetime L80/B20 50 000 hours

We were after only one thing when designing the Kvado luminaire:

beauty in simplicity. And so square and rectanguMmarduamityaires wer@0 months
created for pendant or flush-mount direct illumination. The opal

diffuser or microprism housing is framed within an aluminum profile,

adding elegance to the luminaire without compromising design clarity.

In the Kvado family, you can easily choose a square or rectangular
luminaire with a profile height of 70 or 129 mm. In a range of colours

and power versions, flush-mount, wall and pendant models, the Kvado
family of luminaires are ideal for hotel lobbies, entrance halls, offices,

shops and households.

Luminaire family variants Kvado

jl;?‘
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Kvado
Assembly Light distribution
1 e -
-1
ner class arks
70 E gy cl Mark
_T A++, A+, A
W
| | |
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
119-224K-40GEE/840, W 1200 x 350 x 70 34.1 4490 4000 -
119-224K-50GEE/840, W 1500 x 350 x 70 42.6 5610 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the [ NEINS

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency

Ra 80

For pendant assembly, you must order a pendant set containing cables and a ceiling
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Kvado
Assembly Light distribution
T
\ I C [ -
Energy class Marks
A++, A+, A
W
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
119-214K-10GEE/840, W 350 x 350 x 70 12.4 1440 4000 -
119-214K-40GEE/840, W 600 x 600 x 70 34.1 4680 4000 -
119-214K-90GEE/840, W 900 x 900 x 70 76.7 10530 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the [ NEIRS]

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency

Ra 80

For pendant assembly, you must order a pendant set containing cables and a ceiling

www.halla.eu Technical datasheets of luminaires 52/332



N

\\\\~ Ha"a Technical datasheets of luminaires 53/332
Kvado
W_[ Assembly Light distribution

129 7 & w

T Energy class Marks

A++, A+,
1200
L 1200 ———
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature
(K)

14-204K-40GEE/840, W 600 x 600 x 129 36.3 3460 4000 < 2
14-204K-90GEE/840, W 900 x 900 x 129 81.6 7790 4000 < 2
14-204K-16GEE/840, W 1200 x 1200 x 129 145.2 13840 4000 <
14-204K-25GEE/840, W 1500 x 1500 x 129 226.8 24460 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the @0

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF

luminaires DALI

ON/OFF + 1h emergency

Ra 80

For pendant assembly, you must order a pendant set containing cables and a ceiling

www.halla.eu
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Accessories

Code Description

%%wﬁg 00-00331, W suspension set 2000mm, 4 pcs.of wires, cable 4x0,75mm, ceilir
00-00333, W suspension set 2000mm, 4 pcs.of wires, cable 5x0,75mm, ceilir
00-00338, W suspension set 4000mm, 4 pcs.of wires, cable 4x0,75mm, ceilir
00-00340, W suspension set 4000mm, 4 pcs.of wires, cable 5x0,75mm, ceilir
00-00342, W suspension set 6000mm, 4 pcs.of wires, cable 4x0,75mm, ceilir
00-00344, W suspension set 6000mm, 4 pcs.of wires, cable 5x0,75mm, ceilir

Notes Accessories colour

Type of installatidurface, Suspended
Light distribution Direct

Colour of the Black, Anodised, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 2
n source
I ‘ ! g I O Connection of theON/OFF
luminaires DALI

ON/OFF + 1h emergency

We have designed the Legio luminaire in COOperaf_ii?Qtfl\’rri\teh Belgian L80/B20 50 000 hours
eres

designer Serge Cornelissen, who came up with an int ting idea of

two identical luminaires in two different coats. TMWgremamrtynade of 60 months
aluminium profile and aluminium castings painted in white, black or

silver colours. However, they will unmistakably transfer us to geometry
lessons in the third grade of primary school, to which these luminaires

also directly belong, and will in a way be a permitted pull of troubled

pupils in school desks.
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Luminaire family variants Legio
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Legio
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Assembly

[ -

Code

123-501K-20GEE/840, W

123-501K-20GGE/840,

123-501K-25GEE/840,

123-501K-25GGE/840,

123-501K-30GEE/840,

123-501K-30GGE/840,

123-501K-40GEE/840,

123-501K-40GGE/840,

w

W

w

W

w

w

Energy class Marks
A++, A+, A
|
Dimensions Power of the Luminous Colour
I/w/h (mm) luminaire (W)flux (Im) Temperature
(K)

1122 x 0 x O 23.3 2940 4000
1122 x 0 x O 38.8 4530 4000
1403 x 0 x 0 31.1 3950 4000
1403 x 0 x 0 50.8 6080 4000
1683 x 0 x O 38.8 4960 4000
1683 x 0 x O 63.5 7630 4000
2244 x 0 x O 54.4 6970 4000
2244 x 0 x 0 88.9 10730 4000

Light distribution

56/332

UGR

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Light distribution

Marks

\\\\ Ha"a Technical datasheets of luminaires
Notes Colour of the e

luminaires

Colour Temperatur8000 K warm white

4000 K cool white
Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires

Ra 80

Luminaires come complete with all necessary accessories.
Legio

Assembly
: 2000
407 Energy class
—170—]
A++, A+, A
170
|

www.halla.eu Technical datasheets of luminaires
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Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W)flux (Im) Temperature
(K)

123-551K-20GEE/840, W 1122 x 0 x O 23.3 2940 4000 < 22
123-551K-20GGE/840, W 1122 x 0 x O 38.8 4530 4000 < 23
123-551K-25GEE/840, W 1403 x 0 x O 31.1 3950 4000 < 21
123-551K-25GGE/840, W 1403 x 0 x O 50.8 6080 4000 < 23
123-551K-30GEE/840, W 1683 x 0 x O 38.8 4960 4000 < 21
123-551K-30GGE/840, W 1683 x 0 x O 63.5 7630 4000 < 22
123-551K-40GEE/840, W 2244 x 0 x O 54.4 6970 4000 < 21
123-551K-40GGE/840, W 2244 x 0 x O 88.9 10730 4000 < 22

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ® 0

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires
Ra 80

Luminaires come complete with all necessary accessories.
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Halla

Accessories

Type of installati®Guspended
Light distribution Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family LED type Tunable White
-
Connection of theON/OFF
‘ ! I r a luminaires
Lifetime L90/B50 50 000 hours

We have designed lighting that will captivate youWahreamigver Leira6Wimonths
not only win you over with its sleek design but also with the several
ways of regulating the intensity of light. The non-dimmable electronic
ballast version fits into an ever-lit lobby. This luminaire with a button
for dimming is sure to be appreciated, for example at a reception desk.
The motion sensor model ensures automatic dimming in a meeting
room. And for the office? The best option there is the address unit
version that dims on the basis of the detection of people and lights up
all the lights in the room and keeps them perfectly lit for work. For an
impeccable technical rendition, select LED sources, with Tunable
White technology and high-performance TC-L compact fluorescent
lamps with a microscopic optical system. Everything is designed so

that the Leira facilitates work and prolongs eye health.

Luminaire family variants Leira
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Leira

Assembly Light distribution

325 615 —

46:|=|—- ] & ]

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

I/w/h (mm) luminaire (W) flux (Im) Temperature (K)

130-8311-10GEE/840, W 615 x 325 x 1305 73 10330 4000 <
131-8311-10GEE/840, W 615 x 325 x 1305 73 10330 4000 <

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

Notes

www.halla.eu

o0

Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white
2700

Optic system Microprisma

Connection of the ON/OFF

luminaires DALI + sensor
Other type of dimming

Tunable white

80
90

Luminaires come in parts. Their codes are

Technical datasheets of luminair

K - 6500 K Tunable White

specified in the description of the specific

es 61/332
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Leira
Assembly Light distribution
f_325_| |—615—|
Energy class Marks
A++, A+, A
1945
1 —_—,
300! - s00—
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
131-7311-10GEE/840, W 615 x 325 x 1945 73 10330 4000 <
130-7311-10GEE/840, W 615 x 325 x 1945 73 10330 4000 <

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

Notes

www.halla.eu

o0

Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white
2700

Optic system Microprisma

Connection of the ON/OFF

luminaires DALI + sensor
Other type of dimming

Tunable white

80
90

Luminaires come in parts. Their codes are

Technical datasheets of luminaires

K - 6500 K Tunable White

specified in the description of the specific

62/332
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Leira

Assembly Light distribution

325 615 —

46:|=|—- ] & ]

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

I/w/h (mm) luminaire (W) flux (Im) Temperature (K)

131-8211-10GEE/840, W 615 x 325 x 1305 73 10330 4000 <
130-8211-10GEE/840, W 615 x 325 x 1305 73 10330 4000 <

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

Notes

www.halla.eu

o0

Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white
2700

Optic system Microprisma

Connection of the ON/OFF

luminaires DALI + sensor
Other type of dimming

Tunable white

80
90

Luminaires come in parts. Their codes are

Technical datasheets of luminair

K - 6500 K Tunable White

specified in the description of the specific

es 63/332
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Leira
Assembly Light distribution
f_325_| |—615—|
Energy class Marks

A++, A+, A

1945
1 —_—,
300! - s00—
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
130-7211-10GEE/840, W 615 x 325 x 1945 73 10330 4000 <
131-7211-10GEE/840, W 615 x 325 x 1945 73 10330 4000 <

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

Notes Colour of the ®C

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Microprisma

Connection of the ON/OFF
luminaires DALI + sensor

Other type of dimming
Ra 80

Luminaires come in parts. Their codes are specified in the description of the specific

www.halla.eu Technical datasheets of luminaires 64/332
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Leira
Assembly Light distribution
f_325_| |—615—|
Energy class Marks
A++, A+, A
1945
1 —_—,
300! - s00—
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
130-7311-10GXX/840, W 0 x 0 x0 73 10330 4000 -

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white
Ra 0

Luminaires come in parts. Their codes are specified in the description of the specific

www.halla.eu Technical datasheets of luminaires 65/332
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Leira
Assembly Light distribution
325 615 —
46:|=| : ] & -
Energy class Marks
A++, A+, A
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
130-8311-10GXX/840, W 0 x 0 x0 73 10330 4000 -

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white
Ra 0

Luminaires come in parts. Their codes are specified in the description of the specific

www.halla.eu Technical datasheets of luminaires 66/332
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Leira
Assembly Light distribution
325 615 —
46:|=| : ] & -
Energy class Marks
A++, A+, A
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
130-8211-10GXX/840, W 0 x 0 x0 73 10330 4000 -

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white
Ra 0

Luminaires come in parts. Their codes are specified in the description of the specific

www.halla.eu Technical datasheets of luminaires 67/332
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Leira
Assembly Light distribution
f_325_| |—615—|
Energy class Marks
A++, A+, A
1945
1 —_—,
300! - s00—
Code Dimensions Power of the Luminous Colour UGR
I[/w/h (mm) luminaire (W) flux (Im) Temperature (K)
130-7211-10GXX/840, W 0 x 0 x0 73 10330 4000 -

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white
Ra 0

Luminaires come in parts. Their codes are specified in the description of the specific

www.halla.eu Technical datasheets of luminaires 68/332
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Accessories

Family

Technical datasheets of luminaires

Colour of the

luminaires

Material

Light source

MacAdam Light

Type of installatidmee-standing

Light distribution Direct-indirect

White

Colour Temperatu#d®00 K cool white

Aluminium

LED MODUL

2

Connection of theON/OFF

Lina4hb oo

luminaires

Lifetime

Warranty

Luminaire family variants Lina45

www.halla.eu

Technical datasheets of luminaires

DALI + sensor

Other type of dimming
L80/B20 50 000 hours

60 months

69/332

69/332
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Lina4b
Assembly Light distribution
IJ‘| -
Energy class Marks
A++, A+, A
Notes Colour of the L
luminaires
Colour Temperatur&000 K warm white
4000 K cool white
Optic system Plastic louvre low UGR
Connection of the ON/OFF
luminaires DALI
Ra 80
Lina4b
Assembly Light distribution
I = B
Energy class Marks

A++, A+, A

www.halla.eu Technical datasheets of luminaires 70/332



45-501K-20GEE/840,

45-501K-20GEE/830,

45-501K-20GEE/830,

45-501K-20GEE/830,

45-501K-20GEE/840

45-501K-20GEE/840,

45-501K-20GED/840,

45-501K-20GED/830,

45-501K-20GED/830,

45-501K-20GED/830,

45-501K-20GED/840

45-501K-20GED/840,

45-501K-20GGE/840,

45-501K-25GEE/840,

45-501K-25GGE/840,

45-501K-30GEE/840

45-501K-30GGE/840,

45-501K-35GEE/840,

45-501K-35GGE/840,

45-501K-40GEE/840,

45-501K-40GGE/840,

www.halla.eu

Technical datasheets of luminaires

W

W

W

W

W

W

W

W

Dimensions

I/w/h (mm)
1122 45
1122 45
1122 45
1122 45
1122 45
1122 45
1122 45
1122 45
1122 45
1122 45
1122 45
1122 45
1122 45
1403 45
1403 45
1683 45
1683 45

1964

1964

2244

2244

45

45

45

45

58

58

58

58

58

58

58

58

58

58

58

58

58

58

58

58

58

58

58

58

58

Power of theLuminous

luminaire (WHlux (Im)

22

22

22

22

22

22

22

22

22

22

22

22

36

29.

48

36.

60

44

72

51.

84

Technical datasheets of luminaires

2270

2160

2160

2160

2270

2270

2270

2160

2160

2160

2270

2270

3500

3030

4670

3790

5830

4550

7000

5300

8170

Colour

Temperature

(K)

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

71/332

UGR

71/332
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Notes

www.halla.eu

Technical datasheets of luminaires

Colour of the [

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires DALI

ON/OFF + 1h emergency

Other type of dimming

ON/OFF + 3h emergency

Ra 80

Technical datasheets of luminaires

721332

721332
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Accessories

Type of installati®Guspended
Light distribution Direct, Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 2
n source
I I II a 4 5 - S Connection of theON/OFF
luminaires DALI

ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency

Lifetime L80/B20 50 000 hours

Warranty 60 months

Luminaire family variants Lina45-S

www.halla.eu Technical datasheets of luminaires 731332
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Lina45-S

Code

Technical datasheets of luminaires

45S-501K-20GEE/840, W

45S-501K-20GGE/840, W

45S-501K-25GEE/840, W

45S-501K-25GGE/840, W

45S-501K-30GEE/840, W

45S-501K-30GGE/840, W

45S-501K-35GEE/840, W

45S-501K-35GGE/840, W

45S-501K-40GEE/840, W

45S-501K-40GGE/840, W

www.halla.eu

Assembly

o=

Energy class

A++

Dimensions
I/w/h (mm)

1122

1122

1403

1403

1683

1683

1964

1964

2244

2244

A+,

45

45

45

45

45

45

45

45

45

45

58

58

58

58

58

58

58

58

58

58

Light distribution

Marks

Power of theLuminous

luminaire (WYlux (Im)

22

36

29.

48

36.

60

44

72

51.

84

Technical datasheets of luminaires

2270

3500

3030

4670

3790

5830

4550

7000

5300

8170

Colour
Temperature

(K)

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

741332

UGR

< 28

741332
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Notes

www.halla.eu

Technical datasheets of luminaires

Colour of the [

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires DALI

ON/OFF + 1h emergency

Other type of dimming

ON/OFF + 3h emergency

Ra 80

Technical datasheets of luminaires

75/332

75/332



4
W

> Halla

Accessories

O
&, /

Notes

www.halla.eu

Technical datasheets of luminaires

Code

00-00300, N
00-00301, N

00-00302, N

Code

00-00355, K
00-00356, K

00-00357, K

Code

00-00370, W

Description

wire suspension 2000mm
wire suspension 4000mm

wire suspension 6000mm

Description

cable 5x0,75 2000mm
cable 5x0,75 4000mm

cable 5x0,75 6000mm

Description

ceiling cup 80x80x32mm

Accessories colour

Technical

datasheets of luminaires

76/332

76/332
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Type of installaticGuspended
Light distribution Direct, Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 2
u source
I I I l a 8 O Connection of theON/OFF
luminaires DALI

ON/OFF + 1h emergency

Lina80 luminaires with an easy L-Click system feature an elegant ahd'er type of dimming
classic linear design with excellent illumination characteristics witRN/OFF + 3h emergency
both ceiling mounted and suspended versions, aIIO\?/ gmthem to fitl_imﬁBZO 50 000 hours
almost any space. Lina80 lighting is the right solurmn for offices,

business, social and cultural spaces, as well as Wamrr@mdyds and 60 months
restaurants. With Tunable White, you set the white color temperature

according to the time of day. The light thus provides optimal light

helping you to focus on and concentrate on the work.

Luminaire family variants Lina80

|
;

¥

|
;

Lo
L

www.halla.eu Technical datasheets of luminaires 771332
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Lina80

2000

Technical datasheets of luminaires

Assembly

o=

Energy class

A++, A+, A
80
| 1 =
93
i
E =
\ 80
=) |

www.halla.eu

Technical datasheets of luminaires

Light distribution

Marks

781332

781332



11-501K-10GEE/840,

11-501K-10GGE/840,

11-501K-10GHE/840,

11-501K-15GEE/840,

11-501K-15GED/830,

11-501K-15GED/830,

11-501K-15GED/830,

11-501K-15GEE/830,

11-501K-15GEE/830,

11-501K-15GEE/830,

11-501K-15GED/840,

11-501K-15GED/840,

11-501K-15GED/840,

11-501K-15GEE/840,

11-501K-15GEE/840,

11-501K-15GGE/840,

11-501K-15GGD/830,

11-501K-15GGD/830,

11-501K-15GGD/830,

11-501K-15GGE/830,

11-501K-15GGE/830,

11-501K-15GGE/830,

11-501K-15GGD/840,

11-501K-15GGD/840,

11-501K-15GGD/840,

11-501K-15GGE/840,

11-501K-15GGE/840,

11-501K-15GHE/840,

11-501K-15GHD/830,

www.halla.eu

Technical datasheets of luminaires

w

w

w

w

w

Dimensions
[/w/h (mm)

566

566

566

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

847

Technical

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

Power of theLuminous

luminaire (WHlux (Im)

11

18

25.

14.

14.

14.

14.

14.

14.

14.

14.

14.

14.

14.

14.

24

24

24

24

24

24

24

24

24

24

24

24

33.

33.

datasheets of luminaires

1520

2340

3100

2040

1930

1930

1930

1930

1930

1930

2040

2040

2040

2040

2040

3150

2980

2980

2980

2980

2980

2980

3150

3150

3150

3150

3150

4160

3930

Colour
Temperature

(K)

4000

4000

4000

4000

3000

3000

3000

3000

3000

3000

4000

4000

4000

4000

4000

4000

3000

3000

3000

3000

3000

3000

4000

4000

4000

4000

4000

4000

3000

79/332

UGR

79/332

21

21

21

21
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11-501K-15GHD/830, S 847 x 80 x 93 33.6 3930 3000
11-501K-15GHD/830, W 847 x 80 x 93 33.6 3930 3000
11-501K-15GHE/830, B 847 x 80 x 93 33.6 3930 3000
11-501K-15GHE/830, S 847 x 80 x 93 33.6 3930 3000
11-501K-15GHE/830, W 847 x 80 x 93 33.6 3930 3000
11-501K-15GHD/840, B 847 x 80 x 93 33.6 4160 4000
11-501K-15GHD/840, S 847 x 80 x 93 33.6 4160 4000
11-501K-15GHD/840, W 847 x 80 x 93 33.6 4160 4000
11-501K-15GHE/840, B 847 x 80 x 93 33.6 4160 4000
11-501K-15GHE/840, S 847 x 80 x 93 33.6 4160 4000
11-501K-20GEM/830, S 1127 x 80 x 93 21.9 2880 3000
11-501K-20GEM/830, W 1127 x 80 x 93 21.9 2880 3000
11-501K-20GEM3/830, B 1127 x 80 x 93 21.9 2880 3000
11-501K-20GEM3/830, S 1127 x 80 x 93 21.9 2880 3000
11-501K-20GEM3/830, W 1127 x 80 x 93 21.9 2880 3000
11-501K-20GED/840, B 1127 x 80 x 93 21.9 3050 4000
11-501K-20GED/840, S 1127 x 80 x 93 21.9 3050 4000
11-501K-20GED/840, W 1127 x 80 x 93 21.9 3050 4000
11-501K-20GEE/840, B 1127 x 80 x 93 21.9 3050 4000
11-501K-20GEE/840, S 1127 x 80 x 93 21.9 3050 4000
11-501K-20GEM/840, B 1127 x 80 x 93 21.9 3050 4000
11-501K-20GEM/840, S 1127 x 80 x 93 21.9 3050 4000
11-501K-20GEM/840, W 1127 x 80 x 93 21.9 3050 4000
11-501K-20GEM3/840, B 1127 x 80 x 93 21.9 3050 4000
11-501K-20GEM3/840, S 1127 x 80 x 93 21.9 3050 4000
11-501K-20GEM3/840, W 1127 x 80 x 93 21.9 3050 4000
11-501K-20GEE/840, W 1127 x 80 x 93 21.9 3050 4000
11-501K-20GED/830, B 1127 x 80 x 93 21.9 2880 3000
11-501K-20GED/830, S 1127 x 80 x 93 21.9 2880 3000
11-501K-20GED/830, W 1127 x 80 x 93 21.9 2880 3000
11-501K-20GEE/830, B 1127 x 80 x 93 21.9 2880 3000

www.halla.eu Technical datasheets of luminaires 80/332



11-501K-20GEE/830, S
11-501K-20GEM/830, B
11-501K-20GGD/830, B
11-501K-20GGD/830, S
11-501K-20GGD/830, W

11-501K-20GGE/830,

oe]

11-501K-20GGE/830, S

11-501K-20GGE/830, W

11-501K-20GGM/830, B

11-501K-20GGM/830, S

11-501K-20GGM/830, W

11-501K-20GGM3/830, B

11-501K-20G6GM3/830, S

11-501K-20GGM3/830, W

11-501K-20GGD/840, B

11-501K-20GGD/840, S

11-501K-20GGD/840, W

11-501K-20GGE/840, B

11-501K-20GGE/840, S

11-501K-20GGM/840, B

11-501K-20GGM/840, S

11-501K-20GGM/840, W

11-501K-20GGM3/840, B

11-501K-20GGM3/840, S

11-501K-20GGM3/840, W

11-501K-20GGE/840, W

11-501K-20GHD/830, B

11-501K-20GHD/830, S

11-501K-20GHD/830, W

11-501K-20GHE/830, B

11-501K-20GHE/830, S

www.halla.eu

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

1127

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80
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93
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93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

21.

21.

36

36

36

36

36

36

36

36

36

36

36

36

36

36

36

36

36

36

36

36

36

36

36

36

50.

50.

50.

50.

50.
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2880

2880

4440

4440

4440

4440

4440

4440

4440

4440

4440

4440

4440

4440

4690

4690

4690

4690

4690

4690

4690

4690

4690

4690

4690

4690

5870

5870

5870

5870

5870

3000

3000

3000

3000

3000

3000

3000

3000

3000

3000

3000

3000

3000

3000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

3000

3000

3000

3000

3000
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11-501K-20GHE/830, W
11-501K-20GHD/840, B
11-501K-20GHD/840, S
11-501K-20GHD/840, W
11-501K-20GHE/840, B
11-501K-20GHE/840, S
11-501K-20GHE/840, W
11-501K-25GED/830, B
11-501K-25GED/830, S
11-501K-25GED/830, W
11-501K-25GEE/830, B
11-501K-25GEE/830, S
11-501K-25GEE/830, W
11-501K-25GEM/830, B
11-501K-25GEM/830, S
11-501K-25GEM/830, W
11-501K-25GEE/840, W
11-501K-25GEM3/830, B
11-501K-25GEM3/830, S
11-501K-25GEM3/830, W
11-501K-25GED/840, B
11-501K-25GED/840, S
11-501K-25GED/840, W
11-501K-25GEE/840, B
11-501K-25GEE/840, S
11-501K-25GEM/840, B
11-501K-25GEM/840, S
11-501K-25GEM/840, W
11-501K-25GEM3/840, B
11-501K-25GEM3/840, S

11-501K-25GEM3/840, W

www.halla.eu

1127

1127

1127

1127

1127

1127

1127

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

1408

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80
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93
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93

93

93

93

93

93

93

93

93

93

93

93
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50.

50.

50.

50.

50.

50.

50.

29

29

29

29.

29

29

29

29

29

29.

29

29

29

29

29

29.

29

29

29

29

29
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11-501K-25GGD/830, B
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(7]

11-501K-25GGD/830, W

11-501K-25GGE/830, B

11-501K-25GGE/830, S
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11-501K-25GGM/840, S

11-501K-25GGM/840, W

11-501K-25GGM3/840, B

11-501K-25GGM3/840, S

11-501K-25GGM3/840, W

11-501K-25GHE/840, W

11-501K-25GHD/830, B

11-501K-25GHD/830, S
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11-501K-25GHD/840, B
11-501K-25GHD/840, S
11-501K-25GHD/840, W
11-501K-25GHE/840, B
11-501K-25GHE/840, S
11-501K-30GEE/840, W
11-501K-30GED/830, B
11-501K-30GED/830, S
11-501K-30GED/830, W
11-501K-30GEE/830, B
11-501K-30GEE/830, S
11-501K-30GEE/830, W
11-501K-30GEM/830, B
11-501K-30GEM/830, S
11-501K-30GEM/830, W
11-501K-30GEM3/830, B
11-501K-30GEM3/830, S
11-501K-30GEM3/830, W
11-501K-30GED/840, B
11-501K-30GED/840, S
11-501K-30GED/840, W
11-501K-30GEE/840, B
11-501K-30GEE/840, S
11-501K-30GEM/840, B
11-501K-30GEM/840, S
11-501K-30GEM/840, W
11-501K-30GEM3/840, B
11-501K-30GEM3/840, S
11-501K-30GEM3/840, W
11-501K-30GGE/840, W

11-501K-30GGD/830, B
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11-501K-30GGD/830
11-501K-30GGD/830
11-501K-30GGE/830
11-501K-30GGE/830
11-501K-30GGE/830
11-501K-30GGM/830,

11-501K-30GGM/830,

11-501K-30GGM/830, W

11-501K-30GGM3/830, B
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11-501K-30GHE/840,
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11-501K-30GHD/840, W
11-501K-30GHE/840, B
11-501K-30GHE/840, S
11-501K-35GEE/840, W
11-501K-35GED/830, B
11-501K-35GED/830, S
11-501K-35GED/830, W
11-501K-35GEE/830, B
11-501K-35GEE/830, S
11-501K-35GEE/830, W
11-501K-35GEM/830, B
11-501K-35GEM/830, S
11-501K-35GEM/830, W
11-501K-35GEM3/830, B
11-501K-35GEM3/830, S
11-501K-35GEM3/830, W
11-501K-35GED/840, B
11-501K-35GED/840, S
11-501K-35GED/840, W
11-501K-35GEE/840, B
11-501K-35GEE/840, S
11-501K-35GEM/840, B
11-501K-35GEM/840, S
11-501K-35GEM/840, W
11-501K-35GEM3/840, B
11-501K-35GEM3/840, S
11-501K-35GEM3/840, W
11-501K-35GGE/840, W
11-501K-35GGD/830, B
11-501K-35GGD/830, S

11-501K-35GGD/830, W
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11-501K-35GGM/830, S
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11-501K-35GGM/840, S
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11-501K-35GGM3/840, S
11-501K-35GGM3/840, W
11-501K-35GHD/840, B
11-501K-35GHD/840, S
11-501K-35GHD/840, W
11-501K-35GHE/840, B
11-501K-35GHE/840, S
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11-501K-40GED/830, B
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11-501K-40GEE/830, B
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11-501K-40GGM/830, B 2249 x 80 x 93 84 10290 3000 -

11-501K-40GGM/830, S 2249 x 80 x 93 84 10290 3000 -

11-501K-40GGM/830, W 2249 x 80 x 93 84 10290 3000 -

11-501K-40GGM3/830, B 2249 x 80 x 93 84 10290 3000 -

11-501K-40GGM3/830, S 2249 x 80 x 93 84 10290 3000 -

11-501K-40GGM3/830, W 2249 x 80 x 93 84 10290 3000 -

11-501K-40GGD/840, B 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GGD/840, S 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GGD/840, W 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GGE/840, B 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GGE/840, S 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GGM/840, B 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GGM/840, S 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GGM/840, W 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GGM3/840, B 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GGM3/840, S 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GGM3/840, W 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GGE/840, W 2249 x 80 x 93 84 10870 4000 < 2
11-501K-40GHD/830, B 2249 x 80 x 93 117.6 13600 3000 -
11-501K-40GHD/830, S 2249 x 80 x 93 117.6 13600 3000 -
11-501K-40GHD/830, W 2249 x 80 x 93 117.6 13600 3000 -
11-501K-40GHE/830, B 2249 x 80 x 93 117.6 13600 3000 -
11-501K-40GHE/830, S 2249 x 80 x 93 117.6 13600 3000 -
11-501K-40GHE/830, W 2249 x 80 x 93 117.6 13600 3000 -
11-501K-40GHD/840, B 2249 x 80 x 93 117.6 14370 4000 <
11-501K-40GHD/840, S 2249 x 80 x 93 117.6 14370 4000 <
11-501K-40GHD/840, W 2249 x 80 x 93 117.6 14370 4000 <
11-501K-40GHE/840, B 2249 x 80 x 93 117.6 14370 4000 <
11-501K-40GHE/840, S 2249 x 80 x 93 117.6 14370 4000 <
11-501K-40GHE/840, W 2249 x 80 x 93 117.6 14370 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes

Lina80

2000

Technical datasheets of luminaires

Colour of the ®

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency

Ra 80

Luminaires come complete with all necessary accessories.

Assembly

'_L|

Energy class

|-80-| A++, A+, A

www.halla.eu
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Light distribution

Marks
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11-501M-20GEE/830, B

11-501M-20GEE/830, S

11-501M-20GEE/830, W

11-501M-20GEE/840, B

11-501M-20GEE/840, S

11-501M-20GEE/840, W

11-501M-20GED/830, B

11-501M-20GED/830, S

11-501M-20GED/830, W

11-501M-20GED/840, B

11-501M-20GED/840, S

11-501M-20GED/840, W

11-501M-20GGE/830,

oe]

11-501M-20GGE/830, S

11-501M-20GGE/830, W

11-501M-20GGE/840,

w

11-501M-20GGE/840, S

11-501M-20GGE/840, W

11-501M-20GGD/830, B

11-501M-20GGD/830, S

11-501M-20GGD/830, W

11-501M-20GGD/840, B

11-501M-20GGD/840, S

11-501M-20GGD/840, W

11-501M-25GED/840, S

11-501M-25GED/840, W

11-501M-25GEE/830, B

11-501M-25GEE/830, S

11-501M-25GEE/830, W

www.halla.eu

Dimensions

I/w/h (mm)
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80

1408

1408

1408

1408

1408

80

80

80

80

80
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93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

Power of theLuminous Colour

luminaire (Wjlux (Im)

32.

32.

32.

32.

32.

32.

32.

32.

32.

32.

32.

32.

47.

47.

47.

47.

47.

47.

47.

47.

47.

47.

47.

47.

43.

43.

43.

43.

43.
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(K)

4140

4140

4140

4370

4370

4370

4140

4140

4140

4370

4370

4370

5650

5650

5650

5960

5960

5960

5650

5650

5650

5960

5960

5960

5820

5820

5510

5510

5510

Temperature

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

4000

4000

3000

3000

3000

91/332

UGR
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Techn

11-501M-25GEE/840, B
11-501M-25GEE/840, S
11-501M-25GEE/840, W
11-501M-25GED/830, B
11-501M-25GED/830, S
11-501M-25GED/830, W
11-501M-25GED/840, B
11-501M-25GGD/830, B
11-501M-25GGD/830, S
11-501M-25GGD/830, W
11-501M-25GGD/840, B
11-501M-25GGD/840, S
11-501M-25GGD/840, W
11-501M-25GGE/830, B
11-501M-25GGE/830, S
11-501M-25GGE/830, W
11-501M-25GGE/840, B
11-501M-25GGE/840, S

11-501M-25GGE/840, W

ical datasheets of luminaires

1408 x 80 x 93 43.
1408 x 80 x 93 43.
1408 x 80 x 93 43.
1408 x 80 x 93 43.
1408 x 80 x 93 43.
1408 x 80 x 93 43.
1408 x 80 x 93 43.
1408 x 80 x 93 63
1408 x 80 x 93 63
1408 x 80 x 93 63
1408 x 80 x 93 63
1408 x 80 x 93 63
1408 x 80 x 93 63
1408 x 80 x 93 63
1408 x 80 x 93 63
1408 x 80 x 93 63
1408 x 80 x 93 63
1408 x 80 x 93 63
1408 x 80 x 93 63

5820

5820

5820

5510

5510

5510

5820

7530

7530

7530

7950

7950

7950

7530

7530

7530

7950

7950

7950

4000

4000

4000

3000

3000

3000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

92/332

AnThese codes represent white luminaires with chromaticity temperature 4000K and optical alumin

Notes Colour of the

luminaires

o0

Colour Temperatur8000 K warm white

Optic system

Connection o

luminaires

Ra

4000 K cool white

Matt parabolic louvre

f the ON/OFF
DALI

80

The luminaires come with fittings, 2m long suspension, cable and a ceiling cup.

www.halla.eu
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Assembly

o=

Light distribution

Marks

Light distribution

Marks

B i 1)
Energy class
2000
A++, A+, A
4 80
|
N\ 93
|
I
—
\ 80
=) |
| |
Notes Colour of the
luminaires
Colour Temperaturd000 K cool white
R a 0
Luminaires come complete with all necessary accessories.
Lina80
Assembly
IJ‘|
2000
Energy class
|'80‘| A++, A+, A
= |
VALY
|
-
80
> |
[ | |
www.halla.eu Technical datasheets of luminaires
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Notes Colour of the
luminaires
Colour Temperaturd000 K cool white
Optic system Matt parabolic louvre
Ra 0
The luminaires come with fittings, 2m long suspension, cable and a ceiling cup.
Lina80
Assembly Light distribution
fan -
B 5]
Energy class Marks
2000
A++, A+, A
80
L I e
N\ 93
1
I/
.|
\ 80
=) 1

www.halla.eu
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Code Dimensions Power of the Luminous Colour UGR

I/w/h (mm) luminaire (W)flux (Im) Temperature

(K)

11-501B-20GHE/830, B 1127 x 80 x 93 42.2 4930 3000 -
11-501B-20GHE/830, S 1127 x 80 x 93 42.2 4930 3000 -
11-501B-20GHE/830, W 1127 x 80 x 93 42.2 4930 3000 -
11-501B-20GHE/840, B 1127 x 80 x 93 42.2 5220 4000 <
11-501B-20GHE/840, S 1127 x 80 x 93 42.2 5220 4000 <
11-501B-20GHE/840, W 1127 x 80 x 93 42.2 5220 4000 <
11-501B-20GHD/830, B 1127 x 80 x 93 42.2 4930 3000 -
11-501B-20GHD/830, S 1127 x 80 x 93 42.2 4930 3000 -
11-501B-20GHD/830, W 1127 x 80 x 93 42.2 4930 3000 -
11-501B-20GHD/840, B 1127 x 80 x 93 42.2 5220 4000 <
11-501B-20GHD/840, S 1127 x 80 x 93 42.2 5220 4000 <
11-501B-20GHD/840, W 1127 x 80 x 93 42.2 5220 4000 <
11-501B-25GHE/830, B 1408 x 80 x 93 56.3 6580 3000 -
11-501B-25GHE/830, S 1408 x 80 x 93 56.3 6580 3000 -
11-501B-25GHE/830, W 1408 x 80 x 93 56.3 6580 3000 -
11-501B-25GHE/840, B 1408 x 80 x 93 56.3 6970 4000 <
11-501B-25GHE/840, S 1408 x 80 x 93 56.3 6970 4000 <
11-501B-25GHE/840, W 1408 x 80 x 93 56.3 6970 4000 <
11-501B-25GHD/830, B 1408 x 80 x 93 56.3 6580 3000 -
11-501B-25GHD/830, S 1408 x 80 x 93 56.3 6580 3000 -
11-501B-25GHD/830, W 1408 x 80 x 93 56.3 6580 3000 -
11-501B-25GHD/840, B 1408 x 80 x 93 56.3 6970 4000 <
11-501B-25GHD/840, S 1408 x 80 x 93 56.3 6970 4000 <
11-501B-25GHD/840, W 1408 x 80 x 93 56.3 6970 4000 <

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

www.halla.eu Technical datasheets of luminaires 95/332
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Notes

www.halla.eu

Technical datasheets of luminaires

Colour of the [

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma low UGR

Connection of the ON/OFF

luminaires DALI

Ra 80

96/332

The luminaires come with fittings, 2m long suspension, cable and a ceiling cup.
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Accessories

Ha"a Technical datasheets of luminaires 97/332

Type of installatiduspended
Light distribution Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 2
n source
I I Il a 8 O - S Connection of theON/OFF
luminaires DALI
Lifetime L90/B50 50 000 hours

Lina80-S luminaires are available in both ceiling mounted and

suspended versions, including the illuminated coMiarraagiynents. 60 months
Lina80-S system luminaire can be used to create different shapes or

long lines, with special joints that prevent any light to shine through,
creating thus a seamless visual effect, suitable for small offices as well

as big halls.

Luminaire family variants Lina80-S

www.halla.eu Technical datasheets of luminaires 97/332
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Lina80-S

Assembly Light distribution

n ] B

—' Energy class Marks

93 A++, A+, A

/4
-
80
v/ -

www.halla.eu Technical datasheets of luminaires 98/332



11S-501K-10GEE/840

11S-501K-10GGE/840,

11S-501K-10GHE/840,

11S-501K-15GEE/840

11S-501K-15GGE/840

11S-501K-15GHE/840,

11S-501K-20GEE/840

11S-501K-20GGE/840,

11S-501K-20GHE/840,

11S-501K-25GEE/840

11S-501K-25GGE/840

11S-501K-25GHE/840,

11S-501K-30GEE/840

11S-501K-30GGE/840,

11S-501K-30GHE/840,

11S-501K-35GEE/840

11S-501K-35GGE/840

11S-501K-35GHE/840,

11S-501K-40GEE/840

11S-501K-40GGE/840,

11S-501K-40GHE/840,

W

W

W

W

w

W

W

W

W

W

w

W

W

W

W

W

w

W

W

W

W

Dimensions
I/w/h (mm)

561 x

561 x

561 x

842 x

842 x

842 x

1122

1122

1122

1403

1403

1403

1683

1683

1683

1964

1964

1964

2244

2244

2244

X

X

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93
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Power of theLuminous Colour

luminaire (WJ¥lux (Im)

11

18

25.2

14.6

24

33.6

21.9

36

50.4

29.2

48

67.2

36.5

60

84

43.8

72

100.8

51.1

84

117.6

(K)

1520

2340

3100

2040

3150

4160

3050

4690

6200

4050

6240

8240

5050

7780

10280

6060

9330

12330

7060

10870

14370

Temperature

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

99/332

UGR

< 27

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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End caps, cups, supply cable, and wire suspension for luminaires must be ordered se|

systems, please order the respective number of couplers, disassembly sets, or a supr

\\\\ Ha"a Technical datasheets of luminaires
Notes Colour of the e
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency
Ra 80
systems.
Lina80-S
Assembly
613 ™
A++, A+,
o raﬂ_
—
© Bl
{ \913

www.halla.eu

Technical datasheets of luminaires

Energy class

Light distribution

Marks
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Code Dimensions Power of theLuminous Colour UGR
I/w/h (mm) luminaire (WXlux (Im) Temperature
(K)

11S-521K-20GEE/840, W 613 x 613 x 93 21.9 3050 4000 <
11S-521K-20GEE/830, B 613 x 613 x 93 21.9 2880 3000 -
11S-521K-20GEE/830, S 613 x 613 x 93 21.9 2880 3000 -
11S-521K-20GEE/830, W 613 x 613 x 93 21.9 2880 3000 -
11S-521K-20GEE/840, B 613 x 613 x 93 21.9 3050 4000 <
11S-521K-20GEE/840, S 613 x 613 x 93 21.9 3050 4000 <
11S-521K-20GGE/840, W 613 x 613 x 93 36 4690 4000 < 2
11S-521K-20GGE/830, B 613 x 613 x 93 36 4440 3000 -
11S-521K-20GGE/830, S 613 x 613 x 93 36 4440 3000 -
11S-521K-20GGE/830, W 613 x 613 x 93 36 4440 3000 -
11S-521K-20GGE/840, B 613 x 613 x 93 36 4690 4000 < 2
11S-521K-20GGE/840, S 613 x 613 x 93 36 4690 4000 < 2
11S-521K-20GHE/840, W 613 x 613 x 93 50.4 6200 4000 <
11S-521K-20GHE/830, B 613 x 613 x 93 50.4 5870 3000 -
11S-521K-20GHE/830, S 613 x 613 x 93 50.4 5870 3000 -
11S-521K-20GHE/830, W 613 x 613 x 93 50.4 5870 3000 -
11S-521K-20GHE/840, B 613 x 613 x 93 50.4 6200 4000 <
11S-521K-20GHE/840, S 613 x 613 x 93 50.4 6200 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

www.halla.eu Technical datasheets of luminaires 101/332
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Notes Colour of the e

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires DALI
Ra 80

End caps, cups, supply cable, and wire suspension for luminaires must be ordered se|
systems, please order the respective number of couplers, disassembly sets, or a supr
systems.

www.halla.eu Technical datasheets of luminaires 102/332
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Accessories

Code Description
S -

@’ " 00-00200, N straight connector

-
Code Description

= O 00-00300, N wire suspension 2000mm

‘/f 00-00301, N wire suspension 4000mm
00-00302, N wire suspension 6000mm
Code Description
00-00352, K cable 3x0,75 2000mm
00-00355, K cable 5x0,75 2000mm
00-00356, K cable 5x0,75 4000mm
00-00357, K cable 5x0,75 6000mm
00-00358, K cable 3x0,75 4000mm
00-00360, K cable 3x0,75 6000mm
Code Description
00-00370, W ceiling cup 80x80x32mm

Notes Accessories colour

Code Description

4«] P 00-01200, F Accessory for gear-tray release

www.halla.eu Technical datasheets of luminaires 103/332



4
W

> Halla

\)
£

Notes

-
%
-l s

Notes

Notes

Notes
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Code Description

00-20101, W 2xend cap - metal, 5-conductor terminal box, grommet; Lipo80/

Accessories colour

Code Description

00-20103, W 2xend cap - plastic, 5-conductor terminal box, grommet; Lipo8(

Accessories colour

Code Description

00-20700, W 2 pcs of wall fastening Lipo/Lina

Accessories colour

Code Description

00-51300, W set for suspension into 3-phase track, non-dimmable luminaire:

Accessories colour

Technical datasheets of luminaires 104/332
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Code Description
& €
';%:—- 00-51301, W set for suspension into 3-phase track, dimmable luminaires
Notes Accessories colour
Code Description
132-50201, F straight connector (for dimmable lum.)

Type of installaticGuspended
Light distribution Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 2
n source
I I p O 3 5 Connection of theON/OFF
luminaires DALI
Lifetime L90/B50 50 000 hours
Warranty 60 months

www.halla.eu Technical datasheets of luminaires 105/332
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Luminaire family variants Lipo35
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Lipo35
Assembly
'J_|
2000
Energy class
-3?|
/i -
—| A++, A+, A
K |60 75
) - _l

¥

)

www.halla.eu
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Code Dimensions Power of theLuminous Colour UGR

[/w/h (mm) luminaire (WHlux (Im) Temperature

(K)

35-550K-10GEE/840, W 561 x 37 x 75 7.7 970 4000 <
35-550K-10GEE/830, B 561 x 37 x 75 7.7 920 3000 -
35-550K-10GEE/830, S 561 x 37 x 75 7.7 920 3000 -
35-550K-10GEE/830, W 561 x 37 x 75 7.7 920 3000 -
35-550K-10GEE/840, B 561 x 37 x 75 7.7 970 4000 <
35-550K-10GEE/840, S 561 x 37 x 75 7.7 970 4000 <
35-550K-10GED/840, W 561 x 37 x 75 7.7 970 4000 <
35-550K-10GED/830, B 561 x 37 x 75 7.7 920 3000 -
35-550K-10GED/830, S 561 x 37 x 75 7.7 920 3000 -
35-550K-10GED/830, W 561 x 37 x 75 7.7 920 3000 -
35-550K-10GED/840, B 561 x 37 x 75 7.7 970 4000 <
35-550K-10GED/840, S 561 x 37 x 75 7.7 970 4000 <
35-550K-10GGE/840, W 561 x 37 x 75 11 1330 4000
35-550K-10GGE/830, B 561 x 37 x 75 11 1260 3000
35-550K-10GGE/830, S 561 x 37 x 75 11 1260 3000
35-550K-10GGE/830, W 561 x 37 x 75 11 1260 3000
35-550K-10GGE/840, B 561 x 37 x 75 11 1330 4000
35-550K-10GGE/840, S 561 x 37 x 75 11 1330 4000
35-550K-10GGD/840, W 561 x 37 x 75 11 1330 4000
35-550K-10GGD/830, B 561 x 37 x 75 11 1260 3000
35-550K-10GGD/830, S 561 x 37 x 75 11 1260 3000
35-550K-10GGD/830, W 561 x 37 x 75 11 1260 3000
35-550K-10GGD/840, B 561 x 37 x 75 11 1330 4000
35-550K-10GGD/840, S 561 x 37 x 75 11 1330 4000
35-550K-15GED/840, S 842 x 37 x 75 11.6 1460 4000
35-550K-15GEE/840, W 842 x 37 x 75 11.6 1460 4000
35-550K-15GEE/830, B 842 x 37 x 75 11.6 1380 3000
35-550K-15GEE/830, S 842 x 37 x 75 11.6 1380 3000
35-550K-15GEE/830, W 842 x 37 x 75 11.6 1380 3000

www.halla.eu Technical datasheets of luminaires 108/332
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35-550K-15GEE/840, B 842 x 37 x 75 11.6 1460 4000
35-550K-15GEE/840, S 842 x 37 x 75 11.6 1460 4000
35-550K-15GED/840, W 842 x 37 x 75 11.6 1460 4000
35-550K-15GED/830, B 842 x 37 x 75 11.6 1380 3000
35-550K-15GED/830, S 842 x 37 x 75 11.6 1380 3000
35-550K-15GED/830, W 842 x 37 x 75 11.6 1380 3000
35-550K-15GED/840, B 842 x 37 x 75 11.6 1460 4000
35-550K-15GGD/840, W 842 x 37 x 75 16.5 2000 4000 <
35-550K-15GGD/830, B 842 x 37 x 75 16.5 1900 3000
35-550K-15GGD/830, S 842 x 37 x 75 16.5 1900 3000
35-550K-15GGD/830, W 842 x 37 x 75 16.5 1900 3000
35-550K-15GGD/840, B 842 x 37 x 75 16.5 2000 4000 <
35-550K-15GGD/840, S 842 x 37 x 75 16.5 2000 4000 <
35-550K-15GGE/840, W 842 x 37 x 75 16.5 2000 4000 <
35-550K-15GGE/830, B 842 x 37 x 75 16.5 1900 3000
35-550K-15GGE/830, S 842 x 37 x 75 16.5 1900 3000
35-550K-15GGE/830, W 842 x 37 x 75 16.5 1900 3000
35-550K-15GGE/840, B 842 x 37 x 75 16.5 2000 4000 <
35-550K-15GGE/840, S 842 x 37 x 75 16.5 2000 4000 <
35-550K-20GEE/840, W 1122 x 37 x 75 15.5 1950 4000
35-550K-20GEE/830, B 1122 x 37 x 75 15.5 1850 3000
35-550K-20GEE/830, S 1122 x 37 x 75 15.5 1850 3000
35-550K-20GEE/830, W 1122 x 37 x 75 15.5 1850 3000
35-550K-20GEE/840, B 1122 x 37 x 75 15.5 1950 4000
35-550K-20GEE/840, S 1122 x 37 x 75 15.5 1950 4000
35-550K-20GED/840, W 1122 x 37 x 75 15.5 1950 4000
35-550K-20GED/830, B 1122 x 37 x 75 15.5 1850 3000
35-550K-20GED/830, S 1122 x 37 x 75 15.5 1850 3000
35-550K-20GED/830, W 1122 x 37 x 75 15.5 1850 3000
35-550K-20GED/840, B 1122 x 37 x 75 15.5 1950 4000
35-550K-20GED/840, S 1122 x 37 x 75 15.5 1950 4000
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35-550K-20GGE/840,
35-550K-20GGE/830,
35-550K-20GGE/830,
35-550K-20GGE/830,
35-550K-20GGE/840,
35-550K-20GGE/840,
35-550K-20GGD/840

35-550K-20GGD/830

35-550K-20GGD/830

35-550K-20GGD/830,
35-550K-20GGD/840

35-550K-20GGD/840

35-550K-25GEE/840,
35-550K-25GEE/830,
35-550K-25GEE/830,
35-550K-25GEE/830,
35-550K-25GEE/840,
35-550K-25GEE/840,
35-550K-25GED/840,
35-550K-25GED/830,
35-550K-25GED/830,
35-550K-25GED/830,
35-550K-25GED/840,
35-550K-25GED/840,
35-550K-25GGE/840,
35-550K-25GGE/830,
35-550K-25GGE/830,
35-550K-25GGE/830,
35-550K-25GGE/840,
35-550K-25GGE/840,

35-550K-25GGD/840
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W
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1122

1122

1122

1122

1122

1122

1122

1122

1122

1122

1122

1122

1403

1403

1403

1403

1403

1403

1403

1403

1403

1403

1403

1403

1403

1403
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19.
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19.
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19.

27.
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27.
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27.
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2530

2530

2530

2670
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2670

2530

2530
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2670

2670

2440

2310

2310

2310

2440

2440

2440

2310

2310

2310

2440

2440

3340

3160

3160

3160

3340

3340

3340
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3000
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4000

4000
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4000
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35-550K-25GGD/830, B
35-550K-25GGD/830, S
35-550K-25GGD/830, W
35-550K-25GGD/840, B
35-550K-25GGD/840, S
35-550K-30GED/830, B
35-550K-30GED/830, S
35-550K-30GED/830, W
35-550K-30GED/840, B
35-550K-30GED/840, S
35-550K-30GEE/840, W
35-550K-30GEE/830, B
35-550K-30GEE/830, S
35-550K-30GEE/830, W
35-550K-30GEE/840, B
35-550K-30GEE/840, S
35-550K-30GED/840, W
35-550K-30GGD/840, W
35-550K-30GGD/830, B
35-550K-30GGD/830, S
35-550K-30GGD/830, W
35-550K-30GGD/840, B
35-550K-30GGD/840, S
35-550K-30GGE/840, W
35-550K-30GGE/830, B
35-550K-30GGE/830, S
35-550K-30GGE/830, W
35-550K-30GGE/840, B
35-550K-30GGE/840, S
35-550K-35GED/840, W

35-550K-35GED/830, B
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1403

1403

1403

1403

1683

1683

1683

1683

1683

1683

1683

1683
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1683
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1683

1683
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1683
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37
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27.
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23.

23.

23.

23.

23.

23.

23.

23.

23.

23.

23.

33

33

33.

33.

33.

33.

33

33

33.

33.

33.

33.

27
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3160

3160

3160

3340

3340

2770

2770

2770

2930

2930

2930

2770

2770

2770

2930

2930

2930

4010

3790

3790

3790

4010

4010

4010

3790

3790

3790

4010

4010

3420

3230

3000

3000

3000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000
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111/332
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35-550K-35GED/830, S
35-550K-35GED/830, W
35-550K-35GED/840, B
35-550K-35GED/840, S
35-550K-35GEE/840, W
35-550K-35GEE/830, B
35-550K-35GEE/830, S
35-550K-35GEE/830, W
35-550K-35GEE/840, B
35-550K-35GEE/840, S
35-550K-35GGD/840, W
35-550K-35GGD/830, B
35-550K-35GGD/830, S
35-550K-35GGD/830, W
35-550K-35GGD/840, B
35-550K-35GGD/840, S
35-550K-35GGE/840, W
35-550K-35GGE/830, B
35-550K-35GGE/830, S
35-550K-35GGE/830, W

35-550K-35GGE/840,

o]

35-550K-35GGE/840, S

35-550K-40GED/840, W

35-550K-40GED/830, B

35-550K-40GED/830, S

35-550K-40GED/830, W

35-550K-40GED/840, B

35-550K-40GED/840, S

35-550K-40GEE/840, W

35-550K-40GEE/830, B

35-550K-40GEE/830, S
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1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

2244

2244

2244

2244

2244

2244

2244

2244

2244
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37

37

37
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37
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37

37

37
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38.

38.

38.
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38.
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3230

3230

3420

3420

3420

3230

3230

3230

3420

3420

4670

4430

4430

4430

4670

4670

4670

4430

4430

4430

4670

4670

3900

3700

3700

3700

3900

3900

3900

3700

3700
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3000

3000
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35-550K-40GEE/830, W
35-550K-40GEE/840, B
35-550K-40GEE/840, S
35-550K-40GGD/840, W
35-550K-40GGD/830, B
35-550K-40GGD/830, S
35-550K-40GGD/830, W
35-550K-40GGD/840, B
35-550K-40GGD/840, S
35-550K-40GGE/840, W

35-550K-40GGE/830,

@

35-550K-40GGE/830, S

35-550K-40GGE/830, W

35-550K-40GGE/840, B

35-550K-40GGE/840, S

35-550K-50GED/840, W

35-550K-50GED/830, B

35-550K-50GED/830, S

35-550K-50GED/830, W

35-550K-50GED/840, B

35-550K-50GED/840, S

35-550K-50GEE/840, W

35-550K-50GEE/830, B

35-550K-50GEE/830, S

35-550K-50GEE/830, W

35-550K-50GEE/840, B

35-550K-50GEE/840, S

35-550K-50GGD/840, W

35-550K-50GGD/830, B

35-550K-50GGD/830, S

35-550K-50GGD/830, W
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3900

3900

5340

5060
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5060

5340

5340

4880

4620

4620

4620

4880
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35-550K-50GGD/840

35-550K-50GGD/840

35-550K-50GGE/840,
35-550K-50GGE/830,
35-550K-50GGE/830,
35-550K-50GGE/830,
35-550K-50GGE/840,
35-550K-50GGE/840,
35-550K-60GED/840,
35-550K-60GED/830,
35-550K-60GED/830,
35-550K-60GED/830,
35-550K-60GED/840,
35-550K-60GED/840,
35-550K-60GEE/840,
35-550K-60GEE/830,
35-550K-60GEE/830,
35-550K-60GEE/830,
35-550K-60GEE/840,
35-550K-60GEE/840,
35-550K-60GGD/840

35-550K-60GGD/830,
35-550K-60GGD/830

35-550K-60GGD/830

35-550K-60GGD/840

35-550K-60GGD/840

35-550K-60GGE/840,
35-550K-60GGE/830,
35-550K-60GGE/830,
35-550K-60GGE/830,

35-550K-60GGE/840,
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6680

6680

6330
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6680

5860

5550

5550
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5860
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5860

5550

5550
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5860

5860

8020

7590

7590

7590
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7590
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35-550K-60GGE/840, S 3366 x 37 x 75 66.1 8020 4000 <
35-550K-80GED/840, W 4488 x 37 x 75 61.8 7810 4000 <
35-550K-80GED/830, B 4488 x 37 x 75 61.8 7400 3000 -
35-550K-80GED/830, S 4488 x 37 x 75 61.8 7400 3000 -
35-550K-80GED/830, W 4488 x 37 x 75 61.8 7400 3000 -
35-550K-80GED/840, B 4488 x 37 x 75 61.8 7810 4000 <
35-550K-80GED/840, S 4488 x 37 x 75 61.8 7810 4000 <
35-550K-80GEE/840, W 4488 x 37 x 75 61.8 7810 4000 <
35-550K-80GEE/830, B 4488 x 37 x 75 61.8 7400 3000 -
35-550K-80GEE/830, S 4488 x 37 x 75 61.8 7400 3000 -
35-550K-80GEE/830, W 4488 x 37 x 75 61.8 7400 3000 -
35-550K-80GEE/840, B 4488 x 37 x 75 61.8 7810 4000 <
35-550K-80GEE/840, S 4488 x 37 x 75 61.8 7810 4000 <
35-550K-80GGD/840, W 4488 x 37 x 75 88.2 10690 4000 <
35-550K-80GGD/830, B 4488 x 37 x 75 88.2 10120 3000 -
35-550K-80GGD/830, S 4488 x 37 x 75 88.2 10120 3000 -
35-550K-80GGD/830, W 4488 x 37 x 75 88.2 10120 3000 -
35-550K-80GGD/840, B 4488 x 37 x 75 88.2 10690 4000 <
35-550K-80GGD/840, S 4488 x 37 x 75 88.2 10690 4000 <
35-550K-80GGE/840, W 4488 x 37 x 75 88.2 10690 4000 <
35-550K-80GGE/830, B 4488 x 37 x 75 88.2 10120 3000 -
35-550K-80GGE/830, S 4488 x 37 x 75 88.2 10120 3000 -
35-550K-80GGE/830, W 4488 x 37 x 75 88.2 10120 3000 -
35-550K-80GGE/840, B 4488 x 37 x 75 88.2 10690 4000 <
35-550K-80GGE/840, S 4488 x 37 x 75 88.2 10690 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

www.halla.eu Technical datasheets of luminaires 115/332
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Notes

Lipo35

Technical datasheets of luminaires

Colour of the ®

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the ON/OFF

luminaires DALI

Ra 80

Luminaires come complete with all necessary accessories.

Assembly

'_L|

Energy class

37

A++, A+, A
\H ~ ] 60

\ 37

www.halla.eu
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Light distribution

Marks

116/332

116/332



35-500K-10GEE/840, W

35-500K-10GEE/830, B

35-500K-10GEE/830, S

35-500K-10GEE/830, W

35-500K-10GEE/840, B

35-500K-10GEE/840, S

35-500K-10GED/840, W

35-500K-10GED/830, B

35-500K-10GED/830, S

35-500K-10GED/830, W

35-500K-10GED/840, B

35-500K-10GED/840, S

35-500K-10GGE/840, W

35-500K-10GGE/830, B

35-500K-10GGE/830, S

35-500K-10GGE/830, W

35-500K-10GGE/840, B

35-500K-10GGE/840,

wn

35-500K-10GGD/840, W

35-500K-10GGD/830, B

35-500K-10GGD/830, S

35-500K-10GGD/830, W

35-500K-10GGD/840, B

35-500K-10GGD/840, S

35-500K-15GGE/840, W

35-500K-15GGE/830, B

35-500K-15GGE/830, S

35-500K-15GGE/830, W

35-500K-15GGE/840, B

www.halla.eu

Dimensions
I[/w/h (mm)

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

842 x 37 x

842 x 37 x

842 x 37 x

842 x 37 x

842 x 37 x
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60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

Power of theLuminous

luminaire (WHlux (Im)

11

11

11

11

11

11

11

11

11

11

11

11

16.

16.

16.

16.

16.
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720

690

690

690

720

720

720

690

690

690

720

720

990

940

940

940

990

990

990

940

940

940

990

990

1490

1410

1410

1410

1490

Colour

Temperature

(K)

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

117/332

UGR

117/332



35-500K-15GGE/840, S
35-500K-15GGD/840, W
35-500K-15GGD/830, B
35-500K-15GGD/830, S
35-500K-15GGD/830, W
35-500K-15GGD/840, B
35-500K-15GGD/840, S
35-500K-15GEE/840, W
35-500K-15GEE/830, B
35-500K-15GEE/830, S
35-500K-15GEE/830, W
35-500K-15GEE/840, B
35-500K-15GEE/840, S
35-500K-15GED/840, W
35-500K-15GED/830, B
35-500K-15GED/830, S
35-500K-15GED/830, W
35-500K-15GED/840, B
35-500K-15GED/840, S
35-500K-20GED/840, W
35-500K-20GED/830, B
35-500K-20GED/830, S
35-500K-20GED/830, W
35-500K-20GED/840, B
35-500K-20GED/840, S
35-500K-20GEE/840, W
35-500K-20GEE/830, B
35-500K-20GEE/830, S
35-500K-20GEE/830, W
35-500K-20GEE/840, B

35-500K-20GEE/840, S

www.halla.eu

Ha"a Technical datasheets

842

842
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1122 x 37 x 60

1122

1122

1122

1122

1122

1122

1122

1122

1122

1122

1122

x 37

x 37

x 37

x 37

x 37

x 37

x 37

x 37

x 37

x 37

x 37

60
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60

60

60

60

60

60

60

16.

16.

16.

16.

16.

16.

16.

11.

11.

11.

11.

11.

11.

11.

11.

11.

11.

11.

11.

15.

15.

15.

15.

15.

15.

15.

15.

15.

15.

15.
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1490
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1090

1030

1030

1030
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1030

1030

1030

1090

1090

1450

1380

1380

1380

1450

1450

1450

1380

1380

1380

1450

1450

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000
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4000

4000

4000
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3000

3000
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35-500K-20GGD/840
35-500K-20GGD/830
35-500K-20GGD/830
35-500K-20GGD/830,
35-500K-20GGD/840
35-500K-20GGD/840
35-500K-20GGE/840,
35-500K-20GGE/830,
35-500K-20GGE/830,
35-500K-20GGE/830,
35-500K-20GGE/840,
35-500K-20GGE/840,
35-500K-25GED/840,
35-500K-25GED/830,
35-500K-25GED/830,
35-500K-25GED/830,
35-500K-25GED/840,
35-500K-25GED/840,
35-500K-25GEE/840,
35-500K-25GEE/830,
35-500K-25GEE/830,
35-500K-25GEE/830,
35-500K-25GEE/840,
35-500K-25GEE/840,
35-500K-25GGD/840
35-500K-25GGD/830
35-500K-25GGD/830
35-500K-25GGD/830,
35-500K-25GGD/840
35-500K-25GGD/840

35-500K-25GGE/840,
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W

W

@

W

W

1122

1122

1122

1122

1122

1122

1122

1122

1122

1122

1122

1122

1403

14083

1403

1403

1403

1403

1403

14083

1403

1403

1403

1403

1403

14083

1403

1403

1403

1403

1403

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

22

22

22

22

22

22

22

22

22

22

22

22

19.

19.

19.

19.

19.

19.

19.

19.

19.

19.

19.

19.

27.

27.

27.

27.

27.

27.

27.
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1990

1880

1880

1880

1990

1990

1990

1880

1880

1880

1990

1990

1820

1720

1720

1720

1820

1820

1820

1720

1720

1720

1820

1820

2490

2360

2360

2360

2490

2490

2490

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

119/332
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35-500K-25GGE/830, B
35-500K-25GGE/830, S
35-500K-25GGE/830, W
35-500K-25GGE/840, B
35-500K-25GGE/840, S
35-500K-30GED/840, W
35-500K-30GED/830, B
35-500K-30GED/830, S
35-500K-30GED/830, W
35-500K-30GED/840, B
35-500K-30GED/840, S
35-500K-30GEE/840, W
35-500K-30GEE/830, B
35-500K-30GEE/830, S
35-500K-30GEE/830, W
35-500K-30GEE/840, B
35-500K-30GEE/840, S
35-500K-30GGD/840, W
35-500K-30GGD/830, B
35-500K-30GGD/830, S
35-500K-30GGD/830, W
35-500K-30GGD/840, B
35-500K-30GGD/840, S
35-500K-30GGE/840, W
35-500K-30GGE/830, B
35-500K-30GGE/830, S
35-500K-30GGE/830, W
35-500K-30GGE/840, B
35-500K-30GGE/840, S
35-500K-35GED/840, W

35-500K-35GED/830, B
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14083

14083

1403

1403

1403

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1683

1964

1964

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37
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60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

27.

27.

27.

27.

27.

23

23

23

23

23

23.

23

23

23

23

23

23.

33

33

33

33.

33.

33.

33

33

33

33.

33.

33.

27
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2360

2360

2360

2490

2490

2180

2070

2070

2070

2180

2180

2180

2070

2070

2070

2180

2180

2990

2830

2830

2830

2990

2990

2990

2830

2830

2830

2990

2990

2550

2410

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000
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35-500K-35GED/830, S
35-500K-35GED/830, W
35-500K-35GED/840, B
35-500K-35GEE/840, W
35-500K-35GEE/830, B
35-500K-35GEE/830, S
35-500K-35GEE/830, W
35-500K-35GEE/840, B
35-500K-35GEE/840, S
35-500K-35GED/840, S
35-500K-35GGE/840, W
35-500K-35GGE/830, B
35-500K-35GGE/830, S
35-500K-35GGE/830, W
35-500K-35GGE/840, B

35-500K-35GGE/840,

(7]

35-500K-35GGD/840, W

35-500K-35GGD/830, B

35-500K-35GGD/830, S

35-500K-35GGD/830, W

35-500K-35GGD/840, B

35-500K-35GGD/840, S

35-500K-40GEE/840, W

35-500K-40GEE/830, B

35-500K-40GEE/830, S

35-500K-40GEE/830, W

35-500K-40GEE/840, B

35-500K-40GEE/840, S

35-500K-40GED/840, W

35-500K-40GED/830, B

35-500K-40GED/830, S
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1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

1964

2244

2244

2244

2244

2244

2244

2244

2244

2244

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37
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60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

27

27

27

27

27

27

27

27

27

27

38.

38.

38.

38.

38.

38.

38.

38.

38.

38.

38.

38.

30.

30.

30.

30.

30.

30.

30.

30.

30.
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2410

2410

2550

2550

2410

2410

2410

2550

2550

2550

3490

3300

3300

3300

3490

3490

3490

3300

3300

3300

3490

3490

2910

2760

2760

2760

2910

2910

2910

2760

2760

3000

3000

4000

4000

3000

3000

3000

4000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000
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35-500K-40GED/830,
35-500K-40GED/840,
35-500K-40GED/840,
35-500K-40GGE/840,
35-500K-40GGE/830,
35-500K-40GGE/830,
35-500K-40GGE/830,
35-500K-40GGE/840,
35-500K-40GGE/840,
35-500K-40GGD/840,
35-500K-40GGD/830

35-500K-40GGD/830

35-500K-40GGD/830

35-500K-40GGD/840

35-500K-40GGD/840

35-500K-50GEE/840,
35-500K-50GEE/830,
35-500K-50GEE/830,
35-500K-50GEE/830,
35-500K-50GEE/840,
35-500K-50GEE/840,
35-500K-50GED/840,
35-500K-50GED/830,
35-500K-50GED/830,
35-500K-50GED/830,
35-500K-50GED/840,
35-500K-50GED/840,
35-500K-50GGE/840,
35-500K-50GGE/830,
35-500K-50GGE/830,

35-500K-50GGE/830,
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2244

2244

2244

2244

2244

2244

2244

2244

2244

2244

2244

2244

2244

2244

2244

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

30.

30.

30.

44

44,

44,

44,

44.

44.

44

44,

44,

44,

44.

44.

38.

38.

38

38

38

38.

38.

38.

38

38

38

38.

55.

55.

55

55
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2760

2910

2910

3980

3770

3770

3770

3980

3980

3980

3770

3770

3770

3980

3980

3640

3450

3450

3450

3640

3640

3640

3450

3450

3450

3640

3640

4980

4720

4720

4720

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000
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35-500K-50GGE/840,
35-500K-50GGE/840,
35-500K-50GGD/840
35-500K-50GGD/830,
35-500K-50GGD/830
35-500K-50GGD/830
35-500K-50GGD/840
35-500K-50GGD/840
35-500K-60GEE/840
35-500K-60GEE/830
35-500K-60GEE/830
35-500K-60GEE/830
35-500K-60GEE/840,
35-500K-60GEE/840
35-500K-60GED/840
35-500K-60GED/830
35-500K-60GED/830
35-500K-60GED/830
35-500K-60GED/840,
35-500K-60GED/840
35-500K-60GGE/840,
35-500K-60GGE/830
35-500K-60GGE/830
35-500K-60GGE/830,
35-500K-60GGE/840,
35-500K-60GGE/840,
35-500K-60GGD/840
35-500K-60GGD/830,
35-500K-60GGD/830
35-500K-60GGD/830

35-500K-60GGD/840
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S

W

B

S

W
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2805

2805

2805

2805

2805

2805

2805

2805

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

3366

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

37

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

60

55

55

55.

55.

55.

55

55

55

46.

46.

46.

46.

46.

46.

46.

46.

46.

46.

46.

46.

66.

66.

66.

66.

66.

66.

66.

66.

66.

66.

66.
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4980

4980

4980

4720

4720

4720

4980

4980

4370

4140

4140

4140

4370

4370

4370

4140

4140

4140

4370

4370

5980

5660

5660

5660

5980

5980

5980

5660

5660

5660

5980

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000
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35-500K-60GGD/840, S 3366 x 37 x 60 66.1 5980 4000 <
35-500K-80GEE/840, W 4488 x 37 x 60 61.8 5820 4000 <
35-500K-80GEE/830, B 4488 x 37 x 60 61.8 5520 3000 -
35-500K-80GEE/830, S 4488 x 37 x 60 61.8 5520 3000 -
35-500K-80GEE/830, W 4488 x 37 x 60 61.8 5520 3000 -
35-500K-80GEE/840, B 4488 x 37 x 60 61.8 5820 4000 <
35-500K-80GEE/840, S 4488 x 37 x 60 61.8 5820 4000 <
35-500K-80GED/840, W 4488 x 37 x 60 61.8 5820 4000 <
35-500K-80GED/830, B 4488 x 37 x 60 61.8 5520 3000 -
35-500K-80GED/830, S 4488 x 37 x 60 61.8 5520 3000 -
35-500K-80GED/830, W 4488 x 37 x 60 61.8 5520 3000 -
35-500K-80GED/840, B 4488 x 37 x 60 61.8 5820 4000 <
35-500K-80GED/840, S 4488 x 37 x 60 61.8 5820 4000 <
35-500K-80GGE/840, W 4488 x 37 x 60 88.2 7970 4000 <
35-500K-80GGE/830, B 4488 x 37 x 60 88.2 7550 3000 -
35-500K-80GGE/830, S 4488 x 37 x 60 88.2 7550 3000 -
35-500K-80GGE/830, W 4488 x 37 x 60 88.2 7550 3000 -
35-500K-80GGE/840, B 4488 x 37 x 60 88.2 7970 4000 <
35-500K-80GGE/840, S 4488 x 37 x 60 88.2 7970 4000 <
35-500K-80GGD/840, W 4488 x 37 x 60 88.2 7970 4000 <
35-500K-80GGD/830, B 4488 x 37 x 60 88.2 7550 3000 -
35-500K-80GGD/830, S 4488 x 37 x 60 88.2 7550 3000 -
35-500K-80GGD/830, W 4488 x 37 x 60 88.2 7550 3000 -
35-500K-80GGD/840, B 4488 x 37 x 60 88.2 7970 4000 <
35-500K-80GGD/840, S 4488 x 37 x 60 88.2 7970 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

www.halla.eu Technical datasheets of luminaires 124/332
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Notes

Lipo35

Technical datasheets of luminaires

Colour of the o

luminaires

Colour Temperatur8000 K warm white

Optic system

400

0 K cool white

Opal diffuser

Connection of the ON/OFF
DALI

luminaires

Ra

80

Luminaires come complete with all necessary accessories.

sl ==

Iid

3

37

www.halla.eu

Technical

Assembly

Energy class

A++, A+, A

datasheets of luminaires

Light distribution

Marks

125/332

125/332



35-250K-10GEE/840, W

35-250K-10GEE/830, B

35-250K-10GEE/830, S

35-250K-10GEE/830, W

35-250K-10GEE/840, B

35-250K-10GEE/840, S

35-250K-10GED/840, W

35-250K-10GED/830, B

35-250K-10GED/830, S

35-250K-10GED/830, W

35-250K-10GED/840, B

35-250K-10GED/840, S

35-250K-10GGE/840, W

35-250K-10GGE/830, B

35-250K-10GGE/830, S

35-250K-10GGE/830, W

35-250K-10GGE/840, B

35-250K-10GGE/840,

wn

35-250K-10GGD/840, W

35-250K-10GGD/830, B

35-250K-10GGD/830, S

35-250K-10GGD/830, W

35-250K-10GGD/840, B

35-250K-10GGD/840, S

35-250K-15GEE/840, W

35-250K-15GEE/830, B

35-250K-15GEE/830, S

35-250K-15GEE/830, W

35-250K-15GEE/840, B

www.halla.eu

Dimensions
[/w/h (mm)

566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
566 x 37 x
847 x 37 x
847 x 37 x
847 x 37 x
847 x 37 x

847 x 37 x
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75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

Power of theLuminous

luminaire (WHlux (Im)

11

11

11

11

11

11

11

11

11

11

11

11

11.

11.

11.

11.

11.
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970

920

920

920

970

970

970

920

920

920

970

970

1330

1260

1260

1260

1330

1330

1330

1260

1260

1260

1330

1330

1460

1380

1380

1380

1460

Colour

Temperature

(K)

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

126/332

UGR

126/332

2

2!

2

2



N

\\\\~ Ha"a Technical datasheets of luminaires 127/332
35-250K-15GEE/840, S 847 x 37 x 75 11.6 1460 4000
35-250K-15GED/840, W 847 x 37 x 75 11.6 1460 4000
35-250K-15GED/830, B 847 x 37 x 75 11.6 1380 3000
35-250K-15GED/830, S 847 x 37 x 75 11.6 1380 3000
35-250K-15GED/830, W 847 x 37 x 75 11.6 1380 3000
35-250K-15GED/840, B 847 x 37 x 75 11.6 1460 4000
35-250K-15GED/840, S 847 x 37 x 75 11.6 1460 4000
35-250K-15GGE/840, W 847 x 37 x 75 16.5 2000 4000 <
35-250K-15GGE/830, B 847 x 37 x 75 16.5 1900 3000
35-250K-15GGE/830, S 847 x 37 x 75 16.5 1900 3000
35-250K-15GGE/830, W 847 x 37 x 75 16.5 1900 3000
35-250K-15GGE/840, B 847 x 37 x 75 16.5 2000 4000 <
35-250K-15GGE/840, S 847 x 37 x 75 16.5 2000 4000 <
35-250K-15GGD/840, W 847 x 37 x 75 16.5 2000 4000 <
35-250K-15GGD/830, B 847 x 37 x 75 16.5 1900 3000
35-250K-15GGD/830, S 847 x 37 x 75 16.5 1900 3000
35-250K-15GGD/830, W 847 x 37 x 75 16.5 1900 3000
35-250K-15GGD/840, B 847 x 37 x 75 16.5 2000 4000 <
35-250K-15GGD/840, S 847 x 37 x 75 16.5 2000 4000 <
35-250K-20GED/840, W 1127 x 37 x 75 15.5 1950 4000
35-250K-20GED/830, B 1127 x 37 x 75 15.5 1850 3000
35-250K-20GED/830, S 1127 x 37 x 75 15.5 1850 3000
35-250K-20GED/830, W 1127 x 37 x 75 15.5 1850 3000
35-250K-20GED/840, B 1127 x 37 x 75 15.5 1950 4000
35-250K-20GED/840, S 1127 x 37 x 75 15.5 1950 4000
35-250K-20GEE/840, W 1127 x 37 x 75 15.5 1950 4000
35-250K-20GEE/830, B 1127 x 37 x 75 15.5 1850 3000
35-250K-20GEE/830, S 1127 x 37 x 75 15.5 1850 3000
35-250K-20GEE/830, W 1127 x 37 x 75 15.5 1850 3000
35-250K-20GEE/840, B 1127 x 37 x 75 15.5 1950 4000
35-250K-20GEE/840, S 1127 x 37 x 75 15.5 1950 4000

www.halla.eu Technical datasheets of luminaires 127/332
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35-250K-20GGD/840
35-250K-20GGD/830
35-250K-20GGD/830
35-250K-20GGD/830,
35-250K-20GGD/840
35-250K-20GGD/840
35-250K-20GGE/840,
35-250K-20GGE/830,
35-250K-20GGE/830,
35-250K-20GGE/830,
35-250K-20GGE/840,
35-250K-20GGE/840,
35-250K-25GED/840,
35-250K-25GED/830,
35-250K-25GED/830,
35-250K-25GED/830,
35-250K-25GED/840,
35-250K-25GED/840,
35-250K-25GEE/840,
35-250K-25GEE/830,
35-250K-25GEE/830,
35-250K-25GEE/830,
35-250K-25GEE/840,
35-250K-25GEE/840,
35-250K-25GGD/840
35-250K-25GGD/830
35-250K-25GGD/830
35-250K-25GGD/830,
35-250K-25GGD/840
35-250K-25GGD/840

35-250K-25GGE/840,
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35-250K-25GGE/830, B
35-250K-25GGE/830, S
35-250K-25GGE/830, W
35-250K-25GGE/840, B
35-250K-25GGE/840, S
35-250K-30GED/840, W
35-250K-30GED/830, B
35-250K-30GED/830, S
35-250K-30GED/830, W
35-250K-30GED/840, B
35-250K-30GED/840, S
35-250K-30GEE/840, W
35-250K-30GEE/830, B
35-250K-30GEE/830, S
35-250K-30GEE/830, W
35-250K-30GEE/840, B
35-250K-30GEE/840, S
35-250K-30GGD/840, W
35-250K-30GGD/830, B
35-250K-30GGD/830, S
35-250K-30GGD/830, W
35-250K-30GGD/840, B
35-250K-30GGD/840, S
35-250K-30GGE/840, W
35-250K-30GGE/830, B
35-250K-30GGE/830, S
35-250K-30GGE/830, W
35-250K-30GGE/840, B
35-250K-30GGE/840, S
35-250K-35GED/840, W

35-250K-35GED/830, B
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3160

3340

3340

2930

2770
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4010
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3790

3790

4010
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3420

3230
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35-250K-35GED/830, S
35-250K-35GED/830, W
35-250K-35GED/840, B
35-250K-35GED/840, S
35-250K-35GEE/840, W
35-250K-35GEE/830, B
35-250K-35GEE/830, S
35-250K-35GEE/830, W
35-250K-35GEE/840, B
35-250K-35GEE/840, S
35-250K-35GGD/840, W
35-250K-35GGD/830, B
35-250K-35GGD/830, S
35-250K-35GGD/830, W
35-250K-35GGD/840, B
35-250K-35GGD/840, S
35-250K-35GGE/840, W
35-250K-35GGE/830, B
35-250K-35GGE/830, S
35-250K-35GGE/830, W
35-250K-35GGE/840, B
35-250K-35GGE/840, S
35-250K-40GED/840, W
35-250K-40GED/830, B
35-250K-40GED/830, S
35-250K-40GED/830, W
35-250K-40GED/840, B
35-250K-40GED/840, S
35-250K-40GEE/840, W
35-250K-40GEE/830, B

35-250K-40GEE/830, S
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35-250K-40GEE/830,
35-250K-40GEE/840
35-250K-40GEE/840
35-250K-40GGE/830
35-250K-40GGE/840,
35-250K-40GGE/840,
35-250K-40GGD/840
35-250K-40GGD/830
35-250K-40GGD/830
35-250K-40GGD/830,
35-250K-40GGD/840,
35-250K-40GGD/840
35-250K-40GGE/840,
35-250K-40GGE/830,
35-250K-40GGE/830
35-250K-50GEE/840
35-250K-50GEE/830
35-250K-50GEE/830
35-250K-50GEE/830,
35-250K-50GEE/840
35-250K-50GEE/840
35-250K-50GED/840
35-250K-50GED/830
35-250K-50GED/830
35-250K-50GED/830,
35-250K-50GED/840
35-250K-50GED/840
35-250K-50GGE/840,
35-250K-50GGE/830
35-250K-50GGE/830,

35-250K-50GGE/830,
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35-250K-50GGE/840,
35-250K-50GGE/840,
35-250K-50GGD/840

35-250K-50GGD/830,
35-250K-50GGD/830

35-250K-50GGD/830

35-250K-50GGD/840

35-250K-50GGD/840

35-250K-60GEE/840,
35-250K-60GEE/830,
35-250K-60GEE/830,
35-250K-60GEE/830,
35-250K-60GEE/840,
35-250K-60GEE/840,
35-250K-60GED/840,
35-250K-60GED/830,
35-250K-60GED/830,
35-250K-60GED/830,
35-250K-60GED/840,
35-250K-60GED/840,
35-250K-60GGE/840,
35-250K-60GGE/830,
35-250K-60GGE/830,
35-250K-60GGE/830,
35-250K-60GGE/840,
35-250K-60GGE/840,
35-250K-60GGD/840

35-250K-60GGD/830,
35-250K-60GGD/830

35-250K-60GGD/830

35-250K-60GGD/840
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35-250K-60GGD/840, S 3371 x 37 x 75 66.1 8020 4000 <
35-250K-80GEE/840, W 4493 x 37 x 75 61.8 7810 4000 <
35-250K-80GEE/830, B 4493 x 37 x 75 61.8 7400 3000 -
35-250K-80GEE/830, S 4493 x 37 x 75 61.8 7400 3000 -
35-250K-80GEE/830, W 4493 x 37 x 75 61.8 7400 3000 -
35-250K-80GEE/840, B 4493 x 37 x 75 61.8 7810 4000 <
35-250K-80GEE/840, S 4493 x 37 x 75 61.8 7810 4000 <
35-250K-80GED/840, W 4493 x 37 x 75 61.8 7810 4000 <
35-250K-80GED/830, B 4493 x 37 x 75 61.8 7400 3000 -
35-250K-80GED/830, S 4493 x 37 x 75 61.8 7400 3000 -
35-250K-80GED/830, W 4493 x 37 x 75 61.8 7400 3000 -
35-250K-80GED/840, B 4493 x 37 x 75 61.8 7810 4000 <
35-250K-80GED/840, S 4493 x 37 x 75 61.8 7810 4000 <
35-250K-80GGE/840, W 4493 x 37 x 75 88.2 10690 4000 <
35-250K-80GGE/830, B 4493 x 37 x 75 88.2 10120 3000 -
35-250K-80GGE/830, S 4493 x 37 x 75 88.2 10120 3000 -
35-250K-80GGE/830, W 4493 x 37 x 75 88.2 10120 3000 -
35-250K-80GGE/840, B 4493 x 37 x 75 88.2 10690 4000 <
35-250K-80GGE/840, S 4493 x 37 x 75 88.2 10690 4000 <
35-250K-80GGD/840, W 4493 x 37 x 75 88.2 10690 4000 <
35-250K-80GGD/830, B 4493 x 37 x 75 88.2 10120 3000 -
35-250K-80GGD/830, S 4493 x 37 x 75 88.2 10120 3000 -
35-250K-80GGD/830, W 4493 x 37 x 75 88.2 10120 3000 -
35-250K-80GGD/840, B 4493 x 37 x 75 88.2 10690 4000 <
35-250K-80GGD/840, S 4493 x 37 x 75 88.2 10690 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

www.halla.eu Technical datasheets of luminaires 133/332
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Notes Colour of the o C

luminaires

Colour Temperatur8000 K warm white

4000 K cool white
Optic system Opal diffuser

Connection of the ON/OFF

luminaires DALI

Ra 80

Luminaires come complete with all necessary accessories.

Lipo35
Assembly
37
i [ | o
\ — 60
y |
Energy class
\\ 37 A++, A+, A
| |
www.halla.eu Technical datasheets of luminaires

Light distribution

Marks
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35-200K-10GEE/840, W

35-200K-10GEE/830, B

35-200K-10GEE/830, S

35-200K-10GEE/830, W

35-200K-10GEE/840, B

35-200K-10GEE/840, S

35-200K-10GED/840, W

35-200K-10GED/830, B

35-200K-10GED/830, S

35-200K-10GED/830, W

35-200K-10GED/840, B

35-200K-10GED/840, S

35-200K-10GGE/840, W

35-200K-10GGE/830, B

35-200K-10GGE/830, S

35-200K-10GGE/830, W

35-200K-10GGE/840, B

35-200K-10GGE/840,

wn

35-200K-10GGD/840, W

35-200K-10GGD/830, B

35-200K-10GGD/830, S

35-200K-10GGD/830, W

35-200K-10GGD/840, B

35-200K-10GGD/840, S

35-200K-15GEE/840, W

35-200K-15GEE/830, B

35-200K-15GEE/830, S

35-200K-15GEE/830, W

35-200K-15GEE/840, B
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Dimensions
I[/w/h (mm)

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

566 x 37 x

847 x 37 x

847 x 37 x

847 x 37 x

847 x 37 x

847 x 37 x
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Power of theLuminous

luminaire (WHlux (Im)
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11

11

11

11

11
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11
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11.

11.

11.

11.
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720

690

690

690

720

720

720

690

690

690

720

720

990

940

940

940

990

990

990

940

940

940

990

990

1090

1030

1030

1030

1090

Colour

Temperature

(K)

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000
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35-200K-15GEE/840, S
35-200K-15GED/840, W
35-200K-15GED/830, B
35-200K-15GED/830, S
35-200K-15GED/830, W
35-200K-15GED/840, B
35-200K-15GED/840, S
35-200K-15GGE/840, W

35-200K-15GGE/830,

o]

35-200K-15GGE/830, S

35-200K-15GGE/830, W

35-200K-15GGE/840, B

35-200K-15GGE/840, S

35-200K-15GGD/840, W

35-200K-15GGD/830, B

35-200K-15GGD/830, S

35-200K-15GGD/830, W

35-200K-15GGD/840, B

35-200K-15GGD/840, S

35-200K-20GED/840, W

35-200K-20GED/830, B

35-200K-20GED/830, S

35-200K-20GED/830, W

35-200K-20GED/840, B

35-200K-20GED/840, S

35-200K-20GEE/840, W

35-200K-20GEE/830, B

35-200K-20GEE/830, S

35-200K-20GEE/830, W

35-200K-20GEE/840, B

35-200K-20GEE/840, S
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35-200K-20GGD/840
35-200K-20GGD/830
35-200K-20GGD/830
35-200K-20GGD/830,
35-200K-20GGD/840
35-200K-20GGD/840
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35-200K-25GGE/830,
35-200K-25GGE/830,
35-200K-25GGE/830
35-200K-25GGE/840,
35-200K-25GGE/840,
35-200K-30GED/840
35-200K-30GED/830,
35-200K-30GED/830
35-200K-30GED/830
35-200K-30GED/840
35-200K-30GED/840
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35-200K-30GEE/840
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35-200K-30GGE/830,
35-200K-30GGE/830,
35-200K-30GGE/830,
35-200K-30GGE/840,
35-200K-30GGE/840,
35-200K-30GGD/840,
35-200K-30GGD/830
35-200K-30GGD/830
35-200K-30GGD/830
35-200K-30GGD/840
35-200K-30GGD/840,
35-200K-30GGE/840,
35-200K-35GEE/840
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35-200K-35GEE/830,
35-200K-35GEE/830
35-200K-35GEE/840
35-200K-35GEE/840
35-200K-35GED/840
35-200K-35GED/830
35-200K-35GED/830,
35-200K-35GED/830
35-200K-35GED/840
35-200K-35GED/840
35-200K-35GGE/840,
35-200K-35GGE/830,
35-200K-35GGE/830,
35-200K-35GGE/830,
35-200K-35GGE/840,
35-200K-35GGE/840,
35-200K-35GGD/840,
35-200K-35GGD/830
35-200K-35GGD/830
35-200K-35GGD/830
35-200K-35GGD/840
35-200K-35GGD/840,
35-200K-40GEE/840
35-200K-40GEE/830
35-200K-40GEE/830,
35-200K-40GEE/830
35-200K-40GEE/840
35-200K-40GEE/840
35-200K-40GED/840
35-200K-40GED/830
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35-200K-40GED/830,
35-200K-40GED/840,
35-200K-40GED/840,
35-200K-40GGE/840,
35-200K-40GGE/830,
35-200K-40GGE/830,
35-200K-40GGE/830,
35-200K-40GGE/840,
35-200K-40GGE/840,
35-200K-40GGD/840,
35-200K-40GGD/830

35-200K-40GGD/830

35-200K-40GGD/830

35-200K-40GGD/840

35-200K-40GGD/840

35-200K-50GEE/840,
35-200K-50GEE/830,
35-200K-50GEE/830,
35-200K-50GEE/830,
35-200K-50GEE/840,
35-200K-50GEE/840,
35-200K-50GED/840,
35-200K-50GED/830,
35-200K-50GED/830,
35-200K-50GED/830,
35-200K-50GED/840,
35-200K-50GED/840,
35-200K-50GGE/840,
35-200K-50GGE/830,
35-200K-50GGE/830,

35-200K-50GGE/830,
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35-200K-50GGE/840,
35-200K-50GGE/840,
35-200K-50GGD/840

35-200K-50GGD/830,
35-200K-50GGD/830

35-200K-50GGD/830

35-200K-50GGD/840

35-200K-50GGD/840

35-200K-60GEE/840,
35-200K-60GEE/830,
35-200K-60GEE/830,
35-200K-60GEE/830,
35-200K-60GEE/840,
35-200K-60GEE/840,
35-200K-60GED/840,
35-200K-60GED/830,
35-200K-60GED/830,
35-200K-60GED/830,
35-200K-60GED/840,
35-200K-60GED/840,
35-200K-60GGE/840,
35-200K-60GGE/830,
35-200K-60GGE/830,
35-200K-60GGE/830,
35-200K-60GGE/840,
35-200K-60GGE/840,
35-200K-60GGD/840

35-200K-60GGD/830,
35-200K-60GGD/830

35-200K-60GGD/830

35-200K-60GGD/840
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35-200K-60GGD/840, S 3371 x 37 x 60 66.1 5980 4000 <
35-200K-80GEE/840, W 4493 x 37 x 60 61.8 5820 4000 <
35-200K-80GEE/830, B 4493 x 37 x 60 61.8 5520 3000 -
35-200K-80GEE/830, S 4493 x 37 x 60 61.8 5520 3000 -
35-200K-80GEE/830, W 4493 x 37 x 60 61.8 5520 3000 -
35-200K-80GEE/840, B 4493 x 37 x 60 61.8 5820 4000 <
35-200K-80GEE/840, S 4493 x 37 x 60 61.8 5820 4000 <
35-200K-80GED/840, W 4493 x 37 x 60 61.8 5820 4000 <
35-200K-80GED/830, B 4493 x 37 x 60 61.8 5520 3000 -
35-200K-80GED/830, S 4493 x 37 x 60 61.8 5520 3000 -
35-200K-80GED/830, W 4493 x 37 x 60 61.8 5520 3000 -
35-200K-80GED/840, B 4493 x 37 x 60 61.8 5820 4000 <
35-200K-80GED/840, S 4493 x 37 x 60 61.8 5820 4000 <
35-200K-80GGD/840, S 4493 x 37 x 60 88.2 7970 4000 <
35-200K-80GGE/840, W 4493 x 37 x 60 88.2 7970 4000 <
35-200K-80GGE/830, B 4493 x 37 x 60 88.2 7550 3000 -
35-200K-80GGE/830, S 4493 x 37 x 60 88.2 7550 3000 -
35-200K-80GGE/830, W 4493 x 37 x 60 88.2 7550 3000 -
35-200K-80GGE/840, B 4493 x 37 x 60 88.2 7970 4000 <
35-200K-80GGE/840, S 4493 x 37 x 60 88.2 7970 4000 <
35-200K-80GGD/840, W 4493 x 37 x 60 88.2 7970 4000 <
35-200K-80GGD/830, B 4493 x 37 x 60 88.2 7550 3000 -
35-200K-80GGD/830, S 4493 x 37 x 60 88.2 7550 3000 -
35-200K-80GGD/830, W 4493 x 37 x 60 88.2 7550 3000 -
35-200K-80GGD/840, B 4493 x 37 x 60 88.2 7970 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

www.halla.eu Technical datasheets of luminaires 142/332
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Notes

Lipo35
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Technical datasheets of luminaires

Colour of the [

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the ON/OFF

luminaires DALI
Ra 80

Luminaires come complete with all necessary accessories.

Assembly Light distribution
m -
Energy class Marks

A++, A+, A

Technical datasheets of luminaires
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35-050K-10GEE/840, W

35-050K-10GEE/830, B

35-050K-10GEE/830, S

35-050K-10GEE/830, W

35-050K-10GEE/840, B

35-050K-10GEE/840, S

35-050K-10GED/840, W

35-050K-10GED/830, B

35-050K-10GED/830, S

35-050K-10GED/830, W

35-050K-10GED/840, B

35-050K-10GED/840, S

35-050K-10GGE/840, W

35-050K-10GGE/830, B

35-050K-10GGE/830, S

35-050K-10GGE/830, W

35-050K-10GGE/840, B

35-050K-10GGE/840,

wn

35-050K-10GGD/840, W

35-050K-10GGD/830, B

35-050K-10GGD/830, S

35-050K-10GGD/830, W

35-050K-10GGD/840, B

35-050K-10GGD/840, S

35-050K-15GEE/840, W

35-050K-15GEE/830, B

35-050K-15GEE/830, S

35-050K-15GEE/830, W

35-050K-15GEE/840, B

www.halla.eu

Dimensions
I/w/h (mm)

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

581 x 54 x

862 x 54 x

862 x 54 x

862 x 54 x

862 x 54 x

862 x 54 x
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95

95

95

Power of theLuminous

luminaire (WHlux (Im)

11

11

11

11

11

11

11

11

11

11

11

11

11.

11.

11.

11.

11.
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970

920

920

920

970

970

970

920

920

920

970

970

1330

1260

1260

1260

1330

1330

1330

1260

1260

1260

1330

1330

1460

1380

1380

1380

1460

Colour

Temperature

(K)

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000
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35-050K-15GEE/840, S
35-050K-15GED/840, W
35-050K-15GED/830, B
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\\\\\\\ Ha"a Technical datasheets of luminaires 151/332

35-050K-60GGE/840, S 3386 x 54 x 95 66.1 8020 4000 <
35-050K-80GEE/840, B 4508 x 54 x 95 61.8 7810 4000 <
35-050K-80GEE/840, S 4508 x 54 x 95 61.8 7810 4000 <
35-050K-80GED/840, W 4508 x 54 x 95 61.8 7810 4000 <
35-050K-80GED/830, B 4508 x 54 x 95 61.8 7400 3000 -
35-050K-80GED/830, S 4508 x 54 x 95 61.8 7400 3000 -
35-050K-80GED/830, W 4508 x 54 x 95 61.8 7400 3000 -
35-050K-80GED/840, B 4508 x 54 x 95 61.8 7810 4000 <
35-050K-80GED/840, S 4508 x 54 x 95 61.8 7810 4000 <
35-050K-80GEE/840, W 4508 x 54 x 95 61.8 7810 4000 <
35-050K-80GEE/830, B 4508 x 54 x 95 61.8 7400 3000 -
35-050K-80GEE/830, S 4508 x 54 x 95 61.8 7400 3000 -
35-050K-80GEE/830, W 4508 x 54 x 95 61.8 7400 3000 -
35-050K-80GGE/840, W 4508 x 54 x 95 88.2 10690 4000 <
35-050K-80GGE/830, B 4508 x 54 x 95 88.2 10120 3000 -
35-050K-80GGE/830, S 4508 x 54 x 95 88.2 10120 3000 -
35-050K-80GGE/830, W 4508 x 54 x 95 88.2 10120 3000 -
35-050K-80GGE/840, B 4508 x 54 x 95 88.2 10690 4000 <
35-050K-80GGE/840, S 4508 x 54 x 95 88.2 10690 4000 <
35-050K-80GGD/840, W 4508 x 54 x 95 88.2 10690 4000 <
35-050K-80GGD/830, B 4508 x 54 x 95 88.2 10120 3000 -
35-050K-80GGD/830, S 4508 x 54 x 95 88.2 10120 3000 -
35-050K-80GGD/830, W 4508 x 54 x 95 88.2 10120 3000 -
35-050K-80GGD/840, B 4508 x 54 x 95 88.2 10690 4000 <
35-050K-80GGD/840, S 4508 x 54 x 95 88.2 10690 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Light distribution

\\\\~ Ha"a Technical datasheets of luminaires
Notes Colour of the @0
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Opal diffuser
Connection of the ON/OFF
luminaires DALI
R a 80
Luminaires come complete with all necessary accessories.
Lipo35
Assembly
_42_|
1 i 1 1 7 —
\S - 95
4 | |
54 Energy class

\ 54 QZ}‘ A+, A+,
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1+{2*3) % 44 mm
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\\\\ Ha"a Technical datasheets of luminaires 153/332
Code Dimensions Power of theLuminous Colour UGR
I/w/h (mm) luminaire (WHlux (Im) Temperature
(K)

35-000K-10GEE/840, W 581 x 54 x 95 7.7 720 4000 < 2!
35-000K-10GEE/830, B 581 x 54 x 95 7.7 690 3000 -
35-000K-10GEE/830, S 581 x 54 x 95 7.7 690 3000 -
35-000K-10GEE/830, W 581 x 54 x 95 7.7 690 3000 -
35-000K-10GEE/840, B 581 x 54 x 95 7.7 720 4000 < 2!
35-000K-10GEE/840, S 581 x 54 x 95 7.7 720 4000 < 2!
35-000K-10GED/840, W 581 x 54 x 95 7.7 720 4000 < 2!
35-000K-10GED/830, B 581 x 54 x 95 7.7 690 3000 -
35-000K-10GED/830, S 581 x 54 x 95 7.7 690 3000 -
35-000K-10GED/830, W 581 x 54 x 95 7.7 690 3000 -
35-000K-10GED/840, B 581 x 54 x 95 7.7 720 4000 < 2!
35-000K-10GED/840, S 581 x 54 x 95 7.7 720 4000 < 2!
35-000K-10GGE/840, W 581 x 54 x 95 11 990 4000 < 2¢€
35-000K-10GGE/830, B 581 x 54 x 95 11 940 3000 -
35-000K-10GGE/830, S 581 x 54 x 95 11 940 3000 -
35-000K-10GGE/830, W 581 x 54 x 95 11 940 3000 -
35-000K-10GGE/840, B 581 x 54 x 95 11 990 4000 < 2¢
35-000K-10GGE/840, S 581 x 54 x 95 11 990 4000 < 2¢€
35-000K-10GGD/840, W 581 x 54 x 95 11 990 4000 < 2¢€
35-000K-10GGD/830, B 581 x 54 x 95 11 940 3000 -
35-000K-10GGD/830, S 581 x 54 x 95 11 940 3000 -
35-000K-10GGD/830, W 581 x 54 x 95 11 940 3000 -
35-000K-10GGD/840, B 581 x 54 x 95 11 990 4000 < 2¢
35-000K-10GGD/840, S 581 x 54 x 95 11 990 4000 < 2¢€
35-000K-15GEE/840, W 862 x 54 x 95 11.6 1090 4000 < 2
35-000K-15GEE/830, B 862 x 54 x 95 11.6 1030 3000 -
35-000K-15GEE/830, S 862 x 54 x 95 11.6 1030 3000 -
35-000K-15GEE/830, W 862 x 54 x 95 11.6 1030 3000 -
35-000K-15GEE/840, B 862 x 54 x 95 11.6 1090 4000 < 2

www.halla.eu Technical datasheets of luminaires 153/332



N

\\\\~ Ha"a Technical datasheets of luminaires 154/332
35-000K-15GEE/840, S 862 x 54 x 95 11.6 1090 4000
35-000K-15GED/840, W 862 x 54 x 95 11.6 1090 4000
35-000K-15GED/830, B 862 x 54 x 95 11.6 1030 3000
35-000K-15GED/830, S 862 x 54 x 95 11.6 1030 3000
35-000K-15GED/830, W 862 x 54 x 95 11.6 1030 3000
35-000K-15GED/840, B 862 x 54 x 95 11.6 1090 4000
35-000K-15GED/840, S 862 x 54 x 95 11.6 1090 4000
35-000K-15GGE/840, W 862 x 54 x 95 16.5 1490 4000
35-000K-15GGE/830, B 862 x 54 x 95 16.5 1410 3000
35-000K-15GGE/830, S 862 x 54 x 95 16.5 1410 3000
35-000K-15GGE/830, W 862 x 54 x 95 16.5 1410 3000
35-000K-15GGE/840, B 862 x 54 x 95 16.5 1490 4000
35-000K-15GGE/840, S 862 x 54 x 95 16.5 1490 4000
35-000K-15GGD/840, W 862 x 54 x 95 16.5 1490 4000
35-000K-15GGD/830, B 862 x 54 x 95 16.5 1410 3000
35-000K-15GGD/830, S 862 x 54 x 95 16.5 1410 3000
35-000K-15GGD/830, W 862 x 54 x 95 16.5 1410 3000
35-000K-15GGD/840, B 862 x 54 x 95 16.5 1490 4000
35-000K-15GGD/840, S 862 x 54 x 95 16.5 1490 4000
35-000K-20GEE/840, W 1142 x 54 x 95 15.5 1450 4000
35-000K-20GEE/830, B 1142 x 54 x 95 15.5 1380 3000
35-000K-20GEE/830, S 1142 x 54 x 95 15.5 1380 3000
35-000K-20GEE/830, W 1142 x 54 x 95 15.5 1380 3000
35-000K-20GEE/840, B 1142 x 54 x 95 15.5 1450 4000
35-000K-20GEE/840, S 1142 x 54 x 95 15.5 1450 4000
35-000K-20GED/840, W 1142 x 54 x 95 15.5 1450 4000
35-000K-20GED/830, B 1142 x 54 x 95 15.5 1380 3000
35-000K-20GED/830, S 1142 x 54 x 95 15.5 1380 3000
35-000K-20GED/830, W 1142 x 54 x 95 15.5 1380 3000
35-000K-20GED/840, B 1142 x 54 x 95 15.5 1450 4000
35-000K-20GED/840, S 1142 x 54 x 95 15.5 1450 4000

www.halla.eu Technical datasheets of luminaires 154/332
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35-000K-20GGE/840,
35-000K-20GGE/830,
35-000K-20GGE/830,
35-000K-20GGE/830,
35-000K-20GGE/840,
35-000K-20GGE/840,
35-000K-20GGD/840

35-000K-20GGD/830

35-000K-20GGD/830

35-000K-20GGD/830,
35-000K-20GGD/840

35-000K-20GGD/840

35-000K-25GEE/840,
35-000K-25GEE/830,
35-000K-25GEE/830,
35-000K-25GEE/830,
35-000K-25GEE/840,
35-000K-25GEE/840,
35-000K-25GED/840,
35-000K-25GED/830,
35-000K-25GED/830,
35-000K-25GED/830,
35-000K-25GED/840,
35-000K-25GED/840,
35-000K-25GGE/840,
35-000K-25GGE/830,
35-000K-25GGE/830,
35-000K-25GGE/830,
35-000K-25GGE/840,
35-000K-25GGE/840,

35-000K-25GGD/840
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35-000K-25GGD/830

35-000K-25GGD/830

35-000K-25GGD/830

35-000K-25GGD/840,
35-000K-25GGD/840

35-000K-30GEE/840,
35-000K-30GEE/830,
35-000K-30GEE/830,
35-000K-30GEE/830,
35-000K-30GEE/840,
35-000K-30GEE/840,
35-000K-30GED/840,
35-000K-30GED/830,
35-000K-30GED/830,
35-000K-30GED/830,
35-000K-30GED/840,
35-000K-30GED/840,
35-000K-30GGE/840,
35-000K-30GGE/830,
35-000K-30GGE/830,
35-000K-30GGE/830,
35-000K-30GGE/840,
35-000K-30GGE/840,
35-000K-30GGD/840,
35-000K-30GGD/830

35-000K-30GGD/830

35-000K-30GGD/830

35-000K-30GGD/840,
35-000K-30GGD/840

35-000K-35GEE/840,

35-000K-35GEE/830,
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35-000K-35GEE/830, S
35-000K-35GEE/830, W
35-000K-35GEE/840, B
35-000K-35GEE/840, S
35-000K-35GED/840, W
35-000K-35GED/830, B
35-000K-35GED/830, S
35-000K-35GED/830, W
35-000K-35GED/840, B
35-000K-35GED/840, S
35-000K-35GGE/840, W
35-000K-35GGE/830, B
35-000K-35GGE/830, S
35-000K-35GGE/830, W
35-000K-35GGE/840, B

35-000K-35GGE/840,

(7]

35-000K-35GGD/840, W

35-000K-35GGD/830, B

35-000K-35GGD/830, S

35-000K-35GGD/830, W

35-000K-35GGD/840, B

35-000K-35GGD/840, S

35-000K-40GEE/840, W

35-000K-40GEE/830, B

35-000K-40GEE/830, S

35-000K-40GEE/830, W

35-000K-40GEE/840, B

35-000K-40GEE/840, S

35-000K-40GED/840, W

35-000K-40GED/830, B

35-000K-40GED/830, S
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35-000K-40GED/830,
35-000K-40GED/840,
35-000K-40GED/840,
35-000K-40GGE/840,
35-000K-40GGE/830,
35-000K-40GGE/830,
35-000K-40GGE/830,
35-000K-40GGE/840,
35-000K-40GGE/840,
35-000K-40GGD/840,
35-000K-40GGD/830

35-000K-40GGD/830

35-000K-40GGD/830

35-000K-40GGD/840

35-000K-40GGD/840

35-000K-50GEE/840,
35-000K-50GEE/830,
35-000K-50GEE/830,
35-000K-50GEE/830,
35-000K-50GEE/840,
35-000K-50GEE/840,
35-000K-50GED/840,
35-000K-50GED/830,
35-000K-50GED/830,
35-000K-50GED/830,
35-000K-50GED/840,
35-000K-50GED/840,
35-000K-50GGE/840,
35-000K-50GGE/830,
35-000K-50GGE/830,

35-000K-50GGE/830,
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35-000K-50GGE/840,
35-000K-50GGE/840,
35-000K-50GGD/840
35-000K-50GGD/830,
35-000K-50GGD/830
35-000K-50GGD/830
35-000K-50GGD/840
35-000K-50GGD/840
35-000K-60GEE/840
35-000K-60GEE/830
35-000K-60GEE/830
35-000K-60GEE/830
35-000K-60GEE/840,
35-000K-60GEE/840
35-000K-60GED/840
35-000K-60GED/830
35-000K-60GED/830
35-000K-60GED/830
35-000K-60GED/840,
35-000K-60GED/840
35-000K-60GGE/840,
35-000K-60GGE/830
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35-000K-60GGE/840,
35-000K-60GGE/840,
35-000K-60GGD/840
35-000K-60GGD/830,
35-000K-60GGD/830
35-000K-60GGD/830

35-000K-60GGD/840
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35-000K-60GGD/840, S 3386 x 54 x 95 66.1 5980 4000 < 2
35-000K-80GEE/840, W 4508 x 54 x 95 61.8 5820 4000 < 2
35-000K-80GEE/830, B 4508 x 54 x 95 61.8 5520 3000 -
35-000K-80GEE/830, S 4508 x 54 x 95 61.8 5520 3000 -
35-000K-80GEE/830, W 4508 x 54 x 95 61.8 5520 3000 -
35-000K-80GEE/840, B 4508 x 54 x 95 61.8 5820 4000 < 2
35-000K-80GEE/840, S 4508 x 54 x 95 61.8 5820 4000 < 2
35-000K-80GED/840, W 4508 x 54 x 95 61.8 5820 4000 < 2
35-000K-80GED/830, B 4508 x 54 x 95 61.8 5520 3000 -
35-000K-80GED/830, S 4508 x 54 x 95 61.8 5520 3000 -
35-000K-80GED/830, W 4508 x 54 x 95 61.8 5520 3000 -
35-000K-80GED/840, B 4508 x 54 x 95 61.8 5820 4000 < 2
35-000K-80GED/840, S 4508 x 54 x 95 61.8 5820 4000 < 2
35-000K-80GGE/840, W 4508 x 54 x 95 88.2 7970 4000 < 2
35-000K-80GGE/830, B 4508 x 54 x 95 88.2 7550 3000 -
35-000K-80GGE/830, S 4508 x 54 x 95 88.2 7550 3000 -
35-000K-80GGE/830, W 4508 x 54 x 95 88.2 7550 3000 -
35-000K-80GGE/840, B 4508 x 54 x 95 88.2 7970 4000 < 2
35-000K-80GGE/840, S 4508 x 54 x 95 88.2 7970 4000 < 2
35-000K-80GGD/840, W 4508 x 54 x 95 88.2 7970 4000 < 2
35-000K-80GGD/830, B 4508 x 54 x 95 88.2 7550 3000 -
35-000K-80GGD/830, S 4508 x 54 x 95 88.2 7550 3000 -
35-000K-80GGD/830, W 4508 x 54 x 95 88.2 7550 3000 -
35-000K-80GGD/840, B 4508 x 54 x 95 88.2 7970 4000 < 2
35-000K-80GGD/840, S 4508 x 54 x 95 88.2 7970 4000 < 2

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

www.halla.eu Technical datasheets of luminaires 160/332
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Notes
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Colour of the [

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the ON/OFF

luminaires DALI

Ra 80

Luminaires come complete with all necessary accessories.

Technical datasheets of luminaires
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Accessories

Type of installatidecessed
Light distribution Direct

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL

Family MacAdam Light 2

n source
L I p O 3 5 - S Connection of theON/OFF

luminaires DALI
Lifetime L90/B50 50 000 hours
Warranty 60 months

Luminaire family variants Lipo35-S

M i

i

www.halla.eu Technical datasheets of luminaires 162/332
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Lipo35-S

Technical datasheets of luminaires

37

Heo T

3

37
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Assembly

oo

Energy class

A++, A+, A

Technical datasheets of luminaires

Light distribution

Marks
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35S-200K-10GEE/840, W

35S-200K-10GEE/830, B

35S-200K-10GEE/830, S

35S-200K-10GEE/830, W

355-200K-10GEE/840, B

355-200K-10GEE/840, S

355-200K-10GED/840, W

35S-200K-10GED/830, B

35S-200K-10GED/830, S

35S-200K-10GED/830, W

355-200K-10GED/840, B

355-200K-10GED/840, S

35S-200K-10GGE/840, W

35S-200K-10GGE/830, B

35S-200K-10GGE/830, S

35S-200K-10GGE/830, W

355-200K-10GGE/840, B

355-200K-10GGE/840,

n

355-200K-10GGD/840, W

35S-200K-10GGD/830, B

35S-200K-10GGD/830, S

35S-200K-10GGD/830, W

355-200K-10GGD/840, B

355-200K-10GGD/840, S

35S-200K-15GEE/840, W

35S-200K-15GEE/830, B

35S-200K-15GEE/830, S

35S-200K-15GEE/830, W

355-200K-15GEE/840, B
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35S-200K-15GEE/840

35S-200K-15GED/840,
35S-200K-15GED/830,
35S5-200K-15GED/830,
35S5-200K-15GED/830,
35S-200K-15GED/840,
35S-200K-15GED/840,
35S-200K-15GGE/840,
35S-200K-15GGE/830,
35S5-200K-15GGE/830,
35S5-200K-15GGE/830,
35S-200K-15GGE/840,
35S-200K-15GGE/840,
35S-200K-15GGD/840,
35S-200K-15GGD/830,
355-200K-15GGD/830,
355-200K-15GGD/830,
35S-200K-15GGD/840,
35S5S-200K-15GGD/840,
35S-200K-20GEE/840

35S-200K-20GEE/830

35S-200K-20GEE/830

35S-200K-20GEE/830

35S-200K-20GEE/840

35S-200K-20GEE/840

35S-200K-20GED/840,
35S-200K-20GED/830,
355-200K-20GED/830,
35S5-200K-20GED/830,
35S-200K-20GED/840,

35S-200K-20GED/840,
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355-200K-20GGE/840,
35S-200K-20GGE/830,
35S-200K-20GGE/830,
355-200K-20GGE/830,
355-200K-20GGE/840,
355-200K-20GGE/840,
355-200K-20GGD/840,
35S5-200K-20GGD/830,
35S-200K-20GGD/830,
355-200K-20GGD/830,
355-200K-20GGD/840,
355-200K-20GGD/840,
35S-200K-25GEE/840

35S-200K-25GEE/830

35S-200K-25GEE/830

355-200K-25GEE/830

355-200K-25GEE/840

35S-200K-25GEE/840

35S-200K-25GED/840,
35S-200K-25GED/830,
35S-200K-25GED/830,
355-200K-25GED/830,
355-200K-25GED/840,
355S-200K-25GED/840,
35S5-200K-25GGE/840,
35S-200K-25GGE/830,
35S-200K-25GGE/830,
355-200K-25GGE/830,
355-200K-25GGE/840,
355-200K-25GGE/840,

35S-200K-25GGD/840,
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355-200K-25GGD/830,
35S-200K-25GGD/830,
35S-200K-25GGD/830,
355-200K-25GGD/840,
355-200K-25GGD/840,
35S-200K-30GEE/840

35S-200K-30GEE/830

35S-200K-30GEE/830

35S-200K-30GEE/830

355-200K-30GEE/840

355-200K-30GEE/840

35S-200K-30GED/840,
35S-200K-30GED/830,
35S-200K-30GED/830,
35S-200K-30GED/830,
355-200K-30GED/840,
355-200K-30GED/840,
355-200K-30GGE/840,
35S-200K-30GGE/830,
35S-200K-30GGE/830,
35S-200K-30GGE/830,
355-200K-30GGE/840,
355-200K-30GGE/840,
355-200K-30GGD/840,
35S5-200K-30GGD/830,
35S-200K-30GGD/830,
35S-200K-30GGD/830,
355-200K-30GGD/840,
355-200K-30GGD/840,
35S-200K-35GEE/840

35S-200K-35GEE/830
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35S-200K-35GEE/830
35S-200K-35GEE/830
35S-200K-35GEE/840
35S-200K-35GEE/840
35S5-200K-35GED/840,
35S-200K-35GED/830,
35S-200K-35GED/830,
35S-200K-35GED/830,
35S-200K-35GED/840,
35S5-200K-35GED/840,
35S5-200K-35GGE/840,
35S-200K-35GGE/830,
35S-200K-35GGE/830,
35S-200K-35GGE/830,
35S-200K-35GGE/840,
35S5-200K-35GGE/840,
355-200K-35GGD/840,
35S-200K-35GGD/830,
355S-200K-35GGD/830,
35S-200K-35GGD/830,
35S-200K-35GGD/840,
355-200K-35GGD/840,
35S-200K-40GEE/840
35S-200K-40GEE/830
35S-200K-40GEE/830
35S-200K-40GEE/830
35S-200K-40GEE/840
35S-200K-40GEE/840
35S5-200K-40GED/840,
35S-200K-40GED/830,

35S-200K-40GED/830,
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35S-200K-40GED/830,
35S-200K-40GED/840,
35S-200K-40GED/840,
35S5-200K-40GGE/840,
355-200K-40GGE/830,
35S-200K-40GGE/830,
35S-200K-40GGE/830,
35S-200K-40GGE/840,
35S-200K-40GGE/840,
355-200K-40GGD/840,
355-200K-40GGD/830,
35S-200K-40GGD/830,
355-200K-40GGD/830,
35S-200K-40GGD/840,
35S-200K-40GGD/840,
35S-200K-50GEE/840

35S-200K-50GEE/830

35S-200K-50GEE/830

35S-200K-50GEE/830

35S-200K-50GEE/840

35S-200K-50GEE/840

35S5-200K-50GED/840,
35S5-200K-50GED/830,
35S-200K-50GED/830,
35S-200K-50GED/830,
35S-200K-50GED/840,
35S-200K-50GED/840,
35S5-200K-50GGE/840,
35S5-200K-50GGE/830,
35S-200K-50GGE/830,
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35S-200K-50GGE/840,
35S-200K-50GGE/840,
35S-200K-50GGD/840,
355-200K-50GGD/830,
355-200K-50GGD/830,
35S-200K-50GGD/830,
35S5-200K-50GGD/840,
35S-200K-50GGD/840,
35S-200K-60GEE/840

35S-200K-60GEE/830

35S-200K-60GEE/830

35S-200K-60GEE/830

35S-200K-60GEE/840

35S-200K-60GEE/840

35S-200K-60GED/840,
35S5-200K-60GED/830,
35S5-200K-60GED/830,
35S-200K-60GED/830,
35S-200K-60GED/840,
35S-200K-60GED/840,
35S-200K-60GGE/840,
355-200K-60GGE/830,
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35S-200K-60GGE/830,
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35S-200K-60GGD/840, S 3366 x 37 x 60 66.1 5980 4000 <
35S-200K-80GEE/840, W 4488 x 37 x 60 61.8 5820 4000 <
35S-200K-80GEE/830, B 4488 x 37 x 60 61.8 5520 3000 -
35S-200K-80GEE/830, S 4488 x 37 x 60 61.8 5520 3000 -
35S-200K-80GEE/830, W 4488 x 37 x 60 61.8 5520 3000 -
35S-200K-80GEE/840, B 4488 x 37 x 60 61.8 5820 4000 <
35S-200K-80GEE/840, S 4488 x 37 x 60 61.8 5820 4000 <
35S-200K-80GED/840, W 4488 x 37 x 60 61.8 5820 4000 <
35S-200K-80GED/830, B 4488 x 37 x 60 61.8 5520 3000 -
35S-200K-80GED/830, S 4488 x 37 x 60 61.8 5520 3000 -
35S-200K-80GED/830, W 4488 x 37 x 60 61.8 5520 3000 -
35S-200K-80GED/840, B 4488 x 37 x 60 61.8 5820 4000 <
35S-200K-80GED/840, S 4488 x 37 x 60 61.8 5820 4000 <
35S-200K-80GGE/840, W 4488 x 37 x 60 88.2 7970 4000 <
35S-200K-80GGE/830, B 4488 x 37 x 60 88.2 7550 3000 -
35S-200K-80GGE/830, S 4488 x 37 x 60 88.2 7550 3000 -
35S-200K-80GGE/830, W 4488 x 37 x 60 88.2 7550 3000 -
35S-200K-80GGE/840, B 4488 x 37 x 60 88.2 7970 4000 <
35S-200K-80GGE/840, S 4488 x 37 x 60 88.2 7970 4000 <
35S5-200K-80GGD/840, W 4488 x 37 x 60 88.2 7970 4000 <
35S-200K-80GGD/830, B 4488 x 37 x 60 88.2 7550 3000 -
35S-200K-80GGD/830, S 4488 x 37 x 60 88.2 7550 3000 -
35S-200K-80GGD/830, W 4488 x 37 x 60 88.2 7550 3000 -
35S-200K-80GGD/840, B 4488 x 37 x 60 88.2 7970 4000 <
35S-200K-80GGD/840, S 4488 x 37 x 60 88.2 7970 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes Colour of the ®C

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the ON/OFF

luminaires DALI

Ra 80

End caps, suspensions, supply cables, and ceiling cup for luminaires must be ordered
systems, please order the respective number of couplers.

Lipo35-S
Assembly Light distribution
— -
Energy class Marks
A++, A+, A
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AN Ha"a Technical datasheets of luminaires 173/332
Code Dimensions Power of theLuminous Colour UGR
I/w/h (mm) luminaire (WHlux (Im) Temperature
(K)

35S-000K-10GEE/840, W 561 x 54 x 95 7.7 720 4000 < 2
35S-000K-10GEE/830, B 561 x 54 x 95 7.7 690 3000 -
35S-000K-10GEE/830, S 561 x 54 x 95 7.7 690 3000 -
35S-000K-10GEE/830, W 561 x 54 x 95 7.7 690 3000 -
35S-000K-10GEE/840, B 561 x 54 x 95 7.7 720 4000 < 2
35S-000K-10GED/840, W 561 x 54 x 95 7.7 720 4000 < 2
35S-000K-10GED/830, B 561 x 54 x 95 7.7 690 3000 -
355-000K-10GED/830, S 561 x 54 x 95 7.7 690 3000 -
35S-000K-10GED/830, W 561 x 54 x 95 7.7 690 3000 -
35S-000K-10GED/840, B 561 x 54 x 95 7.7 720 4000 < 2
35S-000K-10GED/840, S 561 x 54 x 95 7.7 720 4000 < 2
35S-000K-10GGE/840, W 561 x 54 x 95 11 990 4000 < 2¢
35S-000K-10GGE/830, B 561 x 54 x 95 11 940 3000 -
355S-000K-10GGE/830, S 561 x 54 x 95 11 940 3000 -
35S5-000K-10GGE/830, W 561 x 54 x 95 11 940 3000 -
35S-000K-10GGE/840, B 561 x 54 x 95 11 990 4000 < 2¢
35S-000K-10GGE/840, S 561 x 54 x 95 11 990 4000 < 2¢
35S-000K-10GGD/840, W 561 x 54 x 95 11 990 4000 < 2¢
355S-000K-10G6GD/830, B 561 x 54 x 95 11 940 3000 -
355S-000K-10G6GD/830, S 561 x 54 x 95 11 940 3000 -
35S5-000K-10GGD/830, W 561 x 54 x 95 11 940 3000 -
35S5-000K-10GGD/840, B 561 x 54 x 95 11 990 4000 < 2¢
35S-000K-10GGD/840, S 561 x 54 x 95 11 990 4000 < 2¢
35S-000K-15GEE/840, W 842 x 54 x 95 11.6 1090 4000 < 2
35S-000K-15GEE/830, B 842 x 54 x 95 11.6 1030 3000 -
35S-000K-15GEE/830, S 842 x 54 x 95 11.6 1030 3000 -
35S-000K-15GEE/830, W 842 x 54 x 95 11.6 1030 3000 -
35S-000K-15GEE/840, B 842 x 54 x 95 11.6 1090 4000 < Z
35S-000K-15GEE/840, S 842 x 54 x 95 11.6 1090 4000 < 2
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35S-000K-15GED/840,
35S-000K-15GED/830,
35S-000K-15GED/830,
355S-000K-15GED/830,
35S-000K-15GED/840,
35S-000K-15GED/840,
35S-000K-15GGE/840,
35S-000K-15GGE/830,
35S-000K-15GGE/830,
355S-000K-15GGE/830,
35S-000K-15GGE/840,
35S-000K-15GGE/840,
35S-000K-15GGD/840,
35S-000K-15GGD/830,
35S-000K-15GGD/830,
355-000K-15GGD/830,
355S-000K-15GGD/840,
35S-000K-15GGD/840,
35S-000K-20GED/840,
35S-000K-20GED/830,
35S-000K-20GED/830,
355S-000K-20GED/830,
355S-000K-20GED/840,
35S-000K-20GED/840,
35S-000K-20GEE/840

35S-000K-20GEE/830

35S-000K-20GEE/830

35S-000K-20GEE/830

35S-000K-20GEE/840

35S-000K-20GEE/840

35S-000K-20GGD/840,
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355S-000K-20GGD/830,
35S-000K-20GGD/830,
35S-000K-20GGD/830,
355-000K-20GGD/840,
355-000K-20GGD/840,
35S-000K-20GGE/840,
35S-000K-20GGE/830,
35S-000K-20GGE/830,
35S-000K-20GGE/830,
355S-000K-20GGE/840,
35S-000K-20GGE/840,
35S-000K-25GED/840,
35S-000K-25GED/830,
35S-000K-25GED/830,
35S-000K-25GED/830,
35S5-000K-25GED/840,
355S-000K-25GED/840,
35S-000K-25GEE/840

35S-000K-25GEE/830

35S-000K-25GEE/830

35S-000K-25GEE/830

35S-000K-25GEE/840

35S-000K-25GEE/840

35S-000K-25GGD/840,
35S-000K-25GGD/830,
35S-000K-25GGD/830,
35S-000K-25GGD/830,
355-000K-25GGD/840,
355-000K-25GGD/840,
35S-000K-25GGE/840,

35S-000K-25GGE/830,
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35S-000K-25GGE/830,
35S-000K-25GGE/830,
35S-000K-25GGE/840,
35S5S-000K-25GGE/840,
35S-000K-30GED/840,
35S-000K-30GED/830,
35S-000K-30GED/830,
35S-000K-30GED/830,
35S-000K-30GED/840,
35S-000K-30GED/840,
35S-000K-30GEE/840

35S-000K-30GEE/830

35S-000K-30GEE/830

35S-000K-30GEE/830

35S-000K-30GEE/840

35S-000K-30GEE/840

35S-000K-30GGE/840,
35S-000K-30GGE/830,
35S-000K-30GGE/830,
35S-000K-30GGE/830,
35S-000K-30GGE/840,
35S-000K-30GGE/840,
355-000K-30GGD/840,
35S-000K-30GGD/830,
35S5S-000K-30GGD/830,
35S-000K-30GGD/830,
35S-000K-30GGD/840,
355-000K-30GGD/840,
35S-000K-35GEE/840

35S-000K-35GEE/830

35S-000K-35GEE/830
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35S-000K-35GEE/830, W 1964 x 54 x 95 27 2410 3000 -
35S-000K-35GEE/840, B 1964 x 54 x 95 27 2550 4000 <
35S-000K-35GEE/840, S 1964 x 54 x 95 27 2550 4000 <
35S-000K-35GED/840, W 1964 x 54 x 95 27 2550 4000 <
35S-000K-35GED/830, B 1964 x 54 x 95 27 2410 3000 -
35S-000K-35GED/830, S 1964 x 54 x 95 27 2410 3000 -
35S-000K-35GED/830, W 1964 x 54 x 95 27 2410 3000 -
35S-000K-35GED/840, B 1964 x 54 x 95 27 2550 4000 <
35S-000K-35GED/840, S 1964 x 54 x 95 27 2550 4000 <
35S-000K-35GGE/840, W 1964 x 54 x 95 38.6 3490 4000 <
35S-000K-35GGE/830, B 1964 x 54 x 95 38.6 3300 3000 -
35S-000K-35GGE/830, S 1964 x 54 x 95 38.6 3300 3000 -
35S-000K-35GGE/830, W 1964 x 54 x 95 38.6 3300 3000 -
35S-000K-35GGE/840, B 1964 x 54 x 95 38.6 3490 4000 <
35S-000K-35GGE/840, S 1964 x 54 x 95 38.6 3490 4000 <
35S-000K-35GGD/840, W 1964 x 54 x 95 38.6 3490 4000 <
35S-000K-35GGD/830, B 1964 x 54 x 95 38.6 3300 3000 -
35S-000K-35GGD/830, S 1964 x 54 x 95 38.6 3300 3000 -
35S-000K-35GGD/830, W 1964 x 54 x 95 38.6 3300 3000 -
35S-000K-35GGD/840, B 1964 x 54 x 95 38.6 3490 4000 <
35S-000K-35GGD/840, S 1964 x 54 x 95 38.6 3490 4000 <
35S-000K-40GEE/840, W 2244 x 54 x 95 30.9 2910 4000 <
35S-000K-40GEE/830, B 2244 x 54 x 95 30.9 2760 3000 -
35S-000K-40GEE/830, S 2244 x 54 x 95 30.9 2760 3000 -
35S-000K-40GEE/830, W 2244 x 54 x 95 30.9 2760 3000 -
35S-000K-40GEE/840, B 2244 x 54 x 95 30.9 2910 4000 <
35S-000K-40GEE/840, S 2244 x 54 x 95 30.9 2910 4000 <
35S-000K-40GED/840, W 2244 x 54 x 95 30.9 2910 4000 <
35S-000K-40GED/830, B 2244 x 54 x 95 30.9 2760 3000 -
35S-000K-40GED/830, S 2244 x 54 x 95 30.9 2760 3000 -
35S-000K-40GED/830, W 2244 x 54 x 95 30.9 2760 3000 -
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35S-000K-40GED/840,
35S-000K-40GED/840,
35S-000K-40GGE/840,
355S-000K-40GGE/830,
355S-000K-40GGE/830,
35S-000K-40GGE/830,
35S-000K-40GGE/840,
35S-000K-40GGE/840,
35S-000K-40GGD/840,
355-000K-40GGD/830,
355-000K-40GGD/830,
35S-000K-40GGD/830,
35S5S-000K-40GGD/840,
35S-000K-40GGD/840,
35S-000K-50GEE/840

35S-000K-50GEE/830

35S-000K-50GEE/830

35S-000K-50GEE/830

35S-000K-50GEE/840

35S-000K-50GEE/840

35S-000K-50GED/840,
35S-000K-50GED/830,
35S-000K-50GED/830,
35S-000K-50GED/830,
35S-000K-50GED/840,
35S-000K-50GED/840,
35S-000K-50GGE/840,
355S-000K-50GGE/830,
355S-000K-50GGE/830,
35S-000K-50GGE/830,

35S-000K-50GGE/840,

www.halla.eu

B

S

W

B

W

n

W

B

2244

2244

2244

2244

2244

2244

2244

2244

2244

2244

2244

2244

2244

2244

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

2805

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

54

Ha"a Technical datasheets of luminaires

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

95

30

30

44 .

44.

44.

44.

44.

44 .

44 .

44.

44.

44.

44.

44 .

38.

38.

38.

38.

38.

38.

38.

38.

38.

38.

38.

38.

55.

55.

55.

55.

55.

Technical datasheets of luminaires

2910

2910

3980

3770

3770

3770

3980

3980

3980

3770

3770

3770

3980

3980

3640

3450

3450

3450

3640

3640

3640

3450

3450

3450

3640

3640

4980

4720

4720

4720

4980

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

178/332

178/332



35S-000K-50GGE/840,
35S-000K-50GGD/840,
35S-000K-50GGD/830,
355-000K-50GGD/830,
355-000K-50GGD/830,
35S-000K-50GGD/840,
35S-000K-50GGD/840,
35S-000K-60GEE/840

35S-000K-60GEE/830

35S-000K-60GEE/830

35S-000K-60GEE/830

35S-000K-60GEE/840

35S-000K-60GEE/840

35S-000K-60GED/840,
35S-000K-60GED/830,
35S-000K-60GED/830,
35S5S-000K-60GED/830,
35S-000K-60GED/840,
35S-000K-60GED/840,
35S-000K-60GGE/840,
35S-000K-60GGE/830,
35S-000K-60GGE/830,
35S-000K-60GGE/830,
35S-000K-60GGE/840,
35S-000K-60GGE/840,
35S-000K-60GGD/840,
35S-000K-60GGD/830,
355-000K-60GGD/830,
355-000K-60GGD/830,
35S-000K-60GGD/840,

35S-000K-60GGD/840,
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35S-000K-80GEE/840, W 4488 x 54 x 95 61.8 5820 4000 <
35S-000K-80GEE/830, B 4488 x 54 x 95 61.8 5520 3000 -
35S-000K-80GEE/830, S 4488 x 54 x 95 61.8 5520 3000 -
35S-000K-80GEE/830, W 4488 x 54 x 95 61.8 5520 3000 -
355-000K-80GEE/840, B 4488 x 54 x 95 61.8 5820 4000 <
35S-000K-80GEE/840, S 4488 x 54 x 95 61.8 5820 4000 <
35S-000K-80GED/840, W 4488 x 54 x 95 61.8 5820 4000 <
35S-000K-80GED/830, B 4488 x 54 x 95 61.8 5520 3000 -
35S-000K-80GED/830, S 4488 x 54 x 95 61.8 5520 3000 -
35S-000K-80GED/830, W 4488 x 54 x 95 61.8 5520 3000 -
355-000K-80GED/840, B 4488 x 54 x 95 61.8 5820 4000 <
355-000K-80GED/840, S 4488 x 54 x 95 61.8 5820 4000 <
35S-000K-80GGE/840, W 4488 x 54 x 95 88.2 7970 4000 <
35S-000K-80GGE/830, B 4488 x 54 x 95 88.2 7550 3000 -
35S-000K-80GGE/830, S 4488 x 54 x 95 88.2 7550 3000 -
35S-000K-80GGE/830, W 4488 x 54 x 95 88.2 7550 3000 -
355-000K-80GGE/840, B 4488 x 54 x 95 88.2 7970 4000 <
355-000K-80GGE/840, S 4488 x 54 x 95 88.2 7970 4000 <
355-000K-80GGD/840, W 4488 x 54 x 95 88.2 7970 4000 <
35S-000K-80GGD/830, B 4488 x 54 x 95 88.2 7550 3000 -
35S-000K-80GGD/830, S 4488 x 54 x 95 88.2 7550 3000 -
35S-000K-80GGD/830, W 4488 x 54 x 95 88.2 7550 3000 -
355-000K-80GGD/840, B 4488 x 54 x 95 88.2 7970 4000 <
355-000K-80GGD/840, S 4488 x 54 x 95 88.2 7970 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes Colour of the e

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the ON/OFF

luminaires DALI
Ra 80

The appropriate quantity of terminals must be ordered for the luminaires. Order the a
for connecting in the series.
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Accessories

Code Description
00-00350, K cable 3x0,75 1000mm
00-00352, K cable 3x0,75 2000mm
00-00354, K cable 5x0,75 1000mm
00-00355, K cable 5x0,75 2000mm
00-00356, K cable 5x0,75 4000mm
00-00357, K cable 5x0,75 6000mm
00-00358, K cable 3x0,75 4000mm
00-00360, K cable 3x0,75 6000mm
Code Description
P .
. 00-00370, W ceiling cup 80x80x32mm
Notes Accessories colour

Type of installatidecessed
Light distribution Direct

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family Connection of theON/OFF

DALI

- luminaires
I I p O 4 ! .’ Lifetime L90/B50 0 hours
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Luminaire family variants Lipo45
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Lipo45

Assembly Light distribution

h -

Energy class Marks

A++, A+, A
Notes Colour of the @

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Plastic louvre low UGR

Connection of the ON/OFF

luminaires DALI

Ra 80
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Accessories

. Type of installatiduspended
Family

n Light distribution Direct
_—
I I p O 4 5 S Colour of the Black, Silver, White
luminaires
Colour TemperatuB®00 K warm white, 4000 K cool whit
Material Aluminium

Light source LED MODUL

Connection of theON/OFF

luminaires DALI

Lifetime L80/B20 0 hours

Luminaire family variants Lipo45-S
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Lipod45-S

Assembly Light distribution

h -

Energy class Marks

A++, A+, A
Notes Colour of the @

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Plastic louvre low UGR

Connection of the ON/OFF

luminaires DALI

Ra 80
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Accessories

O
&, /

Notes

www.halla.eu

Technical datasheets of luminaires

Code

00-00300, N
00-00301, N

00-00302, N

Code

00-00355, K
00-00356, K

00-00357, K

Code

00-00370, W

Description

wire suspension 2000mm
wire suspension 4000mm

wire suspension 6000mm

Description

cable 5x0,75 2000mm
cable 5x0,75 4000mm

cable 5x0,75 6000mm

Description

ceiling cup 80x80x32mm

Accessories colour

Technical

datasheets of luminaires

187/332

187/332
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Halla

Type of installaticGuspended
Light distributionDirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 2
u source
I I p O 6 O Connection of theON/OFF
luminaires DALI
Lifetime L80/B20 50 000 hours

You will appreciate the L-Click system on the Lipo60, which effectively
saves you both time and money. How? The modul&airmgriyyclicks intd0 months
the profile, so a lot of work is saved during assembly. This solution also
prevents the direct touch of the LED technology and lenghtens its

operating life. In addition to great power output, the luminaire also has

a great price. It will find its use in commercial, social and public

spaces.

Luminaire family variants Lipo60
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Lipo60
B i)
2000

737

i
11 _T
3\ 57
/4 -~
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Assembly

o=

Energy class

A++, A+, A

Light distribution

Marks

189/332

189/332
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Code Dimensions Power of theLuminous Colour UGR
I/w/h (mm) luminaire (WXlux (Im) Temperature
(K)

04-500K-10GGE/840, W 566 x 57 x 67 12.4 1630 4000 < 2
04-500K-15GGE/840, W 847 x 57 x 67 18.6 2450 4000 < 2
04-500K-20GEE/840, W 1127 x 57 x 67 16.6 2130 4000 <
04-500K-20GGE/840, W 1127 57 67 24.8 3270 4000 < 2
04-500K-25GEE/840, W 1408 57 67 18.5 2670 4000 < 2
04-500K-25GGE/840, W 1408 57 67 31 4090 4000 < 26
04-500K-30GEE/840, W 1688 57 67 22.2 3200 4000 < 2
04-500K-30GGE/840, W 1688 57 67 37.2 4910 4000 < 2
04-500K-35GEE/840, W 1969 57 67 25.9 3740 4000 < 2
04-500K-35GGE/840, W 1969 57 67 43.4 5720 4000 < 2
04-500K-40GEE/840, W 2249 57 67 29.6 4270 4000 < 2
04-500K-40GGE/840, W 2249 57 67 49.6 6540 4000 < 2
04-500K-50GEE/840, W 2810 57 67 37 5340 4000 < 2F
04-500K-50GGE/840, W 2810 57 67 62 8180 4000 < 2¢
04-500K-60GEE/840, W 3371 57 67 44 .4 6410 4000 < 2
04-500K-60GGE/840, W 3371 57 67 74.4 9820 4000 < 2
04-500K-80GEE/840, W 4493 57 67 59.2 8850 4000 < 2!
04-500K-80GGE/840, W 4493 57 67 99.2 13090 4000 < 2

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes Colour of the @
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency
Ra 80
The luminaires come with fittings, 2m long suspension, cable and a ceiling cup.
Lipo60
57 Assembly Light distribution
[0 - -

67 Energy class Marks
A++, A+, A
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Code Dimensions Power of theLuminous Colour UGR

I/w/h (mm) luminaire (Wjlux (Im) Temperature

(K)

04-200K-10GEE/840, W 566 x 57 x 67 7.4 1060 4000 <
04-200K-10GGE/840, W 566 x 57 x 67 12.4 1630 4000
04-200K-15GEE/840, W 847 x 57 x 67 11.1 1600 4000
04-200K-15GGE/840, W 847 x 57 x 67 18.6 2450 4000 <
04-200K-20GED/830, B 1127 x 57 x 67 16.6 2030 3000
04-200K-20GED/830, S 1127 x 57 x 67 16.6 2030 3000
04-200K-20GED/830, W 1127 x 57 x 67 16.6 2030 3000
04-200K-20GEE/830, B 1127 x 57 x 67 16.6 2030 3000
04-200K-20GEE/830, S 1127 x 57 x 67 16.6 2030 3000
04-200K-20GEE/830, W 1127 x 57 x 67 16.6 2030 3000
04-200K-20GEM/830, B 1127 x 57 x 67 16.6 2030 3000
04-200K-20GEM/830, S 1127 x 57 x 67 16.6 2030 3000
04-200K-20GEM/830, W 1127 x 57 x 67 16.6 2030 3000
04-200K-20GEM3/830, B 1127 x 57 x 67 16.6 2030 3000
04-200K-20GEM3/830, S 1127 x 57 x 67 16.6 2030 3000
04-200K-20GEM3/830, W 1127 x 57 x 67 16.6 2030 3000
04-200K-20GETD/830, B 1127 x 57 x 67 16.6 2030 3000
04-200K-20GETD/830, S 1127 x 57 x 67 16.6 2030 3000
04-200K-20GETD/830, W 1127 x 57 x 67 16.6 2030 3000
04-200K-20GED/840, B 1127 x 57 x 67 16.6 2130 4000
04-200K-20GED/840, S 1127 x 57 x 67 16.6 2130 4000
04-200K-20GED/840, W 1127 x 57 x 67 16.6 2130 4000
04-200K-20GEE/840, B 1127 x 57 x 67 16.6 2130 4000
04-200K-20GEE/840, S 1127 x 57 x 67 16.6 2130 4000
04-200K-20GEM/840, B 1127 x 57 x 67 16.6 2130 4000
04-200K-20GEM/840, S 1127 x 57 x 67 16.6 2130 4000
04-200K-20GEM/840, W 1127 x 57 x 67 16.6 2130 4000
04-200K-20GEM3/840, B 1127 x 57 x 67 16.6 2130 4000
04-200K-20GEM3/840, S 1127 x 57 x 67 16.6 2130 4000
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04-200K-20GEM3/840, W

04-200K-20GETD/840, B

04-200K-20GETD/840, S

04-200K-20GETD/840, W

04-200K-20GEE/840,

04-200K-20GGE/840,

04-200K-25GEE/840,

04-200K-25GGE/840,

04-200K-30GEE/840

04-200K-30GGE/840

04-200K-35GEE/840,

04-200K-35GGE/840,

04-200K-40GEE/840,

04-200K-40GGE/840,

04-200K-50GEE/840

04-200K-50GGE/840

04-200K-60GEE/840,

04-200K-60GGE/840,

04-200K-80GEE/840,

04-200K-80GGE/840

Technical datasheets of luminaires

W

W

W

W

W

W

W

W

W

W

W

W

W

W

1127

1127

1127

1127

1127

1127

1408

1408

1688

1688

1969

1969

2249

2249

2810

2810

3371

3371

4493

4493 x 57 x

57

57

57

57

57

57

57

57

57

57

57

57

57

57

57

57

57

57

57

67

67

67

67

67

67

67

67

67

67

67

67

67

67

67

67

67

67

67

67

16.

16.

16.

16.

16.

24.

18.

31

22.

37.

25

43

29.

49.

37

62

44.

74.

59.

99.

2

2

2130

2130

2130

2130

2130

3270

2670

4090

3200

4910

3740

5720

4270

6540

5340

8180

6410

9820

8850

13090

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

193/332

NY

Ny

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Light distribution

Marks

\\\\ Ha"a Technical datasheets of luminaires
Notes Colour of the e
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency
Ra 80
Luminaires come complete with all necessary accessories.
Lipo60
Assembly
7
1 Pl 1 -
.
- 128
67
) 1
76| Energy class

& ;:6 ng A++, A+, A

www.halla.eu

| [+(2*4) x 85 mm

Technical datasheets of luminaires
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Code Dimensions Power of theLuminous Colour UGR
I/w/h (mm) luminaire (WYlux (Im) Temperature
(K)

04-000K-10GEE/840, W 581 x 76 x 67 7.4 1060 4000 < 2!
04-000K-10GGE/840, W 581 x 76 x 67 12.4 1630 4000 < 2
04-000K-15GEE/840, W 862 x 76 x 67 11.1 1600 4000 < 2
04-000K-15GGE/840, W 862 x 76 x 67 18.6 2450 4000 < 2
04-000K-20GEE/840, W 1142 x 76 x 67 16.6 2130 4000 <
04-000K-20GGE/840, W 1142 x 76 x 67 24.8 3270 4000 <
04-000K-25GEE/840, W 1423 x 76 x 67 18.5 2670 4000 <
04-000K-25GGE/840, W 1423 x 76 x 67 31 4090 4000 < 2¢€
04-000K-30GEE/840, W 1703 x 76 x 67 22.2 3200 4000 < 2
04-000K-30GGE/840, W 1703 x 76 x 67 37.2 4910 4000 <
04-000K-35GEE/840, W 1984 x 76 x 67 25.9 3740 4000 < 2
04-000K-35GGE/840, W 1984 x 76 x 67 43.4 5720 4000 < 2
04-000K-40GEE/840, W 2264 x 76 x 67 29.6 4270 4000 < 2
04-000K-40GGE/840, W 2264 x 76 x 67 49.6 6540 4000 < 2
04-000K-50GEE/840, W 2825 x 76 x 67 37 5340 4000 < 25
04-000K-50GGE/840, W 2825 x 76 x 67 62 8180 4000 < 2¢€
04-000K-60GEE/840, W 3386 x 76 x 67 44 .4 6410 4000 < 2
04-000K-60GGE/840, W 3386 x 76 x 67 74.4 9820 4000 < 2
04-000K-80GEE/840, W 4508 x 76 x 67 59.2 8850 4000 < 2!
04-000K-80GGE/840, W 4508 x 76 x 67 99.2 13090 4000 < 2

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes
Lipo60

T ing

2000

Technical datasheets of luminaires

Colour of the [

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires DALI

ON/OFF + 1h emergency

Other type of dimming

ON/OFF + 3h emergency

Ra 80

Luminaires come complete with all necessary accessories.

Assembly

T iE

A++

737

[ j’

Vi
1L 1
3\ 57
/4 -

Notes

www.halla.eu

Colour of the

luminaires

Colour Temperaturd000 K cool white

Ra 0

Energy class

. A+,

Light distribution

Marks

196/332

The luminaires come with fittings, 2m long suspension, cable and a ceiling cup.

Technical datasheets of luminaires
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Assembly

67 Energy class
A++, A+, A

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white

R a 0

Light distribution

Marks

Luminaires come complete with all necessary accessories.

Lipo60

Assembly

67 128 nergy class

J | x 85 mm A++, A+, A

www.halla.eu Technical datasheets of luminaires

Light distribution

Marks

197/332

197/332



4
W

S Ha"a Technical datasheets of luminaires 198/332

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white
Ra 0

Luminaires come complete with all necessary accessories.
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Accessories

Type of installatidecessed
Light distributionDirect

Colour of the White

luminaires

Colour Temperatu#d®00 K cool white

Material Aluminium
Light source LED MODUL
Family MacAdam Light 2
n source
I I p O 6 O - S Connection of theON/OFF
luminaires DALI

ON/OFF + 1h emergency
Other type of dimming
R,N/OFF + 3h emergency

You will appreciate the L-Click system on the Lipo60-S, which
effectively saves you both time and money. How? The module simp
clicks into the profile, so a lot of work is saved dLLH;ler}gmaessembly.

1%¢/820 50 000 hours
solution also prevents the direct touch of the LED technology and

lenghtens its operating life. The Lipo60-S lightinyaysaety can be 60 months
assembled creating endless lines and a big variety of shapes. In
addition to great power output, the luminaire also has a great price. It

will find its use in commercial, social and public spaces.

Luminaire family variants Lipo60-S
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Lipo60-S

57 Assembly Light distribution
I_ —I = = [ e N L

67 Energy class Marks
A++, A+, A
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04S-200K-10GEE/840,

04S-200K-10GGE/840,

04S-200K-15GEE/840,

04S-200K-15GGE/840,

04S-200K-20GEE/840,

04S-200K-20GGE/840,

04S-200K-25GEE/840,

04S-200K-25GGE/840,

04S-200K-30GEE/840,

04S-200K-30GGE/840,

04S-200K-35GEE/840,

04S-200K-35GGE/840,

04S-200K-40GEE/840,

04S-200K-40GGE/840,

04S-200K-50GEE/840,

04S-200K-50GGE/840,

04S-200K-60GEE/840,

04S-200K-60GGE/840,

04S-200K-80GEE/840,

04S-200K-80GGE/840,

w

w

w

w

W

w

w

w

w

w

W

w

w

w

w

w

W

w

w

w

Dimensions
I/w/h (mm)

561 x 57 x 67

561 x 57 x 67

842 x 57 x 67

842 x 57 x 67

1122 x 57 x 67

1122 x 57 x 67

1403 x 57 x 67

1403 x 57 x 67

1683 x 57 x 67

1683 x 57 x 67

1964 x 57 x 67

1964 x 57 x 67

2244 x 57 x 67

2244 x 57 x 67

2805 x 57 x 67

2805 x 57 x 67

3366 x 57 x 67

3366 x 57 x 67

4488 x 57 x 67

4488 x 57 x 67

Ha"a Technical datasheets of luminaires

Power of theLuminous

luminaire (W¥lux (Im)

12.

11.

18.

16.

24.

18.

31

22.

37.

25.

43.

29.

49.

37

62

44.

74.

59.

99.

1

6

6

8

2

1060

1630

1600

2450

2130

3270

2670

4090

3200

4910

3740

5720

4270

6540

5340

8180

6410

9820

8850

13090

Colour

Temperature

(K)

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

201/332

UGR

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Light distribution

UGR
Temperature (K)

\\\\~ Ha"a Technical datasheets of luminaires
Notes Colour of the @ C
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency
R a 80
End caps, suspensions, supply cables, and ceiling cup for luminaires must be ordered
systems, please order the respective number of couplers.
Lipo60-S
603 | Assembly
N I Y
Energy class
A++, A+, A
™M .57’-l
] |
e ]
Code Dimensions Power of the
I/w/h (mm) luminaire (W) flux (Im)
04S-220K-20GEE/840, W 603 x 603 x 67 16.6
04S-220K-20GGE/840, W 603 x 603 x 67 24.8

< 2¢

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes Colour of the @
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires DALI
Other type of dimming
Ra 80
End caps, suspensions, supply cables, and ceiling cup for luminaires must be ordered
systems, please order the respective number of couplers.
Lipo60-S

Assembly Light distribution

_[
T 128 Energy class Marks
67 J | x 65 mm At+, A+, A

57

I

76
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04S-000K-10GEE/840,

04S-000K-10GGE/840,

04S-000K-15GEE/840,

04S-000K-15GGE/840,

04S-000K-20GEE/840,

04S-000K-20GGE/840,

04S-000K-25GEE/840,

04S-000K-25GGE/840,

04S-000K-30GEE/840,

04S-000K-30GGE/840,

04S-000K-35GEE/840,

04S-000K-35GGE/840,

04S-000K-40GEE/840,

04S-000K-40GGE/840,

04S-000K-50GEE/840,

04S-000K-50GGE/840,

04S-000K-60GEE/840,

04S-000K-60GGE/840,

04S-000K-80GEE/840,

04S-000K-80GGE/840,

w

w

w

w

W

w

w

w

w

w

W

w

w

w

w

w

W

w

w

w

Dimensions
I/w/h (mm)

561 x 76 x 67

561 x 76 x 67

842 x 76 x 67

842 x 76 x 67

1122 x 76 x 67

1122 x 76 x 67

1403 x 76 x 67

1403 x 76 x 67

1683 x 76 x 67

1683 x 76 x 67

1964 x 76 x 67

1964 x 76 x 67

2244 x 76 x 67

2244 x 76 x 67

2805 x 76 x 67

2805 x 76 x 67

3366 x 76 x 67

3366 x 76 x 67

4488 x 76 x 67

4488 x 76 x 67

Ha"a Technical datasheets of luminaires

Power of theLuminous

luminaire (WYlux (Im)

12.

11.

18.

16.

24.

18.

31

22.

37.

25.

43.

29.

49.

37

62

44.

74.

59.

99.

1

6

6

8

2

1060

1630

1600

2450

2130

3270

2670

4090

3200

4910

3740

5720

4270

6540

5340

8180

6410

9820

8850

13090

Colour

Temperature

(K)

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

204/332

UGR

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes Colour of the @0
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency
Ra 80
The appropriate quantity of terminals must be ordered for the luminaires. Order the a
for connecting in the series.
Lipo60-S
610 Assembly Light distribution
(| -
Energy class Marks
A++, A+, A
- fﬁ\
E ... X85 mm
I
76
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
04S-020K-20GEE/840, W 610 x 610 x 67 16.6 2130 4000 < 2
04S-020K-20GGE/840, W 610 x 610 x 67 24.8 3270 4000 < 2

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

www.halla.eu Technical datasheets of luminaires 205/332
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Notes Colour of the e

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF
luminaires DALI

Other type of dimming
Ra 80

The appropriate quantity of terminals must be ordered for the luminaires. Order the a
for connecting in the series.

www.halla.eu Technical datasheets of luminaires 206/332
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Accessories

'Q
&, f

Notes

www.halla.eu

Technical datasheets of luminaires

Code Description

00-00300, N wire suspension 2000mm
00-00301, N wire suspension 4000mm
00-00302, N wire suspension 6000mm
Code Description

00-00350, K cable 3x0,75 1000mm
00-00351, K cable 4x0,75 1000mm
00-00352, K cable 3x0,75 2000mm
00-00353, K cable 4x0,75 2000mm
00-00354, K cable 5x0,75 1000mm
00-00355, K cable 5x0,75 2000mm
00-00356, K cable 5x0,75 4000mm
00-00357, K cable 5x0,75 6000mm
00-00358, K cable 3x0,75 4000mm
00-00359, K cable 4x0,75 4000mm
00-00360, K cable 3x0,75 6000mm
00-00361, K cable 4x0,75 6000mm
Code Description

00-00370, W ceiling cup 80x80x32mm
Accessories colour

Code Description

00-00500 wire for emergency lighting XX-XXXX-20
00-00501 wire for emergency lighting XX-XXXX-40

Technical datasheets of luminaires

207/332

207/332
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Notes

Notes

Notes

e

www.halla.eu

Code

00-00600, F

Code

00-20700, W

Technical datasheets of luminaires

Description

208/332

ceiling fastening for luminaires 132-5xxK, 04-2000x, 05-2000x

Description

2 pcs of wall fastening Lipo/Lina

Accessories colour

Code

04-00100, W

Description

2xend cap - metal, 3-conductor terminal box, grommet

Accessories colour

Code

04-00101, W

Description

2xend cap - metal, 5-conductor terminal box, grommet

Accessories colour

Code

04-00200, N

Technica

Description

straight connector

datasheets of luminaires

208/332
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P
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Notes

Notes

Notes

\3
&

Notes

www.halla.eu

Technical datasheets of luminaires

Code Description

04-01200, F Accessory for gear-tray release

Code Description

04-20100, W

Accessories colour

Code Description

04-20101, W

Accessories colour

Code Description

04-20102, W

Accessories colour

Code Description

04-20103, W

Accessories colour

Technical datasheets of luminaires

209/332

2xend cap - metal, 3-conductor terminal box, grommet

2xend cap - metal, 5-conductor terminal box, grommet

2xend cap - plastic, 3-conductor terminal box, grommet

2xend cap - plastic, 5-conductor terminal box, grommet

209/332
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Code Description

04-20900, F bracket for installation of suspended type of profile as recesse

Type of installatidecessed
Light distribution Direct

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 2
u source
I I p O 8 O Connection of theON/OFF
luminaires DALI

Other type of dimming

You will appreciate the L-Click system on the Lipeﬁ%tivr\r/]réich effeCtiLVG%YBSO 50 000 hours
saves you both time and money. How? The module simply clicks into

the profile, so a lot of work is saved during asseWmnyafmtyis solutiof@Oafs@nths

prevents the direct touch of the LED technology and lenghtens its

operating life. The Lipo80 lighting system with efficiency up to

125Im/W comes in recessed, ceiling mounted or suspended version. In

addition to great power output, the luminaire also has a great price. It

will find its use in commercial, social and public spaces.

Luminaire family variants Lipo80

= o

www.halla.eu Technical datasheets of luminaires 210/332
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Lipo80

2000

Technical datasheets of luminaires

Assembly

o=

Energy class

A++, A+, A
80
| 1 =
93
i
E =
\ 80
=) |

www.halla.eu

Technical datasheets of luminaires

Light distribution

Marks

212/332

212/332



05-500K-10GEE/840,

05-500K-10GGE/840,

05-500K-10GHE/840,

05-500K-15GEE/840,

05-500K-15GGE/840,

05-500K-15GHE/840,

05-500K-20GEE/840,

05-500K-20GGE/840,

05-500K-20GHE/840,

05-500K-25GEE/840,

05-500K-25GGE/840,

05-500K-25GHE/840,

05-500K-30GEE/840,

05-500K-30GGE/840,

05-500K-30GHE/840,

05-500K-35GEE/840

05-500K-35GGE/840,

05-500K-35GHE/840,

05-500K-40GEE/840,

05-500K-40GGE/840,

05-500K-40GHE/840,

05-500K-50GEE/840

05-500K-50GGE/840,

05-500K-50GHE/840,

05-500K-60GEE/840,

05-500K-60GGE/840,

05-500K-60GHE/840,

05-500K-80GEE/840

05-500K-80GGE/840,

www.halla.eu

Technical datasheets of luminaires

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

Dimensions
I/w/h (mm)

561

561

561

842

842

80

80

80

80

80

93

93

93

93

93

842 x 80 x 93

1127 x 80 x

1127

1127

1408

1408

1408

1688

1688

1688

1969

1969

1969

2249

2249

2249

2810

2810

2810

3371

3371

3371

4493

4493

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

Power of theLuminous Colour

luminaire (WJ¥lux (Im)

12.4

21.9

11.1

18.6

32.9

15.8

24.8

43.8

18.5

31

54.8

22.2

37.2

65.7

25.9

43.4

76.7

29.6

49.6

87.6

37

62

109.5

44 .4

74.4

131.4

59.2

99.2

Technical datasheets of luminaires

(K)

1060

1630

2670

1600

2450

4010

2130

3270

5350

2670

4090

6690

3200

4910

8030

3740

5720

9370

4270

6540

10710

5340

8180

13390

6410

9820

16060

8850

13090

Temperature

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

213/332

UGR

213/332
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05-500K-80GHE/840, W 4493 x 80 x 93 175.2 21420 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ® C

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency

Ra 80

The luminaires come with fittings, 2m long suspension, cable and a ceiling cup.

Lipo80

Assembly Light distribution

j Energy class Marks

93 A++, A+, A

/4
-
80
/4 —

www.halla.eu Technical datasheets of luminaires 214/332



05-200K-10GEE/840,

05-200K-10GGE/840,

05-200K-10GHE/840,

05-200K-15GEE/840,

05-200K-15GGE/840,

05-200K-15GHE/840,

05-200K-20GEE/840,

05-200K-20GGE/840,

05-200K-20GHE/840,

05-200K-25GEE/840,

05-200K-25GGE/840,

05-200K-25GHE/840,

05-200K-30GEE/840,

05-200K-30GGE/840,

05-200K-30GHE/840,

05-200K-35GEE/840,

05-200K-35GGE/840,

05-200K-35GHE/840,

05-200K-40GEE/840,

05-200K-40GGE/840,

05-200K-40GHE/840,

05-200K-50GEE/840,

05-200K-50GGE/840,

05-200K-50GHE/840,

05-200K-60GEE/840,

05-200K-60GGE/840,

05-200K-60GHE/840,

05-200K-80GEE/840,

05-200K-80GGE/840,

www.halla.eu

Technical datasheets of luminaires

w

w

w

w

W

w

w

w

w

W

w

w

w

W

w

w

w

w

w

W

w

w

w

w

W

Dimensions

I[/w/h (mm)
566 80
566 80
566 80

847

847

80

80

93

93

93

93

93

847 x 80 x 93

1127 x 80

1127

1127

1408

1408

1408

1683

1683

1683

1964

1964

1964

2244

2244

2244

2810

2810

2810

3366

3366

3366

4493

4493

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

80

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

Power of theLuminous Colour

luminaire (WJ¥lux (Im) Temperature

(K)

7.4 1060
12.4 1630
21.9 2670
11.1 1600
18.6 2450
32.9 4010
15.8 2130
24.8 3270
43.8 5350
18.5 2670
31 4090
54.8 6690
22.2 3200
37.2 4910
65.7 8030
25.9 3740
43.4 5720
76.7 9370
29.6 4270
49.6 6540
87.6 10710
37 5340
62 8180
109.5 13390
44 .4 6410
74.4 9820
131.4 16060
59.2 8850
99.2 13090

Technical datasheets of luminaires

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

215/332

UGR

215/332
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05-200K-80GHE/840, W 4493 x 80 x 93 175.2 21420 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ® C

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency

Ra 80

Luminaires come complete with all necessary accessories.

Lipo80

Assembly Light distribution

Energy class Marks

84 ngomm A++, A+, A

www.halla.eu Technical datasheets of luminaires 216/332



05-000K-10GEE/840,

05-000K-10GGE/840,

05-000K-10GHE/840,

05-000K-15GEE/840,

05-000K-15GGE/840,

05-000K-15GHE/840,

05-000K-20GEE/840,

05-000K-20GGE/840,

05-000K-20GHE/840,

05-000K-25GEE/840,

05-000K-25GGE/840,

05-000K-25GHE/840,

05-000K-30GEE/840,

05-000K-30GGE/840,

05-000K-30GHE/840,

05-000K-35GEE/840,

05-000K-35GGE/840,

05-000K-35GHE/840,

05-000K-40GEE/840,

05-000K-40GGE/840,

05-000K-40GHE/840,

05-000K-50GEE/840,

05-000K-50GGE/840,

05-000K-50GHE/840,

05-000K-60GEE/840,

05-000K-60GGE/840,

05-000K-60GHE/840,

05-000K-80GEE/840,

05-000K-80GGE/840,

www.halla.eu

Technical datasheets of luminaires

w

w

w

w

W

w

w

w

w

W

w

w

w

w

W

w

w

w

w

w

W

w

w

w

w

w

W

Dimensions
[/w/h (mm)

581 x 98 x 84

581 x 98 x 84

581 x 98 x 84

862 x 98 x 84

862 x 98 x 84

862 x 98 x 84

1142 x 98 x 84

1142 x 98 x 84

1142 x 98 x 84

1423 x 98 x 84

1423 x 98 x 84

1423 x 98 x 84

1703 x 98 x 84

1703 x 98 x 84

1703 x 98 x 84

1984 x 98 x 84

1984 x 98 x 84

1984 x 98 x 84

2264 x 98 x 84

2264 x 98 x 84

2264 x 98 x 84

2825 x 98 x 84

2825 x 98 x 84

2825 x 98 x 84

3386 x 98 x 84

3386 x 98 x 84

3386 x 98 x 84

4508 x 98 x 84

4508 x 98 x 84

Power of theLuminous

luminaire (WJ¥lux (Im)

12.4

21.9

11.1

18.6

32.9

14.8

24.8

43.8

18.5

31

54.8

22.2

37.2

65.7

25.9

43.4

76.7

29.6

49.6

87.6

37

62

109.5

44 .4

74.4

131.4

59.2

99.2

Technical datasheets of luminaires

Colour

(K)

1060

1630

2670

1600

2450

4010

2130

3270

5350

2670

4090

6690

3200

4910

8030

3740

5720

9370

4270

6540

10710

5340

8180

13390

6410

9820

16060

8850

13090

Temperature

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

217/332

UGR

217/332
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05-000K-80GHE/840, W 4508 x 98 x 84 175.2 21420 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the e

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency

Ra 80

Luminaires come complete with all necessary accessories.

Lipo80
Assembly Light distribution
= ; )
2000
Energy class Marks
E |'80‘| A++, A+, A

www.halla.eu Technical datasheets of luminaires 218/332



05-500M-20GEE/830, B

05-500M-20GEE/830, S

05-500M-20GEE/830, W

05-500M-20GEE/840, B

05-500M-20GEE/840, S

05-500M-20GEE/840, W

05-500M-20GED/830, B

05-500M-20GED/830, S

05-500M-20GED/830, W

05-500M-20GED/840, B

05-500M-20GED/840, S

05-500M-20GED/840, W

05-500M-20GGE/830,

oe]

05-500M-20GGE/830, S

05-500M-20GGE/830, W

05-500M-20GGE/840, B

05-500M-20GGE/840, S

05-500M-20GGE/840, W

05-500M-20GGD/830, B

05-500M-20GGD/830, S

05-500M-20GGD/830, W

05-500M-20GGD/840, B

05-500M-20GGD/840, S

05-500M-20GGD/840, W

05-500M-25GEE/830, B

05-500M-25GEE/830, S

05-500M-25GEE/830, W

05-500M-25GEE/840, B

05-500M-25GEE/840, S

www.halla.eu

Dimensions

[/w/h (mm)
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80

1408

1408

1408

1408

1408

80

80

80

80

80

Ha"a Technical datasheets of luminaires

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

Power of theLuminous Colour

luminaire (WJ¥lux (Im)

21.

21.

21.

21.

21.

21.

21.

21.

21.

21.

21.

21.

31.

31.

31.

31.

31.

31.

31.

31.

31.

31.

31.

31.

27.

27.

27.

27.

27.

Technical datasheets of luminaires

(K)

2790

2790

2790

2950

2950

2950

2790

2790

2790

2950

2950

2950

3780

3780

3780

4000

4000

4000

3780

3780

3780

4000

4000

4000

3490

3490

3490

3690

3690

Temperature

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

219/332

UGR

219/332
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05-500M-25GEE/840, W
05-500M-25GED/830, B
05-500M-25GED/830, S
05-500M-25GED/830, W
05-500M-25GED/840, B
05-500M-25GED/840, S
05-500M-25GED/840, W
05-500M-25GGE/830, B
05-500M-25GGE/830, S
05-500M-25GGE/830, W
05-500M-25GGE/840, B
05-500M-25GGE/840, S
05-500M-25GGE/840, W
05-500M-25GGD/830, B
05-500M-25GGD/830, S
05-500M-25GGD/830, W
05-500M-25GGD/840, B
05-500M-25GGD/840, S

05-500M-25GGD/840, W

AnThese codes represent white luminaires with chromaticity temperature 4000K and optical alumin

Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system

1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408

1408

o0

Matt parabolic louvre

Technical datasheets of luminaires

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

Connection of the ON/OFF

luminaires

Ra

DALI

Other type of dimming

80

27.

27.

27.

27.

27.

27.

27.

39.

39.

39.

39.

39.

39.

39.

39.

39.

39.

39.

39.

8

3690

3490

3490

3490

3690

3690

3690

4730

4730

4730

5000

5000

5000

4730

4730

4730

5000

5000

5000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

220/332

The luminaires come with fittings, 2m long suspension, cable and a ceiling cup.

www.halla.eu

Technical datasheets of luminaires
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Technical

Assembly

Energy class

A++, A+, A

datasheets of luminaires

Light distribution

Marks

221/332
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05-200M-20GEE/830, B

05-200M-20GEE/830, S

05-200M-20GEE/830, W

05-200M-20GEE/840, B

05-200M-20GEE/840, S

05-200M-20GEE/840, W

05-200M-20GED/830, B

05-200M-20GED/830, S

05-200M-20GED/830, W

05-200M-20GED/840, B

05-200M-20GED/840, S

05-200M-20GED/840, W

05-200M-20GGE/830,

oe]

05-200M-20GGE/830, S

05-200M-20GGE/830, W

05-200M-20GGE/840, B

05-200M-20GGE/840, S

05-200M-20GGE/840, W

05-200M-20GGD/830, B

05-200M-20GGD/830, S

05-200M-20GGD/830, W

05-200M-20GGD/840, B

05-200M-20GGD/840, S

05-200M-20GGD/840, W

05-200M-25GEE/830, B

05-200M-25GEE/830, S

05-200M-25GEE/830, W

05-200M-25GEE/840, B

05-200M-25GEE/840, S

www.halla.eu

Dimensions

I/w/h (mm)
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80
1127 80

1408

1408

1408

1408

1408

80

80

80

80

80
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93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

93

Power of theLuminous Colour

luminaire (WJ¥lux (Im)

21.

21.

21.

21.

21.

21.

21.

21.

21.

21.

21.

21.

31.

31.

31.

31.

31.

31.

31.

31.

31.

31.

31.

31.

27.

27.

27.

27.

27.
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(K)

2790

2790

2790

2950

2950

2950

2790

2790

2790

2950

2950

2950

3780

3780

3780

4000

4000

4000

3780

3780

3780

4000

4000

4000

3490

3490

3490

3690

3690

Temperature

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

222/332

UGR

222/332
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05-200M-25GEE/840, W
05-200M-25GED/830, B
05-200M-25GED/830, S
05-200M-25GED/830, W
05-200M-25GED/840, B
05-200M-25GED/840, S
05-200M-25GED/840, W
05-200M-25GGE/830, B
05-200M-25GGE/830, S
05-200M-25GGE/830, W
05-200M-25GGE/840, B
05-200M-25GGE/840, S
05-200M-25GGE/840, W
05-200M-25GGD/830, B
05-200M-25GGD/830, S
05-200M-25GGD/830, W
05-200M-25GGD/840, B
05-200M-25GGD/840, S

05-200M-25GGD/840, W

AnThese codes represent white luminaires with chromaticity temperature 4000K and optical alumin

Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system

1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408
1408

1408

o0

Matt parabolic louvre

Technical datasheets of luminaires

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

x 80 x 93

Connection of the ON/OFF

luminaires

Ra

DALI

Other type of dimming

80

27.

27.

27.

27.

27.

27.

27.

39.

39.

39.

39.

39.

39.

39.

39.

39.

39.

39.

39.

8

3690

3490

3490

3490

3690

3690

3690

4730

4730

4730

5000

5000

5000

4730

4730

4730

5000

5000

5000

Luminaires come complete with all necessary accessories.

www.halla.eu
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4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000

3000

3000

3000

4000

4000

4000
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Lipo80

2000

Technical datasheets of luminaires

Assembly

o=

Energy class

A++, A+, A
80
| 1 =
93
i
E =
\ 80
=) |
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Code Dimensions Power of theLuminous Colour UGR

[/w/h (mm) luminaire (W)lux (Im) Temperature

(K)

05-500B-20GHE/830, B 1127 x 80 x 93 27.3 3180 3000 -
05-500B-20GHE/830, S 1127 x 80 x 93 27.3 3180 3000 -
05-500B-20GHE/830, W 1127 x 80 x 93 27.3 3180 3000 -
05-500B-20GHE/840, B 1127 x 80 x 93 27.3 3370 4000 <
05-500B-20GHE/840, S 1127 x 80 x 93 27.3 3370 4000 <
05-500B-20GHE/840, W 1127 x 80 x 93 27.3 3370 4000 <
05-500B-20GHD/830, B 1127 x 80 x 93 27.3 3180 3000 -
05-500B-20GHD/830, S 1127 x 80 x 93 27.3 3180 3000 -
05-500B-20GHD/830, W 1127 x 80 x 93 27.3 3180 3000 -
05-500B-20GHD/840, B 1127 x 80 x 93 27.3 3370 4000 <
05-500B-20GHD/840, S 1127 x 80 x 93 27.3 3370 4000 <
05-500B-20GHD/840, W 1127 x 80 x 93 27.3 3370 4000 <
05-500B-25GHE/830, B 1408 x 80 x 93 34.2 3970 3000 -
05-500B-25GHE/830, S 1408 x 80 x 93 34.2 3970 3000 -
05-500B-25GHE/830, W 1408 x 80 x 93 34.2 3970 3000 -
05-500B-25GHE/840, B 1408 x 80 x 93 34.2 4210 4000 <
05-500B-25GHE/840, S 1408 x 80 x 93 34.2 4210 4000 <
05-500B-25GHE/840, W 1408 x 80 x 93 34.2 4210 4000 <
05-500B-25GHD/830, B 1408 x 80 x 93 34.2 3970 3000 -
05-500B-25GHD/830, S 1408 x 80 x 93 34.2 3970 3000 -
05-500B-25GHD/830, W 1408 x 80 x 93 34.2 3970 3000 -
05-500B-25GHD/840, B 1408 x 80 x 93 34.2 4210 4000 <
05-500B-25GHD/840, S 1408 x 80 x 93 34.2 4210 4000 <
05-500B-25GHD/840, W 1408 x 80 x 93 34.2 4210 4000 <

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

www.halla.eu Technical datasheets of luminaires 225/332
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Notes

Lipo80
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Colour of the o

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma low UGR

Connection of the ON/OFF

luminaires DALI
Ra 80

The luminaires come with fittings, 2m long suspension,

Assembly

j Energy class

93 A++, A+, A

www.halla.eu

/4
-
80
/4 —
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Light distribution

Marks

226/332

cable and a ceiling cup.
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Code Dimensions Power of thelLuminous Colour UGR
I/w/h (mm) luminaire (W)lux (Im) Temperature
(K)

05-200B-20GHE/830, B 1127 x 80 x 93 27.3 3180 3000 -
05-200B-20GHE/830, S 1127 x 80 x 93 27.3 3180 3000 -
05-200B-20GHE/830, W 1127 x 80 x 93 27.3 3180 3000 -
05-200B-20GHE/840, B 1127 x 80 x 93 27.3 3370 4000 <
05-200B-20GHE/840, S 1127 x 80 x 93 27.3 3370 4000 <
05-200B-20GHE/840, W 1127 x 80 x 93 27.3 3370 4000 <
05-200B-20GHD/830, B 1127 x 80 x 93 27.3 3180 3000 -
05-200B-20GHD/830, S 1127 x 80 x 93 27.3 3180 3000 -
05-200B-20GHD/830, W 1127 x 80 x 93 27.3 3180 3000 -
05-200B-20GHD/840, B 1127 x 80 x 93 27.3 3370 4000 <
05-200B-20GHD/840, S 1127 x 80 x 93 27.3 3370 4000 <
05-200B-20GHD/840, W 1127 x 80 x 93 27.3 3370 4000 <
05-200B-25GHE/830, B 1408 x 80 x 93 34.2 3970 3000 -
05-200B-25GHE/830, S 1408 x 80 x 93 34.2 3970 3000 -
05-200B-25GHE/830, W 1408 x 80 x 93 34.2 3970 3000 -
05-200B-25GHE/840, B 1408 x 80 x 93 34.2 4210 4000 <
05-200B-25GHE/840, S 1408 x 80 x 93 34.2 4210 4000 <
05-200B-25GHE/840, W 1408 x 80 x 93 34.2 4210 4000 <
05-200B-25GHD/830, B 1408 x 80 x 93 34.2 3970 3000 -
05-200B-25GHD/830, S 1408 x 80 x 93 34.2 3970 3000 -
05-200B-25GHD/830, W 1408 x 80 x 93 34.2 3970 3000 -
05-200B-25GHD/840, B 1408 x 80 x 93 34.2 4210 4000 <
05-200B-25GHD/840, S 1408 x 80 x 93 34.2 4210 4000 <
05-200B-25GHD/840, W 1408 x 80 x 93 34.2 4210 4000 <

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

www.halla.eu Technical datasheets of luminaires 2271332
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Light distribution

Marks

\\\\ Ha"a Technical datasheets of luminaires
Notes Colour of the e
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma low UGR
Connection of the ON/OFF
luminaires DALI
Ra 80
Luminaires come complete with all necessary accessories.
Lipo80
Assembly
'_L|
B T T
2000
A++, A+,
80
L1 | r 77
N 93
_
i
.|
\ 80
=) |
| |
Notes Colour of the

www.halla.eu

luminaires
Colour Temperaturd000 K cool white

Ra 0

228/332

The luminaires come with fittings, 2m long suspension, cable and a ceiling cup.

Technical datasheets of luminaires
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Lipo80

Assembly Light distribution

1

—' Energy class Marks

93 A++, A+, A

/4
-
80
v/ -

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white
R a 0

Luminaires come complete with all necessary accessories.
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Lipo80

Assembly Light distribution

Energy class Marks

84 | x 90 mm A++, A+, A

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white
R a 0

Luminaires come complete with all necessary accessories.

Lipo80
Assembly Light distribution
= ; )
2000
Energy class Marks
B |'80‘| A++, A+, A

www.halla.eu Technical datasheets of luminaires 230/332
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Notes Colour of the
luminaires
Colour Temperaturd000 K cool white
Optic system Matt parabolic louvre
Ra 0
The luminaires come with fittings, 2m long suspension, cable and a ceiling cup.
Lipo80
Assembly Light distribution
|80 =] L
/ \33 Energy class Marks
A++, A+, A
-
80
|
| |
Notes Colour of the

www.halla.eu

luminaires

Colour Temperaturd000 K cool white
Optic system Matt parabolic louvre
Ra 0

Luminaires come complete with all necessary accessories.

Technical datasheets of luminaires 231/332
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Accessories

Type of installatic®gurface
Light distributionDirect

Colour of the White

luminaires

Colour Temperatu#d®00 K cool white

Material Aluminium
Light source LED MODUL
Family MacAdam Light 2
n source
I I p O 8 O - S Connection of theON/OFF
luminaires DALI
Lifetime L80/B20 50 000 hours

You will appreciate the L-Click system on the Lipo80-S, which

effectively saves you both time and money. How?Wédrgandylule simpB0 months
clicks into the profile, so a lot of work is saved during assembly. This
solution also prevents the direct touch of the LED technology and

lenghtens its operating life. The Lipo80-S lighting system with

efficiency up to 125Im/W comes in recessed, ceiling mounted or

suspended version. In addition, we offer installation through an

aluminium profile joint that prevents translucence in luminaire joints.

In addition to great power output, the luminaire also has a great price.

It will find its use in commercial, social and public spaces.

Luminaire family variants Lipo80-S

www.halla.eu Technical datasheets of luminaires 232/332
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Lipo80-S

Assembly Light distribution

= = [ I -

—' Energy class Marks

93 A++, A+, A

/4
-
80
v/ -
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Code Dimensions Power of theLuminous Colour UGR

I/w/h (mm) luminaire (WJlux (Im) Temperature

(K)

05S-200K-10GEE/840, W 561 x 80 x 93 7.4 1060 4000 < 28
05S-200K-10GGE/840, W 561 x 80 x 93 12.4 1630 4000 <
05S-200K-10GHE/840, W 561 x 80 x 93 21.9 2670 4000 <
05S-200K-15GEE/840, W 842 x 80 x 93 11.1 1600 4000
05S-200K-15GGE/840, W 842 x 80 x 93 18.6 2450 4000 <
05S-200K-15GHE/840, W 842 x 80 x 93 32.9 4010 4000 <
05S-200K-20GEE/840, W 1122 x 80 x 93 14.8 2130 4000
05S-200K-20GGE/840, W 1122 x 80 x 93 24.8 3270 4000
05S-200K-20GHE/840, W 1122 x 80 x 93 43.8 5350 4000
05S-200K-25GEE/840, W 1403 x 80 x 93 18.5 2670 4000
05S-200K-25GGE/840, W 1403 x 80 x 93 31 4090 4000 <
05S-200K-25GHE/840, W 1403 x 80 x 93 54.8 6690 4000 <
05S-200K-30GEE/840, W 1683 x 80 x 93 22.2 3200 4000 <
05S-200K-30GGE/840, W 1683 x 80 x 93 37.2 4910 4000
05S-200K-30GHE/840, W 1683 x 80 x 93 65.7 8030 4000 <
05S-200K-35GEE/840, W 1964 x 80 x 93 25.9 3740 4000 <
05S-200K-35GGE/840, W 1964 x 80 x 93 43.4 5720 4000 <
05S-200K-35GHE/840, W 1964 x 80 x 93 76.7 9370 4000
05S-200K-40GEE/840, W 2244 x 80 x 93 29.6 4270 4000 <
05S-200K-40GGE/840, W 2244 x 80 x 93 49.6 6540 4000 <
05S-200K-40GHE/840, W 2244 x 80 x 93 87.6 10710 4000
05S-200K-50GEE/840, W 2805 x 80 x 93 37 5340 4000 <
05S-200K-50GGE/840, W 2805 x 80 x 93 62 8180 4000 <
05S-200K-50GHE/840, W 2805 x 80 x 93 109.5 13390 4000
05S-200K-60GEE/840, W 3366 x 80 x 93 44 .4 6410 4000 <
05S-200K-60GGE/840, W 3366 x 80 x 93 74.4 9820 4000 <
05S-200K-60GHE/840, W 3366 x 80 x 93 131.4 16060 4000
05S-200K-80GEE/840, W 4488 x 80 x 93 59.2 8850 4000 <
05S-200K-80GGE/840, W 4488 x 80 x 93 99.2 13090 4000
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05S-200K-80GHE/840, W 4488 x 80 x 93 175.2 21420 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the e

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency

Ra 80

Aluminium profile and end caps for luminaires must be ordered separately. For hangir
supply cable, and wire suspensions. For connection into systems, please order the re
disassembly sets, or a supplementary cable for emergency systems.

Lipo80-S
Assembly Light distribution
613 S -
Energy class Marks
A++, A+, A
o 80
° Bl
T\ 93
_

www.halla.eu Technical datasheets of luminaires 235/332



055-220K-20GEE/840, W

055-220K-20GGE/840, W

05S-220K-20GHE/840, W

Technical datasheets of luminaires

Dimensions

I[/w/h (mm)

613 x 613 x 93 14.8
613 x 613 x 93 24.8
613 x 613 x 93 43.8

Power of the Luminous

luminaire (W) flux (Im)

236/332

Colour UGR

Temperature (K)

2130 4000
3270 4000
5350 4000

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes

luminaires

Colour of the

L

Colour Temperatur8000 K warm white

Optic system

4000 K cool white

Microprisma

Opal diffuser

Connection of the ON/OFF

luminaires

Ra

DALI
Other type of dimming

80

Aluminium profile and end caps for luminaires must be ordered separately.

supply cable, and wire suspensions.

For connection into systems,

disassembly sets, or a supplementary cable for emergency systems.

Lipo80-S

Assembly

Energy class

| x 90 mm At+, A+, A

www.halla.eu
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Light distribution

Marks

For hangin

please order the re
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Code Dimensions Power of theLuminous Colour UGR

I/w/h (mm) luminaire (WJlux (Im) Temperature

(K)

05S-000K-10GEE/840, W 561 x 98 x 84 7.4 1060 4000 < 27
05S-000K-10GGE/840, W 561 x 98 x 84 12.4 1630 4000 <
05S-000K-10GHE/840, W 561 x 98 x 84 21.9 2670 4000 <
05S-000K-15GEE/840, W 842 x 98 x 84 11.1 1600 4000 <
05S-000K-15GGE/840, W 842 x 98 x 84 18.6 2450 4000 <
05S-000K-15GHE/840, W 842 x 98 x 84 32.9 4010 4000 <
05S-000K-20GEE/840, W 1122 x 98 x 84 14.8 2130 4000
05S-000K-20GGE/840, W 1122 x 98 x 84 24.8 3270 4000
05S-000K-20GHE/840, W 1122 x 98 x 84 43.8 5350 4000 <
05S-000K-25GEE/840, W 1403 x 98 x 84 18.5 2670 4000 <
05S-000K-25GGE/840, W 1403 x 98 x 84 31 4090 4000 <
05S-000K-25GHE/840, W 1403 x 98 x 84 54.8 6690 4000 <
05S-000K-30GEE/840, W 1683 x 98 x 84 22.2 3200 4000 <
05S-000K-30GGE/840, W 1683 x 98 x 84 37.2 4910 4000
05S-000K-30GHE/840, W 1683 x 98 x 84 65.7 8030 4000 <
05S-000K-35GEE/840, W 1964 x 98 x 84 25.9 3740 4000 <
05S-000K-35GGE/840, W 1964 x 98 x 84 43.4 5720 4000 <
05S-000K-35GHE/840, W 1964 x 98 x 84 76.7 9370 4000
05S-000K-40GEE/840, W 2244 x 98 x 84 29.6 4270 4000 <
05S-000K-40GGE/840, W 2244 x 98 x 84 49.6 6540 4000 <
05S-000K-40GHE/840, W 2244 x 98 x 84 87.6 10710 4000
05S-000K-50GEE/840, W 2805 x 98 x 84 37 5340 4000 <
05S-000K-50GGE/840, W 2805 x 98 x 84 62 8180 4000 <
05S-000K-50GHE/840, W 2805 x 98 x 84 109.5 13390 4000
05S-000K-60GEE/840, W 3366 x 98 x 84 44 .4 6410 4000 <
05S-000K-60GGE/840, W 3366 x 98 x 84 74.4 9820 4000 <
05S-000K-60GHE/840, W 3366 x 98 x 84 131.4 16060 4000
05S-000K-80GEE/840, W 4488 x 98 x 84 59.2 8850 4000 <
05S-000K-80GGE/840, W 4488 x 98 x 84 99.2 13090 4000 <
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05S-000K-80GHE/840, W 4488 x 98 x 84 175.2 21420 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the e

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency

Ra 80

Aluminium profile and end caps for luminaires must be ordered separately. For hangir
supply cable, and wire suspensions. For connection into systems, please order the re
disassembly sets, or a supplementary cable for emergency systems.

Lipo80-S
Assembly Light distribution
622
Energy class Marks
A++, A+, A
... %X 90 mm
~N
O [801
T
145
84
s
98|
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Code Dimensions Power of the Luminous Colour UGR

I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
05S-020K-20GEE/840, W 622 x 622 x 84 14.8 2130 4000 < 2
05S-020K-20GGE/840, W 622 x 622 x 84 24.8 3270 4000 < 2
05S-020K-20GHE/840, W 622 x 622 x 84 43.8 5350 4000 < 20

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ®

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF
luminaires DALI

Other type of dimming
Ra 80

Aluminium profile and end caps for luminaires must be ordered separately. For hangin
supply cable, and wire suspensions. For connection into systems, please order the re
disassembly sets, or a supplementary cable for emergency systems.
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Accessories

Code Description

™ B 00-00100, W 2xend cap - metal, 3-conductor terminal box, grommet; Lipo80

Notes Accessories colour
Code Description
'»,- ,\‘ 00-00101, W 2xend cap - metal, 5-conductor terminal box, grommet; Lipo80
Notes Accessories colour
Code Description
o 00-00200, N igh
g - , straight connector
%“i;‘f
Code Description
= O 00-00300, N wire suspension 2000mm
‘/f 00-00301, N wire suspension 4000mm
00-00302, N wire suspension 6000mm

www.halla.eu Technical datasheets of luminaires 240/332
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Code Description
00-00350, K cable 3x0,75 1000mm
00-00351, K cable 4x0,75 1000mm
00-00352, K cable 3x0,75 2000mm
00-00353, K cable 4x0,75 2000mm
00-00354, K cable 5x0,75 1000mm
00-00355, K cable 5x0,75 2000mm
00-00356, K cable 5x0,75 4000mm
00-00357, K cable 5x0,75 6000mm
00-00358, K cable 3x0,75 4000mm
00-00359, K cable 4x0,75 4000mm
00-00360, K cable 3x0,75 6000mm
00-00361, K cable 4x0,75 6000mm
Code Description
00-00370, W ceiling cup 80x80x32mm
Notes Accessories colour
Code Description
00-00500 wire for emergency lighting XX-XXXX-20
j 00-00501 wire for emergency lighting XX-XXXX-40
Code Description
% 00-00600, F ceiling fastening for luminaires 132-5xxK, 04-2000x, 05-2000x,

www.halla.eu Technical datasheets of luminaires 241/332
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Notes
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Notes
L
Notes
wf s
€
Notes
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Code

00-01200, F

Code

00-20100, W

242/332

Description

Accessory for gear-tray release

Description

2xend cap - metal, 3-conductor terminal box, grommet; Lipo80/

Accessories colour

Code

00-20101, W

Description

2xend cap - metal, 5-conductor terminal box, grommet; Lipo80/

Accessories colour

Code

00-20102, W

Description

2xend cap - palstic, 3-conductor terminal box, grommet; Lipo8(

Accessories colour

Code

00-20103, W

Description

2xend cap - plastic, 5-conductor terminal box, grommet; Lipo8(

Accessories colour

Technica

datasheets of luminaires 242/332
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Code Description
ww 00-20700, W 2 pcs of wall fastening Lipo/Lina
Notes Accessories colour
Code Description
00-20900, F bracket for installation of suspended type of profile as recesse
Code Description
00-21300, W Lipo80-S, Lina80-S -pendant profile for track luminaires; | = 1:
00-21301, W Lipo80-S, Lina80-S -pendant profile for track luminaires; | = 2:
Notes Accessories colour
Code Description
0
"‘iyh-» 00-51300, W set for suspension into 3-phase track, non-dimmable luminaire:
4
Notes Accessories colour
Code Description
g
"*4;_) 00-51301, W set for suspension into 3-phase track, dimmable luminaires
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Notes Accessories colour

Type of installatidecessed
Light distribution Direct

Colour of the Black, Silver, White
luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family LED type Tunable White

| |
M I MacAdam Light 3
|1 A -
source

Connection of theON/OFF

luminaires DALI
One model, a thousand combinations. The Mila-S luminaire is Other type of dimming
innovative in all aspects. Rob van Beek designed its shape to offer an
endless list of combinations. Thanks to the uniqulifebigmeetic systerh80/B10, L90/B50 50 000 hours
the luminaires can be connected in spatial formations in a variety of
shapes without the need for tools. None of this W\g/l?lrJ%nat\ye been 60 months
possible without the latest LED technology, which is hidden inside
aluminum profiles in white, black or silver. The hidden light source
does not create shadows. Thanks to the possibility of dimming, the
luminaire is great for showrooms, offices and a variety of
representative spaces. Even the naming of this lighting system is

perfectly thought out, as Mila in Italian means a thousand.
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Luminaire family variants Mila-S
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Mila-S
Assembly Light distribution
250
R ': =y - =
445 Energy class Marks

250 250 AT+, A+, A

| [ | 7

1

1040
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)

101S-200K-10GGE/840, W 1040 x 445 x 70 32.4 3350 4000 -
101S-201K-10GGE/840, W 1040 x 445 x 70 34.5 3730 4000 -
101S-200K-10GHE/840, W 1040 x 445 x 70 47.5 4910 4000 -
101S-201K-10GHE/840, W 1040 x 445 x 70 51.8 5460 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the ®

luminaires

Colour Temperatur8000 K warm white
4000 K cool white
2700 K - 6500 K Tunable White

Optic system Opal diffuser

Connection of the ON/OFF
luminaires DALI
Other type of dimming

Tunable white

Ra 80
90

Order a power-supply cable and ceiling cups for hanging. To connect into systems, pl
of connecting cables. Please order the respective number of distancing sets for ceilir
mounting.

www.halla.eu Technical datasheets of luminaires 246/332



4
W

S Ha"a Technical datasheets of luminaires 2471332

Accessories

Type of installati®gurface, Wall mounted, Suspended
Light distribution Direct, Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit
K - 6500 K Tunable White

Material Aluminium
Family Light source LED MODUL
n LED type Tunable White
P u r I Connection of theON/OFF
luminaires DALI

Other type of dimming

We were contemplating about how to achieve total design clarity, antnable white
so the family of Puri built-in circular luminaires vt?fsetbllrjni(let. ChooseLSO/BZO 50 000 hours
between the framed and frameless version. Mount it directly intao the

ceiling without cables or suspending. You can creMaeraabybinations60 months

that best suit the needs of commercial spaces, offices, hotels or

corridors using the six luminaire diameters on the ceiling. Puri

luminaires merge with interiors and also playfully combine with other

round luminaire families.

Luminaire family variants Puri
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Puri
_[ Assembly Light distribution
h m -
. [ — i
ad
Energy class Marks
A++, A+, A
dn
@ D mm

Code Dimensions Power of the Luminous Colour

[/w/h (mm) luminaire (W)flux (Im) Temperature

(K)

142-030K-10GEE/840, W 370 x 90 10.1 1020 4000
142-030K-10GGE/840, W 370 x 90 21 1990 4000
143-060K-10GEE/840, W 620 x 90 30.4 4220 4000
143-060K-10GGE/840, W 620 x 90 43.2 5880 4000
143-060K-10GHE/840, W " 620 x 90 53.5 7130 4000
143-080K-10GEE/840, W 870 x 90 57.2 7750 4000
143-080K-10GGE/840, W 870 x 90 78.3 10420 4000
143-080K-10GHE/840, W 870 x 90 97.2 12680 4000
143-0A0K-10GEE/840, W 1170 x 90 91.3 11730 4000
143-0A0K-10GGE/840, W 1170 x 90 108.3 15790 4000
143-0A0K-10GHE/840, W " 1170 x 90 150.5 19470 4000

248/332

UGR

< 21.¢

< 22.¢

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes Colour of the
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
2700 K - 6500 K Tunable White
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires DALI
Tunable white
R a 80
90
Luminaires come complete with all necessary accessories.
Puri
Assembly Light distribution
g T
125 -
[ (@ Q‘ \JJ. n
| @d
Energy class Marks
A++, A+, A
e
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W)flux (Im) Temperature (K)
140-052K-10GHE/840 " 355 x 125 21.9 2160 4000 -
140-052K-10GIE/840 " 435 x 125 27.6 3230 4000 < 20
140-062K-10GNE/840 " 633 x 125 68.5 7260 4000 < 20
140-072K-12GEE/840 " 924 x 125 95 11800 4000 < 20
140-082K-22GEE/840 " 1203 x 125 245 24290 4000 < 20

These codes represent luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency
Ra 80
Luminaires come complete with all necessary accessories.
Puri
Assembly Light distribution
h ] -—
. [ = 1
ad
Energy class Marks
A++, A+, A
2 D mm
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
14X-0XXX-10GXX/840, W "0 x 0 10.1 920 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes Colour of the
luminaires
Colour Temperaturd000 K cool white
Ra 0
Luminaires come complete with all necessary accessories.
Puri
Assembly Light distribution
é g N 125 -
| ed
Energy class Marks
A++, A+, A
~
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
140-0XXX-10GXX/840 "0 x0 16.7 900 4000 -

These codes represent luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour Temperaturd000 K cool white
Ra 0

Luminaires come complete with all necessary accessories.
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Accessories

Type of installatidecessed
Light distributionDirect

Colour of the White

luminaires

Colour Temperatu#d®00 K cool white

Material Aluminium
Light source LED MODUL
Family LED type Tunable White

Connection of theON/OFF
a V O luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency

This circular downlight luminaire has been desigr]_elgewr{]eLED SOUTCes 1 650 50 000 hours
with an efficacy of up to 130 Im/W. The luminaires are made of

polycarbonate plastic and a passive aluminium heMagraltyP 40 or I®04months

protection class in the version with clear or structured plexiglass

protects against the penetration of water or other substances and solid

particles. Ravo luminaire with a wider beam angle is a good solution for

commercial and social spaces, car showrooms and communication

zones.

Luminaire family variants Ravo
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Ravo

Assembly Light distribution

m -

Energy class Marks

A++, A+, A

2160

Notes Beam angle 62, 64

Colour of the [ N W

luminaires

Colour Temperatur8000 K warm white
4000 K cool white
2700 K - 6500 K Tunable White

Optic system Opal diffuser

Clear cover

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency
Tunable white

Ra 80

Recessed and surface luminaires come complete with all necessary accessories. Redu
for assembly into larger openings (up to 230 mm) in false ceilings.
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Marks

Power of the Luminous

luminaire (W)flux (Im)

\\\\ Ha"a Technical datasheets of luminaires
Ravo
B Assembly
o
260 Energy class
A++, A+,
F—2172—]
Code Dimensions
[/w/h (mm)
55-263C-10GDE/840, W " 172 x 260
55-273K-10GDE/840, W " 172 x 260
55-263C-10GGE/840, W " 172 x 260
55-273K-10GGE/840, W " 172 x 260
55-263C-10GHE/840, W " 172 x 260
55-273K-10GHE/840, W " 172 x 260

9.1 1210
9.1 1090
14.9 1880
14.9 1700
23.3 2710
23.3 2460

Colour

Temperature

(K)

4000

4000

4000

4000

4000

4000

The indicated codes stand for a white luminaire with colour temperature of 4000K.
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Notes Beam angle 62, 64
Colour of the @
luminaires
Colour Temperatur&000 K warm white
4000 K cool white
Optic system Opal diffuser
Clear cover
Connection of the ON/OFF
luminaires DALI
Ra 80
For pendant assembly, you must order a pendant set containing cables and a ceiling
Ravo
Assembly Light distribution
(| -
Energy class Marks

_l—@172v—‘ A++, A+, A

2160

255/332

Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
55-0XXX-10GXX/840, W "0 x 0 9.1 1090 4000 -

The indicated codes stand for a white luminaire with colour temperature of 4000K.
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Notes Colour of the
luminaires
Colour Temperaturd000 K cool white
R a 0
Recessed and surface luminaires come complete with all necessary accessories. Redu
for assembly into larger openings (up to 230 mm) in false ceilings.
Ravo
- Assembly Light distribution
1 ] -
260 Energy class Marks
A++, A+, A
—2172—]
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
55-2XXX-10GXX/840, W "0 x 0 9.1 1090 4000 -

The indicated codes stand for a white luminaire with colour temperature of 4000K.

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white
Ra 0

For pendant assembly, you must order a pendant set containing cables and
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Accessories

5 Code Description
Q-i\g 55-0003, W wire suspension 1 wire, for cable 2m
55-0004, W wire suspension 1 wire, for cable 2m
Notes Accessories colour

Type of installatidurface, Suspended
Light distribution Direct

Colour of the White

luminaires

Colour Temperatud®00 K cool white

Material Aluminium
Light source LED MODUL
Family MacAdam Light 3
source
R O t a O 1 O O Connection of theON/OFF
luminaires DALI
Lifetime L80/B20 50 000 hours

With Rotao designer luminaires, we surrender to the geometric heauty

of the ellipse. A circular plan attracts attention. Wheagriamtgr opening@lg®nths
optically lightens commercial, office and home spaces. We placed an

LED light source in the luminaire with an efficiency of up to 150 Im / W,
which is hidden behind an opal diffuser in an aluminum profile. The

profile is treated with baked powder paint in three shades -

unobtrusive white, elegant gray and timeless black.
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Halla

Luminaire family variants Rotaol00

www.halla.eu Technical datasheets of luminaires 258/332



N

- Ha"a Technical datasheets of luminaires 259/332

Rotaol00 acoustic

Assembly Light distribution
[ 1
[ -
H i i
[ ] | i-l' Energy class Marks
A++, A+, A

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white
Optic system Microprisma

Connection of the ON/OFF

luminaires
Ra 80

Luminaires come complete with all necessary accessories.
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Rotaol00
Assembly Light distribution

[ 1
[ = B
1 1 e
[ ] | E-l' Energy class Marks

A++, A+, A
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127-560K-10GEE/840, W

127-561K-10GEE/840, W

127-560K-10GGE/840, W

127-561K-10GGE/840, W

127-580K-10GEE/840, W

127-581K-10GEE/840, W

127-580K-10GGE/840, W

127-581K-10GGE/840, W

127-5BO0K-10GEE/840, W

127-5B1K-10GEE/840, W

127-5BO0K-10GGE/840, W

127-5B1K-10GGE/840, W

127-5C0K-10GEE/840, W

127-5C1K-10GEE/840, W

127-5C0K-10GGE/840, W

127-5C1K-10GGE/840, W

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes

www.halla.eu

Colour of the

luminaires

Dimensions
I/w/h (mm)

600 x 87
600 x 87
600 x 87
" 600 x 87
850 x 87
850 x 87
850 x 87
850 x 87
1200 x 87
" 1200 x 87
1200 x 87
1200 x 87
1500 x 87
1500 x 87
1500 x 87

" 1500 x 87

o0

Colour Temperatur&000 K warm white

Optic system

Connection of the

luminaires
Ra

Luminaires come

4000 K cool white

Microprisma

Opal diffuser

ON/OFF
DALI

80

Power of the Luminous

luminaire (W)flux (Im)

23.

27.

32.

38.

34.

41.

49

58.

46.

55.

65.

77.

61.

69.

85.

98

2

6

2660

3160

3620

4300

4000

4750

5440

6460

5330

6330

7250

8610

7000

8000

9520

10880

complete with all necessary accessories.

Technical datasheets of luminaires

Colour
Temperature

(K)

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000
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Accessories

Type of installati®Guspended
Light distribution Direct, Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 3
source
R O t a O 6 O Connection of theON/OFF
luminaires DALI
Lifetime L80/B20 50 000 hours
Warranty 60 months
Luminaire family variants Rotao60
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Rotao60

Assembly

o=

Energy class

A++, A+, A

www.halla.eu Technical datasheets of luminaires

Light distribution

Marks

263/332

263/332



227-260K-10GEE/840,

227-561K-10GEE/840,

227-260K-10GGE/840,

227-561K-10GGE/840,

227-280K-10GEE/840,

227-581K-10GEE/840,

227-280K-10GGE/840,

227-581K-10GGE/840,

227-2BO0K-10GEE/840,

227-5B1K-10GEE/840,

227-2B0K-10GGE/840,

227-5B1K-10GGE/840,

227-2C0K-10GEE/840,

227-5C1K-10GEE/840,

227-2C0K-10GGE/840,

227-5C1K-10GGE/840,

227-2D0OK-10GEE/840,

227-2D0OK-10GGE/840,

227-2E0K-10GEE/840,

227-2E0K-10GGE/840,

227-2F0K-10GEE/840,

227-2F0K-10GGE/840,

www.halla.eu

w

w

w

w

W

w

w

W

w

w

W

w

w

w

W

w

W

w

w

w

w
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Dimensions
I/w/h (mm)

+ 00-003'3%,0W

603

+ 00-0033%,0%

" 603

+ 00-0033%8B0W

800

+ 00-00333xB,0W

800

" 1140

+ 00-00378,1%0

1140

+ 00-00378,5Ws

1515

+ 00-003785W5

" 1515

+ 00-0037&,0%W0

+ 00-003780WW0

+ 00-0037&,4W0

+ 00-003784%M0

+ 00-003872,9%0

+ 00-00382980

X

X

65

65

65

65

65

65

65

65

00-00378,1W0 x 65

65

65

65

65

65

65

65

65

65

65

65

65

65

Power of theLuminous

luminaire (WJ¥lux (Im)

22.6

28.2

31.1

38.8

30.1

37.6

41.4

51.8

45.2

60.2

62.1

86.6

60.2

75.3

86.6

103.5

74.5

107

95.6

137.5

115.9

166.2

Technical datasheets of luminaires

Colour
Temperature

(K)

2630 4000
3290 4000
3650 4000
4560 4000
3510 4000
4390 4000
4860 4000
6090 4000
5260 4000
7030 4000
7300 4000
9740 4000
7020 4000
8780 4000
9730 4000
12180 4000
9150 4000
12550 4000
11340 4000
15530 4000
13730 4000
18820 4000

264/332
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Notes Colour of the e
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires DALI
Ra 80
Rotao60
Assembly Light distribution
S - A
i | 65 o -
Energy class Marks

A++, A+, A

www.halla.eu
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Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W)flux (Im) Temperature
(K)

227-260K-10GEE/840, W " 603 x 65 22.6 2630 4000 -
227-260K-10GGE/830, B " 603 x 65 31.1 3480 3000 -
227-260K-10GGE/830, S " 603 x 65 31.1 3480 3000 -
227-260K-10GGE/830, W " 603 x 65 31.1 3480 3000 -
227-260K-10GGE/840, B 603 x 65 31.1 3650 4000 -
227-260K-10GGE/840, S " 603 x 65 31.1 3650 4000 -
227-260K-10GGE/840, W " 603 x 65 31.1 3650 4000 -
227-280K-10GEE/840, W " 800 x 65 30.1 3510 4000 -
227-280K-10GGE/840, W " 800 x 65 41 .4 4860 4000 -
227-2B0OK-10GEE/840, W " 1140 x 65 45.2 5260 4000 -
227-2B0K-10GGE/830, B " 1140 x 65 62.1 6960 3000 -
227-2B0K-10GGE/830, W " 1140 x 65 62.1 6960 3000 -
227-2B0K-10GGE/840, B " 1140 x 65 62.1 7300 4000 -
227-2B0K-10GGE/840, W " 1140 x 65 62.1 7300 4000 -
227-2C0K-10GEE/840, W " 1515 x 65 60.2 7020 4000 -
227-2C0K-10GGE/840, W " 1515 x 65 86.6 9730 4000 -
227-2D0OK-10GEE/840, W " 2050 x 65 74.5 9150 4000 -
227-2D0K-10GGE/840, W " 2050 x 65 107 12550 4000 -
227-2E0K-10GEE/840, W " 2440 x 65 95.6 11340 4000 -
227-2E0K-10GGE/840, W " 2440 x 65 137.5 15530 4000 -
227-2F0K-10GEE/840, W " 2980 x 65 115.9 13730 4000 -
227-2F0K-10GGE/840, W " 2980 x 65 166.2 18820 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Colour of the [

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF
luminaires DALI

Other type of dimming

Ra 80

Luminaires come complete with all necessary accessories.
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Accessories

Type of installatic®gurface
Light distributionDirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family LED type Tunable White

MacAdam Light 3
u Il O source

Connection of theON/OFF

luminaires DALI
Circular luminaires with an aluminium profile come in two helghts,gtzher type of dimming

mm and 87 mm. Rundo luminaires feature an excellent efficacy of up to

145 Im/W, which can give the space lightness and ifppiered. The L80/B20 50 000 hours
luminaires are pendant or flush-mounted, with direct or direct-indirect

distribution of light creating an interesting light r\{vae}gr.aﬂtgircular 60 months
luminaire with a PMMA opal diffuser or microprismatic optical system

is suitable for both commercial spaces and households. A playful and
interesting effect can be created by combining different diameters.

Rundo luminaires with a diameter of up to 1150 mm can be equipped

with a motion sensor, daylight sensor or Bluetooth technology, which

allows easy control of the luminaire from your smart device.

Luminaire family variants Rundo
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Rundo
Assembly Light distribution
——8320——
1 -— -
[ | il 5
—
87
62
Ll
l | Energy class Marks
@d
A++, A+, A
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
190-241K-10GGEI/840, W " 400 x 62 27.4 3500 4000 -
190-240K-10GGEI/840, W " 400 x 62 29.1 3500 4000 -
190-251K-10GGEI/840, W " 500 x 62 35.3 4500 4000 -
190-250K-10GGEI/840, W " 500 x 62 36.4 4500 4000 -
190-261K-10GGEI/840, W " 600 x 62 39.9 5500 4000 -
190-260K-10GGEI/840, W " 600 x 62 40.4 5500 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes Colour of the @0
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires ON/OFF + 1h emergency
ON/OFF + 3h emergency
Ra 80
For pendant assembly, you must order a pendant set containing cables and a ceiling
Rundo
Assembly Light distribution
/] \ & - =
/N
/ \
! \ Energy class Marks
|;—ﬁ320—,1
_ﬁrz—B[T A++, A+, A
il
| ed |
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W)flux (Im) Temperature
(K)
190-241K-10GGEI/840, W + 00-00382,xW62 27.4 3500 4000 -
190-240K-10GGEI/840, W + 00-00382,xW62 29.1 3500 4000 -
190-261K-10GGEI/840, W + 00-00882,xW62 39.9 5500 4000 -
190-260K-10GGEI/840, W + 00-00882,xW62 40.4 5500 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Notes Colour of the @0
luminaires
Colour Temperatur8000 K warm white
4000 K cool white
Optic system Microprisma
Opal diffuser
Connection of the ON/OFF
luminaires ON/OFF + 1h emergency
ON/OFF + 3h emergency
Ra 80
Luminaires come complete with all necessary accessories.
Rundo
4ot B T30 Assembly Light distribution
™ - =
1z
1000
Energy class Marks
| @ di
' —— A++, A+, A
|
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\\\\ Ha"a Technical datasheets of luminaires 273/332
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W)flux (Im) Temperature
(K)

190-241K-10GGEI/840, W + 400 x 62 27 .4 3500 4000 -
00-00384-1000/RUN, W

190-240K-10GGEI/840, W + " 400 x 62 29.1 3500 4000 -
00-00384-1000/RUN, W

190-251K-10GGEI/840, W + 500 x 62 35.3 4500 4000 -
00-00384-1000/RUN, W

190-250K-10GGEI/840, W + " 500 x 62 36.4 4500 4000 -
00-00384-1000/RUN, W

190-261K-10GGEI/840, W + 600 x 62 39.9 5500 4000 -
00-00384-1000/RUN, W

190-260K-10GGEI/840, W + " 600 x 62 40.4 5500 4000 -

00-00384-1000/RUN, W

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the e

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Microprisma

Opal diffuser

Connection of the ON/OFF
luminaires ON/OFF + 1h emergency
ON/OFF + 3h emergency

Ra 80

Luminaires come complete with all necessary accessories.
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Technical datasheets of luminaires

Rundo

Assembly

T 0 &

Energy class

A++, A+, A
Code Dimensions

I/w/h (mm)

190-261K-10GHE/840, W " 600 x 62
190-260K-10GHE/840, W " 600 x 62
190-281K-10GEE/840, W " 850 x 62
190-280K-10GEE/840, W " 850 x 62
190-280K-10GGE/840, W " 850 x 62
190-281K-10GGE/840, W " 850 x 62
190-281K-10GHE/840, W " 850 x 62
190-280K-10GHE/840, W " 850 x 62

53

53.

47.

57.

78

79.

89

97.

2

Light d

Marks

Power of the Luminous

luminaire (W)flux (Im)

7250

7130

6560

7750

10420

10660

11750

12680

istribution

Colour

Temperature

(K)

4000

4000

4000

4000

4000

4000

4000

4000

2741332

UGR

<

2

23.

20

20

22

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Technical datasheets of luminaires 275/332

Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white
2700 K - 6500 K Tunable White

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency
Tunable white
DALI + bluetooth

Ra 80
90

For pendant assembly, you must order a pendant set containing cables and a ceiling

Rundo
Assembly Light distribution
Energy class Marks

Notes Luminaires come complete with all necessary accessories.
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Technical datasheets of luminaires 276/332

Accessories

Type of installati®gurface, Wall mounted, Suspended
Light distribution Direct, Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit
K - 6500 K Tunable White

Material Aluminium

. Light source LED MODUL
Family

MacAdam Light 2

Sant o

Connection of theON/OFF

luminaires DALI

ON/OFF + 1h emergency
Q’N/OFF + 3h emergency

The Dutch designer Rob van Beek imbued this LED linear luminaire
with an opal diffuser with a universal visage. In the Czech Republi

Sant was specially made for LED sources and Human Centric Lightingnable white

technology. In practice, it looks like the light changes intensity an'aALI + bluetooth
color according to biological rhythms. People thuEi{gtellmréatural in L80/B20, L80/B10, L90/B50 50 000 h
closed spaces, because the lighting simulates daylight If you are

looking for individual linear lights for an office, daor@ndy hospital0 months

you ve just found it.

Luminaire family variants Sant
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Sant

Assembly Light distribution

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

I/w/h (mm) luminaire (W) flux (Im) Temperature (K)

132-500K-20GEE/840, W 1128 x 66 x 92 18.8 2190 4000 <
132-500K-20GGE/840, W 1128 x 66 x 92 32.4 3550 4000 < 2
132-500K-25GEE/840, W 1408 x 66 x 92 23.5 2730 4000 < 2
132-500K-25GGE/840, W 1408 x 66 x 92 40.5 4430 4000 < 2

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

www.halla.eu Technical datasheets of luminaires 2771332



Technical datasheets of luminaires 2781332

Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white
2700 K - 6500 K Tunable White

Optic system Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency
Tunable white

Ra 80

Luminaires come complete with all necessary accessories.
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Technical datasheets of luminaires 279/332

Accessories

Type of installati®Guspended
Light distribution Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit
K - 6500 K Tunable White

Material Aluminium
Family Light source LED MODUL

LED type Tunable White
S a. n t - S MacAdam Light 3

source

Connection of theON/OFF

luminaires DALI
ON/OFF + 1h emergency
Other type of dimming

ON/OFF + 3h emergency
with an opal diffuser with a universal visage. In the Czech RepUb”‘FUnable white

The Dutch designer Rob van Beek imbued this LED linear luminaire

Sant-S was specially made for LED sources and Human Centric

Lighting technology. In practice, it looks like thelifgiiméianges inteB87{B20 50 000 hours
and color temperature according to biological rhythms. People thus

feel natural in closed spaces, because the Iightinvgasrirr%mgtes dayliggt.months
If you are looking for system linear lights for an office, school or

hospital, you've just found it. We ve added a high efficiency of up to

150 Im / W and low consumption due to dimmability to the attractive
appearance. The direct-indirect light glows nicely, does not blind the

eyes and thus induces visual well-being. Using Tunable White

technology, you choose a white color temperature from 2700K to

6500K. The luminaire looks great suspended separately as well as in a
continuous lighting system. You can suspend, install, or embed in

tracks a hundred, or let s not skimp, how bout a thousand Sant

luminaires.
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Luminaire family variants Sant-S
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Technical datasheets of luminaires 281/332

Sant-S

Assembly Light distribution

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

[/w/h (mm) luminaire (W) flux (Im) Temperature (K)

132S-520K-20GEE/840, W 603 x 603 x 92 18.8 2190 4000 < 2
132S-520K-20GGE/840, W 603 x 603 x 92 32.4 3550 4000 < 2°

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white
2700 K - 6500 K Tunable White

Optic system Opal diffuser

Connection of the ON/OFF
luminaires DALI
Other type of dimming

Tunable white

Ra 80
90

End caps, suspensions, supply cables, and ceiling cup for luminaires must be ordered
systems, please order the respective number of couplers.
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Sant-S

Code

132S-500K-10GEE/840,

132S-500K-10GGE/840,

132S-500K-15GEE/840,

132S-500K-15GGE/840,

132S-500K-20GEE/840,

132S-500K-20GGE/840,

132S-500K-25GEE/840,

132S-500K-25GGE/840,

132S-500K-30GEE/840,

132S-500K-30GGE/840,

132S-500K-35GEE/840,

132S-500K-35GGE/840,

132S-500K-40GEE/840,

132S-500K-40GGE/840,

w

w

W

w

w

W

w

w

W

w

w

W

w

w

Assembly

Energy class Marks

A++, A+, A
Dimensions Power of the Luminous
I/w/h (mm) luminaire (W)flux (Im)

(K)

562 x 66 x 92 9.4 1095
562 x 66 x 92 16.2 1770
842 x 66 x 92 14.1 1640
842 x 66 x 92 24.3 2660
1122 x 66 x 92 18.8 2190
1122 x 66 x 92 32.4 3550
1402 x 66 x 92 23.5 2730
1402 x 66 x 92 40.5 4430
1682 x 66 x 92 28.2 3280
1682 x 66 x 92 48.6 5320
1962 x 66 x 92 32.9 3830
1962 x 66 x 92 56.7 6210
2242 x 66 x 92 37.6 4380
2242 x 66 x 92 64.8 7100

Colour

Light distribution

Temperature

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

282/332

UGR

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Technical datasheets of luminaires 283/332

Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white
2700 K - 6500 K Tunable White

Optic system Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency
Tunable white

Ra 80
90

End caps, suspensions, supply cables, and ceiling cup for luminaires must be ordered
systems, please order the respective number of couplers.
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Technical datasheets of luminaires 284/332

Accessories

Code Description
00-00300, N wire suspension 2000mm
00-00301, N wire suspension 4000mm
00-00302, N wire suspension 6000mm
Code Description
00-00350, K cable 3x0,75 1000mm
00-00351, K cable 4x0,75 1000mm
00-00352, K cable 3x0,75 2000mm
00-00353, K cable 4x0,75 2000mm
00-00354, K cable 5x0,75 1000mm
00-00355, K cable 5x0,75 2000mm
Code Description
00-00370, W ceiling cup 80x80x32mm
Notes Accessories colour
Code Description
00-00600, F ceiling fastening for luminaires 132-5xxK, 04-2000x, 05-2000x,
Code Description
00-51300, W set for suspension into 3-phase track, non-dimmable luminaire:
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Technical datasheets of luminaires 285/332

Notes Accessories colour

Code Description

00-51301, W set for suspension into 3-phase track, dimmable luminaires
Notes Accessories colour

Code Description

132-50031, W pendant profile 1000 mm
Notes Accessories colour

Code Description

132-50100, W end cap
Notes Accessories colour

Code Description

132-50200, F straight connector

www.halla.eu Technical datasheets of luminaires 285/332



Technical datasheets of luminaires 286/332

Code Description

132-50201, F straight connector (for dimmable lum.)
Code Description

132-51100, K diffuser 2295 mm

Type of installaticdurface, Suspended, 3 circuit track
Light distribution Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit
K - 6500 K Tunable White

Material Aluminium

. Light source LED MODUL
Family

MacAdam Light 3
Sant-1

Connection of theON/OFF

luminaires DALI
ON/OFF + 1h emergency
Other type of dimming
ON/OFF + 3h emergency

The Dutch designer Rob van Beek imbued this LED linear IuminaireTunable white

with an opal diffuser with a universal visage. In tLhi?e?iZmeeCh REPUblll(_:SO/BZO 50 000 hours
Sant-T was specially made for LED sources and Human Centric
Lighting technology. Sant-T is especially recommWredéeaniy a 60 months

complementary lighting for commercial spaces.
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Technical datasheets of luminaires 287/332

Luminaire family variants Sant-T
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Sant-T

Assembly Light distribution

Energy class Marks

A++, A+, A
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Technical datasheets of luminaires

Code

132-600K-20GED/830,

132-600K-20GED/840,

132-600K-20GEE/830,

132-600K-20GEE/840

132-600K-20GGD/830,

132-600K-20GGD/840,

132-600K-20GGE/830,

132-600K-20GGE/840,

132-600K-25GED/830,

132-600K-25GED/840,

132-600K-25GEE/830

132-600K-25GEE/840,

132-600K-25GGD/830,

132-600K-25GGD/840,

132-600K-25GGE/830,

132-600K-25GGE/840,

132-600K-30GED/830,

132-600K-30GED/840,

132-600K-30GEE/830,

132-600K-30GEE/840,

132-600K-30GGD/830,

132-600K-30GGD/840,

132-600K-30GGE/830,

132-600K-30GGE/840,

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

Dimensions
I/w/h (mm)

1130

1130

1130

1130

1130

1130

1130

1130

1410

1410

1410

1410

1410

1410

1410

1410

1690

1690

1690

1690

1690

1690

1690

1690

66

66

66

66

66

66

66

66

66

66

66

66

66

66

66

66

66

66

66

66

66

66

66

66

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

Power of theLuminous

luminaire (Wjlux (Im)

21

21

21

21

34.

34.

34.

34.

24

24

24

24

39.

39.

39.

39.

31.

31.

31.

31.

51.

51.

51.

51.

2020

2120

2020

2120

3400

3560

3400

3560

2630

2760

2630

2760

3930

4120

3930

4120

3030

3180

3030

3180

5050

5290

5050

5290

Colour
Temperature

(K)

3000

4000

3000

4000

3000

4000

3000

4000

3000

4000

3000

4000

3000

4000

3000

4000

3000

4000

3000

4000

3000

4000

3000

4000

289/332

UGR

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.
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Technical datasheets of luminaires 290/332

Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the ON/OFF

luminaires DALI

Ra 80

End caps, suspensions, supply cables, and ceiling cup for luminaires must be ordered
systems, please order the respective number of couplers.
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Technical datasheets of luminaires 291/332

Accessories

Type of installati®ncircuit track
Light distribution Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family Connection of theON/OFF

n luminaires DALI
S I l I f t Lifetime L80/B20 0 hours

Designer Kryatof Nosal has created a single luminaire of unsurpassed
variability. Moreover, Shift luminaires allows all methods of their
installation within the given space - you will find a semi-recessed,
surface as well as a pendant variant. The spot LED luminaire forms 1, 2,
3 or 5 light sources, which may be moved in the axis of the body of the
luminaire, tilted up to a 45° angle and rotated by up to 355°. The

luminaire has 4 beam angles - 15°, 25°, 36°, 60°.

Luminaire family variants Shift
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Technical datasheets of luminaires 292/332

Shift
Assembly Light distribution
Energy class Marks
A++, A+, A
Notes Beam angle 18, 25, 32, 52
Colour of the
luminaires
Colour Temperatur&000 K warm white
4000 K cool white
Optic system Reflector
Connection of the ON/OFF
luminaires DALI
Ra 90
Shift
Assembly Light distribution
Energy class Marks
A++, A+, A
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Notes

Shift

Notes

www.halla.eu

Technical datasheets of luminaires

Beam angle 18, 25, 32, 52

Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Reflector

Connection of the ON/OFF

luminaires DALI

Ra 90

Assembly

Energy class

A++, A+, A

Beam angle 18, 25, 32, 52

Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Reflector

Connection of the ON/OFF

luminaires DALI

Ra 90

Technical datasheets of luminaires

Light distribution

Marks

293/332

293/332



Technical datasheets of luminaires 294/332

Shift
Assembly Light distribution
Energy class Marks
A++, A+, A
Notes Beam angle 18, 25, 32, 52
Colour of the
luminaires
Colour Temperatur&000 K warm white
4000 K cool white
Optic system Reflector
Connection of the ON/OFF
luminaires DALI
Ra 90
Shift
Assembly Light distribution
Energy class Marks
A++, A+, A
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Notes

Shift

Notes

www.halla.eu

Technical datasheets of luminaires

Beam angle 18, 25, 32, 52

Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Reflector

Connection of the ON/OFF

luminaires DALI

Ra 90

Assembly

Energy class

A++, A+, A

Beam angle 18, 25, 32, 52

Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Reflector

Connection of the ON/OFF

luminaires DALI

Ra 90

Technical datasheets of luminaires

Light distribution

Marks

295/332

295/332



Shift

Notes

www.halla.eu

Techn

Beam angle

Colour of the

luminaires

ical datasheets of luminaires

Assembly

Energy class

A++

18,

» At A

25, 32, 52

Colour Temperatur&000 K warm white
4000 K cool white

Optic system

Connection o

luminaires

Ra

Reflector

f the ON/OFF

DALI

90

Technical

datasheets of luminaires

Light distribution

Marks
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Technical datasheets of luminaires 297/332

Accessories

Type of installati®Guspended
Light distribution Direct

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 3
L ] source
S I I I ‘ ! I I Connection of theON/OFF
luminaires DALI
Lifetime L80/B20 50 000 hours

Ordinary free standing luminaires have long been out of the game. We

have designed and developed an ideal design lumWeairreentyf the Sine@D months
family, which will provide you with comfort at work and will improve

your concentration. The Sineli luminaires are designed for both table
mounting and free standing, so you can move them freely at any time,

thus adapting the arrangement of the items in the room according to

your needs. Sturdy construction and weight prevent accidental tipping

and ensure reliable stability. The shape of Sineli resembles a

spaceship arriving from a distant galaxy, which can make your office,

meeting room or private apartment more impressive.

Luminaire family variants Sineli
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Sineli

Code

230-7311-15GGE/840, W

230-7811-15GGE/840, W

230-7311-15GHE/840, W

230-7811-15GHE/840, W

Assembly

Light distribution

Energy class Marks

A++, A+, A
Dimensions Power of the Luminous
I/w/h (mm) luminaire (W)flux (Im)
920 x 360 x 2100 48.8 7000
920 x 360 x 2100 48.8 7000
920 x 360 x 2100 65.3 9130
920 x 360 x 2100 65.3 9130

Notes Colour of the

luminaires

Colour Temperatur&000 K warm white

Optic system

4000 K cool white

Microprisma

Connection of the ON/OFF

luminaires

Ra

www.halla.eu

DALI + sensor

Other type of dimming

80

Technical datasheets of luminaires

Colour

Temperature

(K)

4000

4000

4000

4000

298/332

UGR

298/332



Technical datasheets of luminaires 299/332

Accessories

Type of installatidmee-standing
Light distribution Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 3
source
S t a I I Connection of theON/OFF
luminaires DALI + sensor

Other type of dimming

The Stan luminaire has been designed for comforLz?PeIFinz%Qd effiCienESOIBZO 50 000 hours
work. It excels not only in its technical parameters, but also the narrow

profile of the head itself, thanks to which the lunWmareenipyoks dece®m®, months
professional and can easily blend in with the surroundings. The

luminaires of the Stan family are designed for both table mounting and

free standing, so you can move them freely at any time, thus adapting

the arrangement of the items in the room according to your needs.

Luminaire family variants Stan
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Stan

Assembly Light distribution

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

I/w/h (mm) luminaire (W)flux (Im) Temperature (K)

245-731Z2-20GGE/840, W 1185 x 47 x 2130 28 3340 4000 <1
245-781Z-20GGE/840, W 1185 x 47 x 2130 28 3340 4000 < 1
245-731Z-20GHE/840, W 1185 x 47 x 2130 43.7 5100 4000 <
245-781Z-20GHE/840, W 1185 x 47 x 2130 43.7 5100 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and plastic louvre

Notes Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Plastic louvre low UGR

Connection of the ON/OFF

luminaires Other type of dimming
Ra 80

Luminaires come complete with all necessary accessories.
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Stan

Assembly Light distribution

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

[/w/h (mm) luminaire (W)flux (Im) Temperature (K)

245-831Z-20GGE/840, W 1185 x 47 x 1380 28 3340 4000 < 1
245-8817Z-20GGE/840, W 1185 x 47 x 1380 28 3340 4000 < 1
245-831Z-20GHE/840, W 1185 x 47 x 1380 43.7 5100 4000 <
245-8817Z-20GHE/840, W 1185 x 47 x 1380 43.7 5100 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and plastic louvre

Notes Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Plastic louvre low UGR

Connection of the ON/OFF

luminaires Other type of dimming
Ra 80

Luminaires come complete with all necessary accessories.
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Stan

Assembly Light distribution

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

I/w/h (mm) luminaire (W) flux (Im) Temperature (K)

245-7311-20GGE/840, W 1185 x 47 x 2130 66 5500 4000 <
245-7811-20GGE/840, W 1185 x 47 x 2130 66 5500 4000 <

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma

Connection of the ON/OFF

luminaires Other type of dimming
R a 80

Luminaires come complete with all necessary accessories.

Stan
Assembly Light distribution
Energy class Marks
A++, A+, A
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Code Dimensions Power of the Luminous Colour UGR

[/w/h (mm) luminaire (W) flux (Im) Temperature (K)
245-8311-20GGE/840, W 1185 x 47 x 1380 66 5500 4000 <
245-8811-20GGE/840, W 1185 x 47 x 1380 66 5500 4000 <

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

Notes Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Microprisma

Connection of the ON/OFF

luminaires Other type of dimming
Ra 80

Luminaires come complete with all necessary accessories.

Stan
Assembly Light distribution
Energy class Marks
A++, A+, A

Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Plastic louvre low UGR

Connection of the DALI + sensor

luminaires
Ra 80

Luminaires come complete with all necessary accessories.
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Stan
Assembly Light distribution
Energy class Marks
A++, A+, A
Notes Colour of the
luminaires
Colour Temperatur&000 K warm white
4000 K cool white
Optic system Plastic louvre low UGR
Connection of the DALI + sensor
luminaires
Ra 80
Luminaires come complete with all necessary accessories.
Stan
Assembly Light distribution
Energy class Marks

A++, A+, A
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Stan

Notes
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Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma

Connection of the DALI + sensor

luminaires

Ra 80

Luminaires come complete with all necessary accessories.

Assembly

Energy class

A++, A+, A

Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Microprisma

Connection of the DALI + sensor

luminaires

Ra 80

Light distribution

Marks

Luminaires come complete with all necessary accessories.
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Accessories

Family

Tres

The Tres family of luminaires with separate control for direct and
indirect lighting is based on the concept of Rob Van Beek, chief
designer of lighting in the royal palaces in the Netherlands. Rob made
himself happy and designed the Tres for his 60th birthday, which in
Danish means sixty. The luminaire has a very high efficiency that
meets the UGR <19 value. In practice, it means that the light shines
brightly but does not blind in any way, preserving visual comfort.
Therefore, it is mainly used in offices, meetings, receptions as well as
in representative places like car showrooms. The Tres can be used
alone, it is ideally suited too be connected to long linear rows, perhaps

even sixty.
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Luminaire family variants Tres
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Tres
Assembly Light distribution
Energy class Marks

Notes Luminaires come complete with all necessary accessories.

Tres
Assembly Light distribution
Energy class Marks

Notes Luminaires come complete with all necessary accessories.
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Accessories

Type of installatiogmble lamp
Light distribution Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit
Material Aluminium

Connection of theDALI + sensor

luminaires

Family

Ture

The Ture family of lighting has an excellent index of UGR <19 up to

Lifetime L80/B20 0 hours

3000 Im, so it does not blind. You can use the luminaire for offices,
meeting rooms and showrooms or employ special sources with it.
RealWhite highlights white, Strong Color highlights the selected color,
and Real Color accentuates its own color. With Tunable White, you can
set the temperature of the white color according to daylight. You can
make the illuminated objects look even more appealing using these
sources. The high degree of IP 54 protection prevents the penetration
of water and other substances. This luminaire can therefore also be
used in a demanding environment, such as a wellness center. It has a
luminous efficacy of up to 118 Im / W. You can also save space, as the
downlight circular recessed luminaire is installed directly into the
ceiling. Ture is available in three versions a small luminaire with a
diameter of 145 mm, a medium luminaire with a diameter of 185 mm

and the largest luminaire with a diameter of 226 mm.
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Luminaire family variants Ture
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Ture

Assembly Light distribution

Energy class Marks

Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Opal diffuser

Plain aluminium reflector

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency

Ra 80

Luminaires come complete with all necessary accessories.
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Ture
Assembly Light distribution
Energy class Marks
A++, A+, A

Notes Colour of the

luminaires
Colour Temperaturd000 K cool white
R a 0

Luminaires come complete with all necessary accessories.
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Accessories

Type of installatiddecessed
Light distribution Direct

Colour of the White

luminaires

Colour Temperatud®00 K cool white

Material Aluminium
Light source LED MODUL
Family MacAdam Light 3
source
U I l d a - S Connection of theON/OFF
luminaires DALI

ON/OFF + 1h emergency

Rob van Beek came up with the Unda-S designer light while sittingoolwo':': + 3h emergency

the shore and gazing at the sea. The three—dimenfiifoeq?rIT]é_ED Iightir]_gBO“320 50 000 hours
bent aluminum sheet and a diffuser was added, ehM&driiagtyt to transG@itmonths

and disperse light perfectly. You can use the luminaire separately or

together. The creative concept of the Unda luminaire plays with

freedom in design. A series of three-dimensional assemblies of circles,

waves, and other shapes can be created from the bottom and top

waves. The Unda livens up restaurants, bars, reception areas, as well

as bank offices or living rooms.

Luminaire family variants Unda-S
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Unda-S
Assembly Light distribution
Energy class Marks
A++, A+, A
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
100S-511K-50GDTD/840, W 1345 x 406 x 144 68.4 5610 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the Other type of dimming

luminaires
Ra 80

At least 1 upper and 1 lower wave is necessary for creating systems. For closed syste
number of couplers. For systems with two ends, please order one pendant set.

Unda-S
Assembly Light distribution
Energy class Marks
A++, A+, A
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Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W) flux (Im) Temperature (K)
100S-501K-50GDTD/840, W 1345 x 406 x 144 68.4 5610 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the Other type of dimming

luminaires
Ra 80

At least 1 upper and 1 lower wave is necessary for creating systems. For closed syst¢
number of couplers. For systems with two ends, please order one pendant set.
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Accessories

Type of installatidduspended
Light distribution Direct-indirect

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 3

u source
V a I I Connection of theOther type of dimming

luminaires

Lifetime L80/B20 50 000 hours
When you combine design with functionality, you get the Vali family of

lighting. You can point this cylindrical luminaire Wiahranayngles of 2680 ,months
28°, 40°, 63° at the required object as needed. Vali has a luminous

efficacy of up to 90 Im / W and has a light source with a colour

rendering of Ra>90, to provide the perfect illumination of an object.

Vali luminaires in a black or white finish will serve you well in

commercial, exhibition and demonstration spaces.

Luminaire family variants Vali
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Vali

Assembly Light distribution

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

I/w/h (mm) luminaire (W) flux (Im) Temperature (K)

176-100U-10GGE/940, W " 90 x O 20.4 1990 4000 < 17
176-100U-10GHE/940, W " 90 x O 33 2960 4000 < 18.4

The indicated codes stand for a white luminaire with colour temperature of 4000K and with a medi

Notes Beam angle 21, 28, 40, 63

Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Reflector

Connection of the ON/OFF
luminaires DALI

Ra 90

Luminaires come complete with all necessary accessories.
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Vali

Assembly Light distribution

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

I/w/h (mm) luminaire (W) flux (Im) Temperature (K)

176-200U-10GGE/940, W " 90 x 0 20.4 1990 4000 < 17
176-200U-10GHE/940, W " 90 x 0 33 2960 4000 < 18.4

The indicated codes stand for a white luminaire with colour temperature of 4000K and with a medi

Notes Beam angle 21, 28, 40, 63

Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Reflector

Connection of the ON/OFF
luminaires DALI

Ra 90

Luminaires come complete with all necessary accessories.
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Vali

Code

176-500U-10GGE/940, W
176-500U-10GHE/940, W

The indicated codes stand

Notes Beam angle

Colour of the

luminaires

Assembly Light distribution

Energy class Marks

A++, A+, A

Dimensions Power of the Luminous Colour UGR

[/w/h (mm) luminaire (W) flux (Im) Temperature (K)
" 90 x 0 20.4 1990 4000
90 x 0 33 2960 4000

319/332

< 17

< 18.4

for a white luminaire with colour temperature of 4000K and with a medi

21, 28, 40, 63

Colour Temperatur&000 K warm white

Optic system

4000 K cool white

Reflector

Connection of the ON/OFF

luminaires

Ra

DALI

90

Luminaires come complete with all necessary accessories.
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Accessories

Type of installatiduspended
Light distribution Direct

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL

Family MacAdam Light 3

m source

V a I I 5 5 - I Connection of theON/OFF
luminaires DALI
Lifetime L80/B20, L80/B10 50 000 hours
Warranty 60 months

Luminaire family variants Vali55-T
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Vali55-T

Assembly Light distribution

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

I[/w/h (mm) luminaire (W)flux (Im) Temperature (K)

178-600S-10GDE/940, W " 55 x 160 13.6 1250 4000 -
178-600F-10GDE/940, W " 55 x 160 13.6 1250 4000 -
178-600U-10GDE/940, W " 55 x 160 13.6 1250 4000 -
178-600W-10GDE/940, W " 55 x 160 13.6 1250 4000 -
178-600S-10GGE/940, W " 55 x 160 20 1750 4000 -
178-600F-10GGE/940, W " 55 x 160 20 1750 4000 -
178-600U-10GGE/940, W " 55 x 160 20 1750 4000 -
178-600W-10GGE/940, W " 55 x 160 20 1750 4000 -

The indicated codes stand for a white luminaire with colour temperature of 4000K and with a medi

Notes Beam angle 17, 27, 45, 68

Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Reflector

Connection of the ON/OFF
luminaires DALI

Ra 90

Track luminaires come complete with Global Track adapters from Nordic Aluminium.
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Accessories

Type of installati®ncircuit track
Light distribution Direct

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL

Family MacAdam Light 3

m source

V a I I 8 O - I Connection of theON/OFF
luminaires DALI
Lifetime L80/B20 60 000 hours
Warranty 60 months

Luminaire family variants Vali80-T
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Vali80-T

Assembly Light distribution

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

I/w/h (mm) luminaire (W) flux (Im) Temperature (K)

179-600F-10GDE/940, W " 80 x 160 10 1040 4000 -
179-600F-10GGE/940, W " 80 x 160 20.4 1990 4000 -
179-600F-10GHE/940, W " 80 x 160 33 2970 4000 -

The indicated codes stand for a white luminaire with colour temperature of 4000K and with a medi

Notes Beam angle 18, 25, 32, 52

Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Reflector

Connection of the ON/OFF

luminaires DALI
Ra 90

Track luminaires come complete with Global Track adapters from Nordic Aluminium.
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Accessories

Type of installati®ncircuit track
Light distribution Direct

Colour of the Black, Silver, White

luminaires

Colour TemperatuB®00 K warm white, 4000 K cool whit

Material Aluminium
Light source LED MODUL
Family MacAdam Light 2
u source
2 u I I Connection of theON/OFF
luminaires DALI
Lifetime L80/B10, L90/B50 50 000 hours

Do you remember the buzzing and flickering lights of vour classroom?
Fortunately these are long gone. Zuli pendant antWaundatge-mounted0 months
LED luminaires ensure comfortable lighting in the classroom, offices

and hospitals without these annoyances. These luminaires have direct

or direct-indirect emission, with a choice of four lengths and

microprism optics, grid and opal diffuser.

Luminaire family variants Zuli
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Zuli
Assembly Light distribution
Energy class Marks
A++, A+, A
Code Dimensions Power of the Luminous Colour UGR
[/w/h (mm) luminaire (W)flux (Im) Temperature
(K)
121-301K-10GEE/840, W 590 x 125 x 50 16.2 2120 4000 -
121-301K-10GGE/840, W 590 x 125 x 50 26.6 3330 4000 -
121-301K-10GHE/840, W 590 x 125 x 50 40.6 4830 4000 -
121-301K-15GEE/840, W 865 x 125 x 50 24.2 3180 4000 -
121-301K-15GGE/840, W 865 x 125 x 50 39.7 4990 4000 -
121-301K-15GHE/840, W 865 x 125 x 50 60.9 7250 4000 -

AnThese codes represent white luminaires with chromaticity temperature 4000K and opal diffuser.

Notes Colour of the

luminaires

Colour Temperatur&000 K warm white
4000 K cool white

Optic system Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency

Ra 80

Luminaires come complete with all necessary accessories.
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Zuli
Assembly Light distribution
Energy class Marks
A++, A+, A
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W)flux (Im) Temperature
(K)
121-2001-20GEE/840, W 1145 x 125 x 50 15 2100 4000 <
121-200K-20GEE/840, W 1145 x 125 x 50 21.4 3140 4000 <
121-2001-20GGE/840, W 1145 x 125 x 50 24.5 3240 4000 < 2
121-200K-20GGE/840, W 1145 x 125 x 50 31.1 4310 4000 <
121-2001-25GEE/840, W 1425 x 125 x 50 18.2 2630 4000 <
121-200K-25GEE/840, W 1425 x 125 x 50 26.8 3920 4000 <
121-2001-25GGE/840, W 1425 x 125 x 50 29.5 4050 4000 <
121-200K-25GGE/840, W 1425 x 125 x 50 39.1 5390 4000 < 2

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic
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Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Microprisma
Opal diffuser

Connection of the ON/OFF

luminaires DALI
ON/OFF + 1h emergency
ON/OFF + 3h emergency

Ra 80

Luminaires come complete with all necessary accessories.

Zuli

Assembly Light distribution

Energy class Marks

A++, A+, A
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Code

121-5001-20GEE/840, W

121-500K-20GEE/840, W

121-5011-20GEE/840, W

121-5001-20GGE/840, W

121-500K-20GGE/840, W

121-501K-20GEE/840, W

121-5011-20GGE/840, W

121-501K-20GGE/840, W

121-5001-25GEE/840, W

121-500K-25GEE/840, W

121-5011-25GEE/840, W

121-5001-25GGE/840, W

121-500K-25GGE/840, W

121-501K-25GEE/840, W

121-5011-25GGE/840, W

121-501K-25GGE/840, W

NY

NY

Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (WXlux (Im) Temperature

(K)
1145 x 125 x 50 15 2100 4000 <
1145 x 125 x 50 21.4 3140 4000 <
1145 x 125 x 50 22.5 3110 4000 <
1145 x 125 x 50 24.5 3240 4000 <
1145 x 125 x 50 31.1 4310 4000 <
1145 x 125 x 50 32 4530 4000 <
1145 x 125 x 50 36.8 4790 4000 <
1145 x 125 x 50 46.7 6220 4000 <
1425 x 125 x 50 18.2 2630 4000 <
1425 x 125 x 50 26.8 3920 4000 <
1425 x 125 x 50 29.1 3960 4000 <
1425 x 125 x 50 29.5 4050 4000 <
1425 x 125 x 50 39.1 5390 4000 <
1425 x 125 x 50 42.8 6020 4000 <
1425 x 125 x 50 47.3 6220 4000 <
1425 x 125 x 50 62.6 8260 4000 <

These codes represent white luminaires with chromaticity temperature 4000K and micro-prismatic

Notes Colour of the

luminaires

Colour Temperatur&000 K warm white

Optic system

4000 K cool white

Microprisma

Opal diffuser

Connection of the ON/OFF

luminaires

Ra

DALI
ON/OFF + 1h emergency

80

Luminaires come complete with all necessary accessories.
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Zuli
Assembly Light distribution
Energy class Marks
A++, A+, A
Code Dimensions Power of the Luminous Colour UGR
I/w/h (mm) luminaire (W)flux (Im) Temperature
(K)
121-230M-20GEE/840, W 1145 x 125 x 50 24.6 2910 4000 <
121-230M-20GGE/840, W 1145 x 125 x 50 33.8 3780 4000 <
121-230M-25GEE/840, W 1425 x 125 x 50 30.7 3640 4000 < 1
121-230M-25GGE/840, W 1425 x 125 x 50 42.2 4730 4000 < ]
121-230M-30GEE/840, W 1705 x 125 x 50 36.9 4370 4000 < 1
121-230M-30GGE/840, W 1705 x 125 x 50 50.7 5670 4000 < ]
121-230M-40GEE/840, W 2265 x 125 x 50 49.2 5830 4000 <1
121-230M-40GGE/840, W 2265 x 125 x 50 67.6 7560 4000 < 1

AnThese codes represent white luminaires with chromaticity temperature 4000K and optical alumin

Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Matt parabolic louvre

Connection of the ON/OFF
luminaires DALI

Ra 80

Luminaires come complete with all necessary accessories.
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Zuli

Assembly Light distribution

Energy class Marks

A++, A+, A
Code Dimensions Power of the Luminous Colour UGR

[/w/h (mm) luminaire (W)lux (Im) Temperature
(K)

121-530M-20GEE/840, W 1145 x 125 x 50 24.6 2910 4000 <
121-531M-20GEE/840, W 1145 x 125 x 50 33.4 4300 4000 < 1
121-530M-20GGE/840, W 1145 x 125 x 50 33.8 3780 4000 <
121-531M-20GGE/840, W 1145 x 125 x 50 47 .2 5780 4000 <
121-530M-25GEE/840, W 1425 x 125 x 50 30.7 3640 4000 < 1
121-530M-25GGE/840, W 1425 x 125 x 50 42.2 4730 4000 < ]
121-531M-25GEE/840, W 1425 x 125 x 50 44.5 5780 4000 < 1
121-531M-25GGE/840, W 1425 x 125 x 50 62.9 7770 4000 <
121-530M-30GEE/840, W 1705 x 125 x 50 36.9 4370 4000 < 1
121-530M-30GGE/840, W 1705 x 125 x 50 50.7 5670 4000 < ]
121-531M-30GEE/840, W 1705 x 125 x 50 55.6 7260 4000 <
121-531M-30GGE/840, W 1705 x 125 x 50 78.6 9760 4000 <
121-530M-40GEE/840, W 2265 x 125 x 50 49.2 5830 4000 <1
121-530M-40GGE/840, W 2265 x 125 x 50 67.6 7560 4000 < 1
121-531M-40GEE/840, W 2265 x 125 x 50 77.8 10230 4000 <
121-531M-40GGE/840, W 2265 x 125 x 50 110 13740 4000 <

AnThese codes represent white luminaires with chromaticity temperature 4000K and optical alumin
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Notes Colour of the

luminaires

Colour Temperatur8000 K warm white
4000 K cool white

Optic system Polished parabolic louvre

Matt parabolic louvre

Connection of the ON/OFF

luminaires DALI
Ra 80

Luminaires come complete with all necessary accessories.
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Accessories
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% Halla

Legend
Type of installation

aw i
Recessed lights

Semi-recessed luminaire
Surface lights

3 circuit track lights

Technical datasheets of luminaires

Wall mounted lights

T

Suspended lights
T Free-standing lights

[D Table lamp lights

11S-5011-20GGE/840, W

Optic system

Optic system

Electrical connection

W Colour

Light distribution

O

O

O

Direct luminaire

Direct-indirect luminaire

Indirect luminaire

Light source

Marks

(€

IPxy

EAL

www.halla.eu

Tunable White Sowe  RealWhite

Ao SRW? ; .
adjusting the color temperature ... true display of white color
RealColour 'sc StrongColour
true display of colors Ra 97 “...~ highlight one color

Luminaire of electrical classi cation |
(accessible conductive parts are connected to a protective cable)

Luminaire of electrical classi cation Il
(accessible conductive parts are connected to a protective cable)

Luminaire of electrical classi cation Il
(protection against electric shock is based on double or
reinforced insulation)

European mark of conformity that indicates the conformity of the
properties of the product

with all the harmonized standards and regulations of the
European Community that apply to it

Luminaires are certi ed
according to the European ENEC system

Recommended mounting hole size

IP code indicating the degree of protection of live parts

Eurasian Conformity

Technical datasheets of luminaires

B Microprismatic system, low UGR L Plain aluminium re ector
C Clear cover M Matt parabolic louvre
D Asymmetric re ector S SPOT - narrow angle
E Polished parabolic louvre, U MEDIUM - middle angle
high LOR
F FLOOD - wide angle W  Wide beam angle
| Microprismatic optical system z Plastic louver, low UGR
K Opal diffuser
Electrical connection
/BT Luminaires controlled via P Sensor and electronic
Bluetooth technology ballast
D DALI dimmable T By switch dimmable
(touch dimm)
E Electronic ballast non-dimmable TD DALI or by switch
(touch dimm) dimmable
M Electronic ballast non-dimmable U Dimmable luminaire with
with 1h emergency dimmer on the luminaire
M3 Electronic ballast non-dimmable
with 3h emergency
Colour
w @ RAL9003 B @ RAL9005 s @ TIGER 09/90530

1021 @ RAL1021
5015 @ RAL5015
9006 @ RAL 9006

Zna ky typu

2000 @ RAL 2000

6018 @ RAL6018

3020 @ RAL 3020

7016 @ RAL7016

9010 @ RAL 9010

Smart — Luminaire or the lighting system controlled by motion,
daylight or via smart devices using Bluetooth technology

@ Acoustic — Luminaire with acoustic absorption properties which
reduce disturbing noise and improve the acoustics of the room

(\/))) Multiwatt — Luminaires with individually adjustable luminous ux
using a special antenna or mobile application

UGR UGR - The luminaire suitable for of ce spaces



